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MACHINE DATA PLATEMACHINE DATA PLATE

DO NOT DEFACE OR REMOVE THIS PLATE

MODEL

MAX. CERTIFIED WEIGHT

STANDARDS ROPS : ISO 12117-2   TOPS : EN 13531 / ISO 12117
FOG : ISO 10262 (LEVEL 1)

477, Bundangsuseo-ro,
Bundang-gu, Seongnam-si,
Gyeonggi-do, 13553, Korea

91M9-01282

DO NOT DEFACE OR REMOVE THIS PLATE

477, Bundangsuseo-ro,
Bundang-gu, Seongnam-si,
Gyeonggi-do, 13553, Korea

94MS-01281

DO NOT DEFACE OR REMOVE THIS PLATE

MACHINE TYPE / MODEL

PRODUCT IDENTIFICATION NUMBER

ENGINE POWER

OPERATING MASS

477, Bundangsuseo-ro,
Bundang-gu, Seongnam-si,
Gyeonggi-do, 13553, Korea

91LM-14112

DO NOT DEFACE OR REMOVE THIS PLATE

MACHINE TYPE / MODEL

PRODUCT IDENTIFICATION NUMBER / VEHICLE IDENTIFICATION NUMBER

ENGINE POWER

OPERATING MASS / GROSS VEHICLE WEIGHT

477, Bundangsuseo-ro,
Bundang-gu, Seongnam-si,
Gyeonggi-do, 13553, Korea

91LM-14142

MFG. YEAR YEAR INTO SERVICE

MACHINE TYPE

FOG : ISO 10262 (LEVEL 1)

MACHINE TYPE

MODEL

STANDARDS

 

For general For EU only

For ROPS For FOG

MAX. AXLE LOAD (FRONT / REAR)

The machine serial number assigned to this particular machine should be used when requesting The machine serial number assigned to this particular machine should be used when requesting 
information or ordering service parts for this machine from your authorized HD Hyundai information or ordering service parts for this machine from your authorized HD Hyundai 
Construction Equipment dealer. The machine serial number is also stamped on the frame.Construction Equipment dealer. The machine serial number is also stamped on the frame.
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