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GROUP 1 GENERAL LOCATIONS OF PARTSGROUP 1 GENERAL LOCATIONS OF PARTS
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25BX7PM12

Fork

Mast roller

Lift cylinder

Mast mounting pin

Drive axle oil

Front tire & wheel nut

Lamp

Fan

Brake oil

Steering wheel & lever

Hydraulic pump

Pump motor
Hydraulic oil

Hydraulic strainer

Fan

Rear buzzer

Battery door switch

Fuse box

Steering cylinder

Steering axle link

Lift chain

Horn

Drive motor

Relay & fl asher

Tilt pin

Display

Accelerator & brake pedals

SBR switch

Air breather

Hydraulic return fi lter

Control lever

Controller

Emergency switch

Main fuse

Connector

Controller

DC-DC converter

Emergency connector

Rear wheel & wheel nut

Lamp
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Code Name

C Frame harness (manual)

D Frame harness (fingertip)

E Dashboard harness

F Cabin harness

GB Overhead guard LH harness (LED)

GD Overhead guard RH harness (LED)

GE Overhead guard RH harness (LED, front)

GF Overhead guard RH harness (LED, rear)

K Main control valve harness

L Armrest harness

MC Front camera harness

ME RMCU harness

O G sensor harness

QA Speed limit harness

R Heater harness

S Cold area harness

T Wiper harness

Y Lithium harness

ZA Charging cable LH (Pb)

ZC Charging cable RH (Pb)

ZE Drive motor cable (U)

ZF Drive motor cable (V)

ZG Drive motor cable (W)

ZH Pump motor cable (U)

ZJ Pump motor cable (V)

ZK Pump motor cable (W)

1. CODES IN ELECTRIC CIRCUIT DIAGRAMS1. CODES IN ELECTRIC CIRCUIT DIAGRAMS

GROUP 2 ELECTRIC CIRCUIT DIAGRAMSGROUP 2 ELECTRIC CIRCUIT DIAGRAMS
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BATT (+) Traction BATT (+) Pump

P/NO: CONTROLLER ASSY

P/NO:22FV-12110

BATT (-) Pump

Traction Fan / CR-74

L1

S3

L2

S2

S1

L2 L1

S3

Pump Fan / CR-75

S1

S2

Li ion Batt Only
[BATT SPEC]
1. Pb       : 48V 700Ah (2YBD-91040)
2. LI-ION : 51V 564Ah (2YBD-91060)

P/NO:22FV-12110
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CONTROLLER ASSY

10A

KEY SWITCH

FUSE BOX

BATT

5A

BEACON LAMP &
FAN

FUSE BOX

BATT

AVSS-BS_CD2

AVSS-BS_CD9 AVSS-BS_CD8

AVSS-BS_CD3

AVSS-BS_CD8

AVSS-BS_CD2

AVSS-BS_Y1

AVSS-BS_CD3

AVSS-BS_Y1

AVSS-BS_CD9

CN-32
776164-1

6

12

9

13

5

21

34

23

35

26

16

17

7

20

CA-23
KR50-8

1

CN-32
776164-1

25

31

32

8

28

29

CA-25
KR50-8

1

CA-20
KR50-8

1

CA-21
KR50-8

1

CN-143A
5557-04R

CR-74
MG640927

30

85

CR-74
MG640927

86

87a
87

CN-519B
S820-210000

1

CA-34
KR50-8

1

CA-19
KR50-8

1

S_5

CN-115
MG610320-5

1

2

CN-108
MG610320-5

1

2

CA-26
KR50-10

1

CD-99
282088-1

4

1

3

2

CD-100
282080-1

2

1

CN-144
174257-2

4

1

3

2

S_T7

CN-143
5559-04P

3

4

2

1

CA-22
KR50-10

1

CA-24
KR50-10

1

S_T6

DO-1A
MG610043

1

DO-1A
MG610043

2

CS-37A
174359-2

3

2

1

S_T25

CI-E1-R
Dash-Fra1

37

35

6

CI-C1-P
Fra-Dash1

37

35

6

S_T13

CN-519A
S820-210000

1

CN-518B
171809-2

1
CN-518A
171809-2

1

CN-522
S820-210000

1

CN-192
MG610331-5

2

3

1

4

CA-33
SR35012

CA-18
SR35012

CN-92
MG610320-5

1

2

CR-75
MG640927

30

85

CR-75
MG640927

87a
87

86

S_646

S_644

CN-146A
5557-04R

CA-28
KR50-10

1

CD-92
282088-1

4

1

3

2

CA-32
KR50-10

1

CD-93
282080-1

2

1

S_P25

CA-30
KR50-10

1

CN-146
5559-04P

3

1

2

4

S_P7

CS-72A
174359-2

3

1
CS-72A

174359-2

2

CI-E1-R
Dash-Fra1

23

CI-C1-P
Fra-Dash1

36

13

17

34

16

S_P13

CI-E1-R
Dash-Fra1

36

13

17

34

16

CI-E1-R
Dash-Fra1

24

25

CI-C1-P
Fra-Dash1

24

25

CI-C1-P
Fra-Dash1

23

CA-27
KR50-8

1

CA-29
KR50-8

1

CA-35
KR50-8

1

CN-32
776164-1

10

11

24

1

22

33

14

CN-33
776164-1

25

31

32

7

8

28

29

CA-31
KR50-8

1

CN-33
776164-1

1

13

10

14

23

35

5

6

Relay-T.Fan
Fan-Pump moto

(+)

(-)

Fuse-Controller

IN_RH

IN_LH

S/cap

Fan-T.motor1

(+)

(-)

Fan-T.motor2
(+)

(-)

Relay-P.Fan

Pedal-Accel

GND

SIG (INCREASING)

SIG (DECREASING)

VCC

Service-Traction
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GND

RX

Motor-Traction

TRACTION_T (U)

TRACTION_T (V)

TRACTION_T (W)

GND_TEMP SNSR
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VCC_TEMP SNSR
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SIG A
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IN OUT
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Controller

INVERTER_P (U)

INVERTER_P (V)

INVERTER_P (W)

BATT (-) Traction

INVERTER_T (W)1

INVERTER_T (V)1

INVERTER_T (U)1

COIL

BUCKLE SW

SEAT SW

COIL RETURN_Traction

DRIVER

CAN_T_HI_Traction

CAN_T_LO_Traction

CAN_HI_Traction

CAN_LO_Traction

VCC 5V

INCREASING

DECREASING

GND

VCC 12V_Traction

PH_A_Traction

PH_B_Traction

TEMP SNSR_Traction

TX_Traction

RX_Traction

PEDAL BRAKE 1

PARKING BRAKE

BRAKE OIL SW

48V VCC_Traction

FORWARD

BACKWARD

48V VCC_Pump

COIL RETURN_Pump

LIFT CUT BACK

TILT LEVEL

CAN_HI_Pump

CAN_LO_Pump

VCC 12V_Pump

PH_A_Pump

PH_B_Pump

GND_S/SNSR

VCC_TEMP SNSR_Pump

TX_Pump

RX_Pump

DRIVER_T

FAN RLY "C"

SBR SW RH

Charge SW

T29 C,D AVSS_0.85_G/R

T16 C,D AVSS_0.85_G/W

184 ZF AVUHSF_50_B

T7 C,D AVSS_0.85_L/W

T9 C,D AVSS_0.85_V10. CS-73A/SW-Seat (3)

T17 C,D AVSS_0.85_Y/R

T21 C AVSS_0.85_B

T7e C,D AVSS_0.3_L/W

183 ZE AVUHSF_50_B

T26 C,D AVSS_0.85_Or

132 ZA AVUHSF_50_B

T5 C,D AVSS_0.85_R

T28 C,D AVSS_0.85_Gr

182 ZC AVUHSF_50_B

T25 C,D AVSS_0.85_G/Or

T13 C,D AVSS_0.85_Or/W

T8 C,D AVSS_0.85_R/L

185 ZG AVUHSF_50_B

T31 C,D AVSS_0.85_R

T32 C,D AVSS_0.85_B

126b C,D AVSS_0.5_B8. S_126/splice (1)

125b C,D AVSS_0.5_W8. S_125/splice (1)

T25c C,D AVSS_0.3_G/Or

T20 C,D AVSS_0.5_Y

T6 C,D AVSS_0.85_Br

T12 C,D AVSS_0.85_R/G10. CS-73A/SW-Seat (6)

65 E AVSS_0.85_P
3. CI-E1-R,S_65/Dash-Fra1,splice (15,1)

121 E AVSS_0.3_R

643 E AVSS_0.3_Or/W

648 E AVSS_0.85_P

693 Y AVSS_0.3_G 4. CS-10/SW-Emergency (3)

694 Y AVSS_0.3_Br 4. CS-10/SW-Emergency (4)

697 R AVS_5_R11. CN-524A/Contact-Heater1 (1)

181 ZC AVUHSF_50_B

131 ZA AVUHSF_50_B

91ad C,D AVSS_0.85_B/W15. S_91/splice (1)

5 C,D AVSS_0.85_Gr/W

5a C,D AVSS_0.85_Gr/W

91n C,D AVSS_0.85_B/W15. S_91/splice (1)

T7b C,D AVSS_0.3_L/W

T25a C,D AVSS_0.3_G/Or

T7d C,D AVSS_0.3_L/W

T25b C,D AVSS_0.3_G/Or

T7c C,D AVSS_0.3_L/W

T7a C,D AVSS_0.3_L/W

T13b C,D AVSS_0.3_Or/WT6a C,D AVSS_0.3_Br

146 Y AVSS_0.3_B 8. CI-Y6-P,S_146/Liion-Fra6,splice (1,1)

145 Y AVSS_0.3_R 8. S_145,CI-Y6-P/splice,Liion-Fra6 (1,2)

3. CN-36/Box-Fuse (13)
2 C,D AVS_5_R

T13a C,D AVSS_0.5_Or/W

3 F AVS_5_R11. CN-526A/Contact-Acon1 (1)

15 C,D AVSS_0.85_G/L

91h C,D AVSS_0.85_B/W15. S_91/splice (1)

65b E AVSS_0.85_P3. S_65/splice (1)

122 E AVSS_0.3_G/W

123 E AVSS_0.3_R/L

652 E AVSS_0.85_G/L

619 E AVSS_0.3_G 5. CS-83/SW-Brake (2)

644a E AVSS_0.3_Br/W 4. CN-109A/Cont-FNR1 (6)

646a E AVSS_0.3_Y/L 4. CN-109A/Cont-FNR1 (5)
646 E AVSS_0.3_Y/L 4. CS-86/SW-Combi FNR (5)

644 E AVSS_0.3_Br/W 4. CS-86/SW-Combi FNR (4)

642 E AVSS_0.3_Y 5. CS-17/SW-Parking (2)

645 E AVSS_0.3_Y/W 5. CS-93/SW-Brake oil (2)

T10 C,D AVSS_0.85_G/L

635 D AVSS_0.85_P 7. CI-D3-R/Fra-Arm3 (7)

P14 C AVSS_0.85_P 6. CS-36B/SW-Tilt level2 (1)

T14 C,D AVSS_0.5_L/R

715 D AVSS_0.85_Y 7. CI-D4-R/Fra-Arm4 (6)

P5 C AVSS_0.5_P 6. CN-165/Valve-Opss (1)

21m C,D AVSS_0.85_L/W 4. S_21/splice (1)

P10 C,D AVSS_0.85_R 14. CI-C10-R/Fra-Lim10 (2)

T11 C,D AVSS_0.85_Y

636 D AVSS_0.85_Or 7. CI-D3-R/Fra-Arm3 (8)

21a C,D AVSS_0.85_L/W 4. S_21/splice (1)

P6 C,D AVSS_0.85_R/G

T22 C AVSS_0.85_Br/W

T33 C AVSS_0.85_Y/Or

T24 C,D AVSS_0.85_Y/W

187 ZJ AVUHSF_50_B

P25 C,D AVSS_0.85_R/W

P7 C,D AVSS_0.85_L

P29 C,D AVSS_0.85_Y

P7a C,D AVSS_0.3_L

186 ZH AVUHSF_50_B

188 ZK AVUHSF_50_B

P28 C,D AVSS_0.85_Br/W

P8 C,D AVSS_0.85_Or

P7c C,D AVSS_0.3_L

P25b C,D AVSS_0.3_R/W

P31 C,D AVSS_0.85_R

P32 C,D AVSS_0.85_B

126a C,D AVSS_0.5_B 8. S_126/splice (1)

125a C,D AVSS_0.5_W 8. S_125/splice (1)

P5a D AVSS_0.5_P 6. CR-76/Relay-OPSS (86)

P13a C,D AVSS_0.5_G/W 6. CN-165/Valve-Opss (2)

P13 C,D AVSS_0.85_G/W

P13b D AVSS_0.5_G/W 6. CR-76/Relay-OPSS (85)

2YBD-00013-00-2

CONTROLLER, MOTOR (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)CONTROLLER, MOTOR (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)2)2)
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CONTROLLER, MOTOR (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)CONTROLLER, MOTOR (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)
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15

BLADE

10A17

6BLADE

BLADE

CONVERTER
DC

16

15A

113

HORN

TO LINE CONTACTOR

14

BRAKE LAMP/ OPSS

2

18

5

5A

BLADE

10A

KEY SWITCH

10A

3

45ABLADE

HEAD LAMP LH/RH
TO CONVERTER-DC

BLADE

LINE
CONTACTOR

SEAT HEATER

T/S LAMP & BACK BUZZER

10A

10A

15A

SOCKET

BLADE23

20

9

24

BEACON LAMP & FAN
BLADE 5A

21

7

12

BLADE19

8

BLADE

5A

REAR WORK LAMP

BLADE

BLADE

5A

22 10
OPTION

11

WIPER MOTOR & FAN-HEATER

MONITOR

Cabin Only

10A

13

15A

5

BLADE

BLADE

BLADE

TO CONVERTER-DC (Cabin)

TO A/CON CONTACTOR

20A
AIRCON COND MOTOR

BLADE 20A

2

FRONT WIPER

17

14

Contactor
A/CON

AIRCON COMP

BLADE

16

1

3

30A

AIRCON BLWR MOTOR
4

DC-DC CONVERTER2

15

23

18

9

5A 6BLADE

10

1224

10A

BLADE

BLADE

22

AIRCON CONTROL UNIT(IG)

5ABLADE

-

-

-

SPARE

11

20 BLADE

BLADE -

8

BLADE

719

21

SPARE

S_25

S_20

S_65

S_656

S_658

CN-36
21HN-11500

8

9

10

11

12

1

2

3

4

5

6

7

CN-36
21HN-11500

13

14

S_26

CI-C1-P
Fra-Dash1

12

CI-C1-P
Fra-Dash1

18

CI-C1-P
Fra-Dash1

7

2

CI-E1-R
Dash-Fra1

19

CI-C1-P
Fra-Dash1

27

20

CI-C1-P
Fra-Dash1

19

CI-C1-P
Fra-Dash1

15

40

CI-E1-R
Dash-Fra1

7

2

CI-E1-R
Dash-Fra1

18

CI-E1-R
Dash-Fra1

27

20

CI-E1-R
Dash-Fra1

15

40

CI-E1-R
Dash-Fra1

12

S_27

CN-37
21HN-11500

13

15

CN-37
21HN-11500

1

2

3

4

5

6

7

8

9

10

11

12

CN-140
42816-0412

4

3
CN-140

42816-0412

2

1

Box-Fuse_Frame

Box-Fuse_Cabin

Converter-DC(Cabin)

INPUTOUTPUT

OUT_GND IN_GND

7. CI-D3-R/Fra-Arm3 (4)25b D AVSS_0.85_G/W

659 E AVSS_0.85_W 5. CS-84/SW-B.lamp (1)

26a D AVSS_0.85_L 7. CI-D3-R/Fra-Arm3 (3)

658 E AVSS_0.85_L 4. CS-86/SW-Combi FNR (3)

7 C,D AVSS_0.85_B/L

6. CS-35A/SW-Knob (1)25a C AVSS_0.85_G/W

28 C,D AVSS_0.85_Gr 10. CS-73A/SW-Seat (4)

25 C,D AVSS_0.85_G/W

20 C,D AVSS_1.25_R/L 4. CN-511A/Contact-Emergency1 (1)

8 C,D AVSS_0.85_Gr/W 10. CN-139/Socket-12V (2)

651 E AVSS_0.85_B/L 14. CI-E7-R/Dash-Cold7 (1)

26 C,D AVSS_0.85_L

65a E AVSS_0.85_P 13. CS-23/SW-Beacon (3)

658b E AVSS_0.85_L 4. CN-109A/Cont-FNR1 (3)

649 E AVSS_0.85_Lg 9. CI-E5-P/Dash-Ohgr5 (3)

55 C,D AVSS_0.85_L/R

65 E AVSS_0.85_P 2. CR-74/Relay-T.Fan (87)

22 C,D AVSS_2_R/W
4. S_22,CN-138/splice,Converter-DC (1,2)

23 C,D AVSS_0.85_V/W

2 C,D AVS_5_R
2. CN-519A/Contact-Inverter1 (1) 20b C AVSS_0.85_R/L 4. CI-C7-R/Fra-Liion7 (2)

52 C,D AVSS_0.85_P

20c D AVSS_0.85_R/L 7. CI-D5-R/Fra-Arm5 (2)

658a E AVSS_0.85_L 13. CR-11/Unit-Flasher (2)

6 C,D AVSS_0.85_Lg

656 E AVSS_0.85_V/W 13. CS-32/SW-H.Lamp (6)

66 E AVSS_0.85_L/R 13. CS-69/SW-W.lamp Rr (3)

27 C,D AVSS_0.85_W

65b E AVSS_0.85_P 2. CR-75/Relay-P.Fan (87)

656a E AVSS_0.85_V/W 13. CS-32/SW-H.Lamp (3)

4 C,D AVSS_0.85_Y/G 647 E AVSS_0.85_Y/G 10. CN-159/Power-12V (1)

27a D AVSS_0.5_W 6. CR-76/Relay-OPSS (87)

683a F AVS_3_B 15. S_683/splice (1)683d F AVS_3_B15. S_683/splice (1)

673 F AVS_3_Y

671 F AVS_3_R 11. CN-30/Comp-A.con (1)

678 F AVSS_0.5_W 11. CN-31/A.con (7)

675 F AVSS_1.25_Or 11. CN-31/A.con (4)

672 F AVS_3_L

676 F AVSS_1.25_P 11. CN-31/A.con (3)

9 F AVS_5_L

11. CN-526B/Contact-Acon2 (1)

679 F AVSS_0.85_G 12. S_679,CI-F1-P/splice,Cab-Wip1 (1,4)

657 E AVSS_0.85_G/W 10. CI-E4-P,S_657/Dash-Ohgr4,splice (9,1)

2YBD-00013-00-3

FUSE BOX FUSE BOX (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)3)3)
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Converter-DC(Cabin)

679 F AVSS_0.85_G 12. S_679,CI-F1-P/splice,Cab-Wip1 (1,4)

4. CN-138,S_832/Converter-DC,Splice (2,1)

Box-Fuse_Frame

672 F AVS_3_L

673 F AVS_3_Y

15

BLADE

10A17

6BLADE

BLADE

CONVERTER

DC

16

15A

113

HORN

TO LINE CONTACTOR

14

BRAKE LAMP/ OPSS

2

18

5

5A

BLADE

10A

KEY SWITCH

10A

3

45ABLADE

HEAD LAMP LH/RH

TO CONVERTER-DC

BLADE

LINE

CONTACTOR

SEAT HEATER

LINE

CONTACTOR

CONVERTER

DC

T/S LAMP & BACK BUZZER

10A

10A

15A

SOCKET

BLADE23

20

9

24

BEACON LAMP & FAN

BLADE 5A

21

7

12

BLADE19

8

BLADE

5A

REAR WORK LAMP

BLADE

BLADE

5A

22 10

OPTION

11

WIPER MOTOR & FAN-HEATER

MONITOR

Cabin Only
12V 300W       36/48V

10A

13

15A

5

BLADE

BLADE

BLADE

TO CONVERTER-DC (Cabin)

TO A/CON CONTACTOR

20A

AIRCON COND MOTOR

BLADE 20A

2

FRONT WIPER

17

14

Contactor

A/CON

AIRCON COMP

BLADE

16

1

3

30A

AIRCON BLWR MOTOR

4

DC-DC CONVERTER2

15

23

18

9

5A 6BLADE

10

1224

10A

BLADE

BLADE

22

AIRCON CONTROL UNIT(IG)

5ABLADE

-

-

-

SPARE

11

20 BLADE

BLADE -

8

BLADE

719

21

SPARE

S_20

S_65

S_656

S_26

S_27

CN-140
42816-0412

4

3

CN-140
42816-0412

2

1

S_851

S_896

S_836

S_835 S_898

S_658

CI-C1-P
Fra-Dash1

12

CI-E1-R
Dash-Fra1

18

CI-C1-P
Fra-Dash1

7

2

CI-E1-R
Dash-Fra1

7

2

CI-E1-R
Dash-Fra1

15

40

CI-C1-P
Fra-Dash1

18

CI-C1-P
Fra-Dash1

27

20

CI-E1-R
Dash-Fra1

27

20

CI-C1-P
Fra-Dash1

19

CI-C1-P
Fra-Dash1

15

40

CI-E1-R
Dash-Fra1

19

CI-E1-R
Dash-Fra1

12

S_25

S_834

CN-37
21HN-11500

1

2

3

4

5

6

7

8

9

10

11

12

CN-37
21HN-11500

13

15

CN-36
21HN-11500

13

14

CN-36
21HN-11500

8

9

10

11

12

1

2

3

4

5

6

7

CA-58
FHAC0001ZXJ

1

CA-58
FHAC0001ZXJ

2

S_830

INPUTOUTPUT

OUT_GND IN_GND

Box-Fuse_Cabin

Inline Fuse 2A

2A

Inline Fuse

897 EA  UL1569_18_G/W 10. CI-E4-P,S_897/Dash-Ohgr4,Splice (9,1)

830 A,B  UL1569_16_R/L 4. CN-511A/Contact-Emergency1 (1)

657 E AVSS_0.85_G/W 10. S_657,CI-E4-P/splice,Dash-Ohgr4 (1,9)

6. CS-35A/SW-Knob (1)

25a C AVSS_0.85_G/W

25b D AVSS_0.85_G/W 7. CI-D3-R/Fra-Arm3 (4)

659 E AVSS_0.85_W 5. CS-84/SW-B.lamp (1)

26a D AVSS_0.85_L 7. CI-D3-R/Fra-Arm3 (3)

658 E AVSS_0.85_L 4. CS-86/SW-Combi FNR (3)

28 C,D AVSS_0.85_Gr 10. CS-73A/SW-Seat (4)

20 C,D AVSS_1.25_R/L 4. CN-511A/Contact-Emergency1 (1)

658b E AVSS_0.85_L 4. CN-109A/Cont-FNR1 (3)

22 C,D AVSS_2_R/W
4. S_22,CN-138/splice,Converter-DC (1,2)

2 C,D AVS_5_R
2. CN-519A/Contact-Inverter1 (1) 20b C AVSS_0.85_R/L 4. CI-C7-R/Fra-Liion7 (2)

20c D AVSS_0.85_R/L 7. CI-D5-R/Fra-Arm5 (2)

658a E AVSS_0.85_L 13. CR-11/Unit-Flasher (2)

656 E AVSS_0.85_V/W 13. CS-32/SW-H.Lamp (6)
656a E AVSS_0.85_V/W 13. CS-32/SW-H.Lamp (3)

27a D AVSS_0.5_W 6. CR-76/Relay-OPSS (87)

822 A,B UL1015_10_R
2. CN-519A/Contact-Inverter1 (1)

832 A,B  UL1015_14_R 896a EA  UL1569_18_V/W 13. CS-32/SW-H.Lamp (3)
896 EA  UL1569_18_V/W 13. CS-32/SW-H.Lamp (6)

836a B  UL1569_20_W 6. CR-76/Relay-OPSS (87)

835a B  UL1569_18_L 7. CI-D3-R/Fra-Arm3 (3)

899 EA  UL1569_18_W 5. CS-84/SW-B.lamp (1)

898a EA  UL1569_18_L 13. CR-11/Unit-Flasher (2)
898 EA  UL1569_18_L 4. CS-86/SW-Combi FNR (3)

898b EA  UL1569_18_L 4. CN-109A/Cont-FNR1 (3)

837 A,B  UL1569_18_Gr 10. CS-73A/SW-Seat (4)

834a A  UL1569_18_G/W 6. CS-35A/SW-Knob (1)
834b B  UL1569_18_G/W 7. CI-D3-R/Fra-Arm3 (4)

901 A UL1569_18_G 4. CI-C7-R/Fra-Liion7 (2)
900 B UL1569_18_G 7. CI-D5-R/Fra-Arm5 (2)

26 C,D AVSS_0.85_L

27 C,D AVSS_0.85_W
836 A,B  UL1569_18_W

835 A,B  UL1569_18_L

25 C,D AVSS_0.85_G/W
834 A,B  UL1569_18_G/W

23 C,D AVSS_0.85_V/W
833 A,B  UL1569_18_V/W

830b A,B UL1569_18_R/L

8 C,D AVSS_0.85_Gr/W 10. CN-139/Socket-12V (2)

651 E AVSS_0.85_B/L 14. CI-E7-R/Dash-Cold7 (1)

65a E AVSS_0.85_P 13. CS-23/SW-Beacon (3)

649 E AVSS_0.85_Lg 9. CI-E5-P/Dash-Ohgr5 (3)

66 E AVSS_0.85_L/R 13. CS-69/SW-W.lamp Rr (3)

65b E AVSS_0.85_P 2. CR-75/Relay-P.Fan (87)

647 E AVSS_0.85_Y/G 10. CN-159/Power-12V (1)

65 E AVSS_0.85_P 2. CR-74/Relay-T.Fan (87)

851a EA  UL1569_18_P 13. CS-23/SW-Beacon (3)
851b EA  UL1569_18_P 2. CR-75/Relay-P.Fan (87)

2. CR-74/Relay-T.Fan (87)851 EA  UL1569_18_P

852 EA  UL1569_18_L/R 13. CS-69/SW-W.lamp Rr (3)

827 A,B  UL1569_18_Gr/W 10. CN-139/Socket-12V (2)

892 EA  UL1569_18_B/L 14. CI-E7-R/Dash-Cold7 (1)

891 EA  UL1569_18_Lg 9. CI-E5-P/Dash-Ohgr5 (3)

889 EA  UL1569_18_Y/G 10. CN-159/Power-12V (1)
4 C,D AVSS_0.85_Y/G

823 A,B  UL1569_18_Y/G

7 C,D AVSS_0.85_B/L
826 A,B  UL1569_18_B/L

6 C,D AVSS_0.85_Lg
825 A,B  UL1569_18_Lg

52 C,D AVSS_0.85_P
848 A,B  UL1569_18_P

55 C,D AVSS_0.85_L/R
849 A,B  UL1569_18_L/R

683a F AVS_3_B 15. S_683/splice (1)683d F AVS_3_B15. S_683/splice (1)

671 F AVS_3_R 11. CN-30/Comp-A.con (1)

678 F AVSS_0.5_W 11. CN-31/A.con (7)

675 F AVSS_1.25_Or 11. CN-31/A.con (4)

676 F AVSS_1.25_P 11. CN-31/A.con (3)

9 F AVS_5_L

11. CN-526B/Contact-Acon2 (1)

2YBD-00014-00-3

FUSE BOXFUSE BOX (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-7

EMERGENCY SWITCH
(F/TIP)

FUSE BOX

DRIVING

STARTING

Li ion Batt Only

P/NO: 21HE-92081

TRACTION
CONTROLLER

BACKUP ALARM

BACKUP ALARM

TRACTION
CONTROLLER

KNOB
DIRECTION
SWITCH

IN_GND IN_OUT

DC
converter

B+

IN

RMCU Only

RMCU Only

10A

KEY SWITCH

FUSE BOX

BATT

10A

KEY SWITCH

FUSE BOX

BATT

5A

T/S LAMP &
BACK BUZZER

FUSE BOX (IG)

BATT RELAY
(IG)

BAT IG

ON
OFF

AVSS-BS_ME3

AVSS-BS_ME2

AVSS-BS_ME3AVSS-BS_E3

AVSS-BS_ME2

AVSS-BS_ME1

AVSS-BS_E3

AVSS-BS_ME3

CN-109B
174264-2

CN-110B
174262-2

CS-86
MG610339

3

6

7

2

1

4

5

CS-10
MG610979

1

2

3

4

S_22

CI-C7-R
Fra-Liion7

2

1

CI-Y7-P
Liion-Fra7

2

1

S_21

DO-2A
MG610043

2

DO-2A
MG610043

1

S_33

CN-110A
174264-2

5

6

4

2

1

3

CN-109A
174262-2

3

1

2

6

5

S_654

CN-138
42816-0412

2

1

CN-511A
S820-208000

1

CN-510B
171809-2

1

CN-511B
S820-208000

1

CN-510A
171809-2

1

CN-138
42816-0412

4

3

CI-E1-R
Dash-Fra1

8

CI-C1-P
Fra-Dash1

41

CI-C1-P
Fra-Dash1

26

CI-E1-R
Dash-Fra1

41

CI-E1-R
Dash-Fra1

26

CI-E1-R
Dash-Fra1

14

CI-C1-P
Fra-Dash1

8

CI-C1-P
Fra-Dash1

14

CS-2A
MG610873P

21

CS-2B
MG610873P

2

1

CS-46
MG620874P

21

S_456

S_457

S_454

CN-193B
DT04-4P

1
2

3

4

S_98CN-193A
DT06-4S-CE06

1
2

3

4

S_453

CD-13
DT06-4S-CE06

1
2

3

4

S_662

SW-Emergency

Out

In

Wake up1

Wake up2 Diode2

INOUT

Controller-FNR
PWR

B_B(-)A_GND

DC CONVERTER_VCC

BUZZER SW

B_GND

SIG 1

SIG 2

+5V

FORWARD

BACKWARD

Converter-DC

IN_PWR OUT_PWR

Contactor-Emergency

IN OUT

Key start

Sensor-Sasa

CAN2-HI
CAN2-LO

VCC

GND

CAN2 HI_RMCU
CAN2-LO_RMCU

VCC_RMCU

GND_RMCU

CAN2-HI_1
CAN2-LO_1

VCC_1

GND_1

SW-Combi FNR

BACK BUZZER_12V

BUZZER SW_N.O

BUZZER GND

B+

GND

FORWARD

REVERSE

803 E AVSS_0.3_Br 6. CI-E1-R/Dash-Fra1 (31)

806 E AVSS_0.3_R 6. CI-E1-R/Dash-Fra1 (38)

804 E AVSS_0.3_G/Or 6. CI-E1-R/Dash-Fra1 (30)

96b E AVSS_0.85_B 15. S_96/splice (1)

805 E AVSS_0.3_G 6. CI-E1-R/Dash-Fra1 (39)

33b C,D AVSS_0.85_G11. CI-C8-R/Fra-Htr8 (3)

21 C,D AVSS_1.25_L/W

662a E AVSS_0.85_G 11. CI-E2-R/Dash-Cab2 (2)

456 ME AVSS_0.85_G
457 ME AVSS_0.85_Or

124 E AVSS_0.5_P8. CN-56,S_124/Cluster, (16,1)

432 E AVSS_0.5_W8. S_432,CN-56/Cluster (1,21)
431 E AVSS_0.5_B8. CN-56,S_431/Cluster, (22,1)

33 C,D AVSS_0.85_G32 C AVSS_0.85_Or

7. CI-D5-R/Fra-Arm5 (1)
34 D AVSS_0.85_Or

654f E AVSS_0.85_L

644 E AVSS_0.3_Br/W2. S_644,CI-E1-R/splice,Dash-Fra1 (1,34)

646 E AVSS_0.3_Y/L2. S_646,CI-E1-R/splice,Dash-Fra1 (1,16)

96c E AVSS_0.85_B15. S_96/splice (1)

97f E AVSS_0.85_Gr15. S_97/splice (1)

654c E AVSS_0.85_L5. CS-93/SW-Brake oil (1)
654d E AVSS_0.85_L5. CS-17/SW-Parking (1)
654e E AVSS_0.85_L5. CS-83/SW-Brake (1)

658 E AVSS_0.85_L
3. S_658,CI-E1-R/splice,Dash-Fra1 (1,19)

66
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664b E AVSS_0.85_V10. S_664/splice (1)

3. S_20/splice (1)
20b C AVSS_0.85_R/L

691 Y AVSS_0.85_R/L

692 Y AVSS_0.85_Or

693 Y AVSS_0.3_G 2. CN-192/Batt-Li ion (1)

694 Y AVSS_0.3_Br 2. CN-192/Batt-Li ion (4)

21p D AVSS_0.85_L/W7. CI-D3-R/Fra-Arm3 (5)

21r D AVSS_0.85_L/W6. CI-D2-R/Fra-Val2 (1)
21q D AVSS_0.85_L/W7. CI-D4-R/Fra-Arm4 (4)

21a C,D AVSS_0.85_L/W2. CN-33/Cont-Pump (1)

21b C,D AVSS_0.85_L/W

21c C,D AVSS_0.85_L/W10. CS-73A/SW-Seat (1)

21m C,D AVSS_0.85_L/W2. CN-32/Cont-Traction (1)

21n C AVSS_0.85_L/W6. CS-36A/SW-Tilt level1 (1)

21d C,D AVSS_0.85_L/W14. CI-C10-R/Fra-Lim10 (1)

97e E AVSS_0.85_Gr15. S_97/splice (1)

646a E AVSS_0.3_Y/L2. S_646/splice (1)

644a E AVSS_0.3_Br/W2. S_644/splice (1)

658b E AVSS_0.85_L

3. S_658/splice (1)

654b E AVSS_0.85_L

664a E AVSS_0.85_V10. S_664/splice (1)

90b C,D AVSS_1.25_B15. S_90/splice (1)

66
2 

E
 A

V
S

S
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G

8. CN-56/Cluster (19) 654 E AVSS_0.5_L
654a E AVSS_0.5_L8. CN-56/Cluster (20)

22b C,D AVSS_0.85_R/W 11. CI-C8-R/Fra-Htr8 (1)

655 E AVSS_0.85_R/W 13. CS-88/SW-Combi L2 (2)

33a C,D AVSS_0.85_G 90d C,D AVSS_0.85_B 15. S_90/splice (1)

20 C,D AVSS_1.25_R/L
3. S_20,CN-36/splice,Box-Fuse (1,1)

90c C,D AVSS_0.5_B 15. S_90/splice (1)

91 C,D AVSS_2_B/W 15. CI-C1-P,S_91/Fra-Dash1,splice (10,1)

456a ME AVSS_0.5_G 9. CN-141A/Converter-Dc in (2)

457a ME AVSS_0.85_Or 9. CN-141A/Converter-Dc in (1)

453 ME AVSS_0.5_B

453b ME AVSS_0.5_B 9. CN-116B/Device-Authen2 (1)

98 ME AVSS_0.85_B

98a ME AVSS_0.5_B 9. CN-57A/RMCU1 (12)

454a ME AVSS_0.5_W 9. CN-57A/RMCU1 (11)

454 ME AVSS_0.5_W

98b ME AVSS_0.5_B 9. CN-57A/RMCU1 (5)

455 ME AVSS_0.5_P

98c ME AVSS_0.5_B 9. CN-142A/Converter-Dc out (3)

96e E AVSS_0.85_B15. S_96/splice (1)

98d ME AVSS_0.5_B 9. CN-129A/Service-Update (2)
98e ME AVSS_0.5_B 9. CN-141A/Converter-Dc in (3)

453a ME AVSS_0.5_B 9. CN-57A/RMCU1 (3)

98f ME AVSS_0.5_B 9. CN-116A/Device-Authen1 (3)

454b ME AVSS_0.5_W 9. CN-116B/Device-Authen2 (2)

3. CN-36/Box-Fuse (14)22 C,D AVSS_2_R/W

22a C,D AVSS_0.85_R/W

2YBD-00013-00-4

START, DRIVE START, DRIVE (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)4)4)



7-7-1

36/48V     12V 300W

EMERGENCY SWITCH

(F/TIP)

FUSE BOX

DRIVING

STARTING

Li ion Batt Only

P/NO: 21HE-92081

TRACTION

CONTROLLER

BACKUP ALARM

BACKUP ALARM

TRACTION

CONTROLLER

KNOB

DIRECTION

SWITCH

IN_GND IN_OUT

DC

converter
B+

IN

RMCU Only

RMCU Only

10A

KEY SWITCH

FUSE BOX

BATT

10A

KEY SWITCH

FUSE BOX

BATT

5A

T/S LAMP &

BACK BUZZER

FUSE BOX (IG)

BATT RELAY

(IG)

BAT IG

ON

OFF

AVSS-BS_ME3

AVSS-BS_ME2

AVSS-BS_ME3

AVSS-BS_ME2

AVSS-BS_ME1

AVSS-BS_ME3

UL1569_EA3UL1569_EA3

AVSS-BS_E3 AVSS-BS_E3

CN-109B
174264-2

CN-110B
174262-2

CS-86
MG610339

3

6

7

2

1

4

5

CS-10
MG610979

1

2

3

4

S_22

CI-C7-R
Fra-Liion7

2

1

CI-Y7-P
Liion-Fra7

2

1

DO-2A
MG610043

2

DO-2A
MG610043

1

S_33

S_654

CS-2A
MG610873P

21

CS-2B
MG610873P

2

1

CS-46
MG620874P

21

S_456

S_457

S_454

S_98

S_453

CN-110A
174264-2

5

6

4

2

1

3

CN-109A
174262-2

3

1

2

6

5

S_901

CN-511B
S820-208000

1

CN-138
42816-0412

4

3

CN-138
42816-0412

2

1

CN-511A
S820-208000

1

CN-510B
171809-2

1

S_21

S_894

S_832

CN-510A
171809-2

1

S_839

CI-E1-R
Dash-Fra1

26

CI-C1-P
Fra-Dash1

41

CI-E1-R
Dash-Fra1

8

CI-C1-P
Fra-Dash1

8

CI-E1-R
Dash-Fra1

14

S_831

CI-E1-R
Dash-Fra1

41

CI-C1-P
Fra-Dash1

14

CI-C1-P
Fra-Dash1

26

CD-13
DT06-4S-CE06

1
2

3

4

CN-193B
DT04-4P

1
2

3

4

CN-193A
DT06-4S-CE06

1
2

3

4

S_662

SW-Emergency

Out

In

Wake up1

Wake up2

SW-Combi FNR

BACK BUZZER_12V

BUZZER SW_N.O

BUZZER GND

B+

GND

FORWARD

REVERSE

Diode2

INOUT

Key start

Controller-FNR
PWR

B_B(-)A_GND

DC CONVERTER_VCC

BUZZER SW

B_GND

SIG 1

SIG 2

+5V

FORWARD

REVERSE

Converter-DC

IN_PWR OUT_PWR

Contactor-Emergency

IN OUT

Sensor-Sasa

CAN2-HI
CAN2-LO

VCC

GND

CAN2 HI_RMCU
CAN2-LO_RMCU

VCC_RMCU

GND_RMCU

CAN2-HI_1
CAN2-LO_1

VCC_1

GND_1

803 E AVSS_0.3_Br 6. CI-E1-R/Dash-Fra1 (31)

806 E AVSS_0.3_R 6. CI-E1-R/Dash-Fra1 (38)

804 E AVSS_0.3_G/Or 6. CI-E1-R/Dash-Fra1 (30)

96b E AVSS_0.85_B 15. S_96/splice (1)

805 E AVSS_0.3_G 6. CI-E1-R/Dash-Fra1 (39)

33b C,D AVSS_0.85_G11. CI-C8-R/Fra-Htr8 (3)

662a E AVSS_0.85_G 11. CI-E2-R/Dash-Cab2 (2)
901a EA  UL1569_18_G 11. CI-E2-R/Dash-Cab2 (2)

912 EA  UL1569_20_R 6. CI-E1-R/Dash-Fra1 (38)

910 EA  UL1569_20_G/R 6. CI-E1-R/Dash-Fra1 (30)

911 EA  UL1569_20_G 6. CI-E1-R/Dash-Fra1 (39)

909 EA  UL1569_20_Br 6. CI-E1-R/Dash-Fra1 (31)

855b EA  UL1569_18_B 15. S_855/Splice (1)

839b A,B  UL1569_18_G11. CI-C8-R/Fra-Htr8 (3)

456 ME AVSS_0.85_G
457 ME AVSS_0.85_Or

21 C,D AVSS_1.25_L/W
831 A,B  UL1569_16_L/W

839 A,B  UL1569_18_G
33 C,D AVSS_0.85_G

654c E AVSS_0.85_L5. CS-93/SW-Brake oil (1)
654d E AVSS_0.85_L5. CS-17/SW-Parking (1)
654e E AVSS_0.85_L5. CS-83/SW-Brake (1)

21a C,D AVSS_0.85_L/W2. CN-33/Cont-Pump (1)

21q D AVSS_0.85_L/W7. CI-D4-R/Fra-Arm4 (4)

21m C,D AVSS_0.85_L/W2. CN-32/Cont-Traction (1)

21p D AVSS_0.85_L/W7. CI-D3-R/Fra-Arm3 (5)

21d C,D AVSS_0.85_L/W14. CI-C10-R/Fra-Lim10 (1)
21c C,D AVSS_0.85_L/W10. CS-73A/SW-Seat (1)

21n C AVSS_0.85_L/W6. CS-36A/SW-Tilt level1 (1)

21r D AVSS_0.85_L/W6. CI-D2-R/Fra-Val2 (1)

894 EA  UL1569_20_L8. CN-56/Cluster (19)

8. CN-56/Cluster (19) 654 E AVSS_0.5_L

894f EA  UL1569_18_L

894b EA  UL1569_18_L

21b C,D AVSS_0.85_L/W
831b A,B  UL1569_18_L/W

654a E AVSS_0.5_L8. CN-56/Cluster (20)

7. CI-D5-R/Fra-Arm5 (1)
34 D AVSS_0.85_Or

693 Y AVSS_0.3_G 2. CN-192/Batt-Li ion (1)

694 Y AVSS_0.3_Br 2. CN-192/Batt-Li ion (4)

840 B  UL1569_18_Or
7. CI-D5-R/Fra-Arm5 (1)

831m A,B UL1569_18_L/W2. CN-32/Cont-Traction (1)
831n A UL1569_18_L/W6. CS-36A/SW-Tilt level1 (1)

831a A,B UL1569_18_L/W2. CN-33/Cont-Pump (1)

831p B UL1569_18_L/W7. CI-D3-R/Fra-Arm3 (5)

831c A,B UL1569_18_L/W10. CS-73A/SW-Seat (1)

831r B UL1569_18_L/W6. CI-D2-R/Fra-Val2 (1)

831d A,B UL1569_18_L/W14. CI-C10-R/Fra-Lim10 (1)

831q B UL1569_18_L/W7. CI-D4-R/Fra-Arm4 (4)

894c EA  UL1569_18_L5. CS-93/SW-Brake oil (1)
894a EA  UL1569_20_L8. CN-56/Cluster (20)

894d EA  UL1569_18_L5. CS-17/SW-Parking (1)
894e EA  UL1569_18_L5. CS-83/SW-Brake (1)

901 A UL1569_18_G
3. CA-58/Inline Fuse-ATO4 (2)

692 Y AVSS_0.85_Or

691 Y AVSS_0.85_R/L

32 C AVSS_0.85_Or
838 A UL1569_18_Or
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r3. S_20/splice (1)

20b C AVSS_0.85_R/L

646 E AVSS_0.3_Y/L2. S_646,CI-E1-R/splice,Dash-Fra1 (1,16)

96c E AVSS_0.85_B15. S_96/splice (1)

97f E AVSS_0.85_Gr15. S_97/splice (1)

658 E AVSS_0.85_L

3. S_658,CI-E1-R/splice,Dash-Fra1 (1,19)

664b E AVSS_0.85_V10. S_664/splice (1)

97e E AVSS_0.85_Gr15. S_97/splice (1)

646a E AVSS_0.3_Y/L2. S_646/splice (1)

644a E AVSS_0.3_Br/W2. S_644/splice (1)

664a E AVSS_0.85_V10. S_664/splice (1)

90b C,D AVSS_1.25_B15. S_90/splice (1)

886 EA  UL1569_20_Br/W2. S_886,CI-E1-R/splice,Dash-Fra1 (1,34)

886a EA  UL1569_20_Br/W2. S_886/splice (1)

888 EA  UL1569_20_Y/L2. S_888,CI-E1-R/splice,Dash-Fra1 (1,16)

888a EA  UL1569_20_Y/L2. S_888/splice (1)

898 EA  UL1569_18_L

3. S_898,CI-E1-R/Splice,Dash-Fra1 (1,19)

658b E AVSS_0.85_L

3. S_658/splice (1)

898b EA  UL1569_18_L

3. S_898/Splice (1)

853b A,B  UL1569_16_B15. S_853/Splice (1)

855c EA  UL1569_18_B15. S_855/Splice (1)

856e EA  UL1569_18_Gr15. S_856/Splice (1)

856f EA  UL1569_18_Gr15. S_856/Splice (1)

903a EA  UL1569_18_V10. S_903/Splice (1)

903b EA  UL1569_18_V10. S_903/Splice (1)

654f E AVSS_0.85_L

654b E AVSS_0.85_L

644 E AVSS_0.3_Br/W2. S_644,CI-E1-R/splice,Dash-Fra1 (1,34)

22b C,D AVSS_0.85_R/W 11. CI-C8-R/Fra-Htr8 (1)

655 E AVSS_0.85_R/W 13. CS-88/SW-Combi L2 (2)

90d C,D AVSS_0.85_B 15. S_90/splice (1)

20 C,D AVSS_1.25_R/L

3. CN-36,S_20/Box-Fuse,splice (1,1)

90c C,D AVSS_0.5_B 15. S_90/splice (1)

91 C,D AVSS_2_B/W 15. S_91,CI-C1-P/splice,Fra-Dash1 (1,10)

456a ME AVSS_0.5_G 9. CN-141A/Converter-Dc in (2)

457a ME AVSS_0.85_Or 9. CN-141A/Converter-Dc in (1)

453b ME AVSS_0.5_B 9. CN-116B/Device-Authen2 (1)

98a ME AVSS_0.5_B 9. CN-57A/RMCU1 (12)

454a ME AVSS_0.5_W 9. CN-57A/RMCU1 (11)

98b ME AVSS_0.5_B 9. CN-57A/RMCU1 (5)

432 E AVSS_0.5_W8. CN-56,S_432/Cluster, (21,1)

98c ME AVSS_0.5_B 9. CN-142A/Converter-Dc out (3)

96e E AVSS_0.85_B15. S_96/splice (1)

98d ME AVSS_0.5_B 9. CN-129A/Service-Update (2)
98e ME AVSS_0.5_B 9. CN-141A/Converter-Dc in (3)

453a ME AVSS_0.5_B 9. CN-57A/RMCU1 (3)

98f ME AVSS_0.5_B 9. CN-116A/Device-Authen1 (3)

454b ME AVSS_0.5_W 9. CN-116B/Device-Authen2 (2)

854 A,B UL1015_14_B/W 15. CI-C1-P,S_854/Fra-Dash1,Splice (10,1)

830 A,B  UL1569_16_R/L

3. S_830,CN-36/Splice,Box-Fuse (1,1)

860 EA  UL1569_20_P8. S_860,CN-56/Splice,Cluster (1,16)

124 E AVSS_0.5_P8. S_124,CN-56/Cluster (1,16)

853c A,B  UL1569_20_B 15. S_853/Splice (1)

853d A,B  UL1569_18_B 15. S_853/Splice (1)

855e EA  UL1569_18_B15. S_855/Splice (1)

877 EA UL1569_20_B8. S_877/Splice (1)

832b A,B  UL1569_18_R/W 11. CI-C8-R/Fra-Htr8 (1)

895 EA  UL1569_18_R/W 13. CS-88/SW-Combi L2 (2)

878 EA UL1569_20_W8. S_878/Splice (1)

431 E AVSS_0.5_B8. CN-56,S_431/Cluster, (22,1)

33a C,D AVSS_0.85_G
839a A,B  UL1569_18_G

454 ME AVSS_0.5_W

98 ME AVSS_0.85_B

453 ME AVSS_0.5_B

832a A,B  UL1569_18_R/W

455 ME AVSS_0.5_P

3. CN-36/Box-Fuse (14)22 C,D AVSS_2_R/W

832 A,B  UL1015_14_R 3. CN-36/Box-Fuse (14)

22a C,D AVSS_0.85_R/W

2YBD-00014-00-4

START, DRIVESTART, DRIVE (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-8

4. S_654/splice (1)

TRACTION
CONTROLLER

TRACTION
CONTROLLER

TRACTION
CONTROLLER

RR COMBI LAMP
(STOP)

DC CONVERTER
48V VCC

10A

BRAKE LAMP

FUSE BOX (IG)

BATT RELAY
(IG)

CS-84
368523-1

2

CS-84
368523-1

1

CS-83
368523-1

2

CS-83
368523-1

1

CS-93
MG610320-5

1

CS-93
MG610320-5

2

CS-17
MG610320-5

1

CS-17
MG610320-5

2

SW-Brake

STOPIG

SW-Brake oil

IG STOP

SW-Parking

IG STOP

SW-Brake lamp

IG STOP

642 E AVSS_0.3_Y
2. CI-E1-R/Dash-Fra1 (13)

645 E AVSS_0.3_Y/W
2. CI-E1-R/Dash-Fra1 (17)

654e E AVSS_0.85_L

659 E AVSS_0.85_W
3. CI-E1-R/Dash-Fra1 (20)

40 E AVSS_0.85_Y
13. CI-E4-P/Dash-Ohgr4 (5)

654c E AVSS_0.85_L

654d E AVSS_0.85_L

619 E AVSS_0.3_G
2. CI-E1-R/Dash-Fra1 (36)4. S_654/splice (1)

2YBD-00013-00-5

PARKING, BRAKES PARKING, BRAKES (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)5)5)



7-9-1

(STOP)

CONTROLLER

CONTROLLER

SW-Parking

SW-Brake oil

CONTROLLER

SW-Brake lamp

SW-Brake

TRACTION

TRACTION

TRACTION

RR COMBI LAMP

DC CONVERTER

48V VCC

10A

BRAKE LAMP

FUSE BOX (IG)

BATT RELAY

(IG)

CS-84
368523-1

2

CS-84
368523-1

1

CS-93
MG610320-5

2

CS-93
MG610320-5

1

CS-17
MG610320-5

1

CS-17
MG610320-5

2

CS-83
368523-1

2

CS-83
368523-1

1

IG STOP

IG STOP

STOPIG

IG STOP

642 E AVSS_0.3_Y
2. CI-E1-R/Dash-Fra1 (13)

645 E AVSS_0.3_Y/W
2. CI-E1-R/Dash-Fra1 (17)

659 E AVSS_0.85_W

3. CI-E1-R/Dash-Fra1 (20)

40 E AVSS_0.85_Y
13. CI-E4-P/Dash-Ohgr4 (5)

881 EA  UL1569_20_G 2. CI-E1-R/Dash-Fra1 (36)

884 EA  UL1569_20_Y 2. CI-E1-R/Dash-Fra1 (13)

887 EA  UL1569_20_Y/W 2. CI-E1-R/Dash-Fra1 (17)

899 EA  UL1569_18_W
3. CI-E1-R/Dash-Fra1 (20)

841 EA  UL1569_18_Y

894c EA  UL1569_18_L

4. S_894/Splice (1)

894d EA  UL1569_18_L

4. S_894/Splice (1)

654d E AVSS_0.85_L

4. S_654/splice (1)

654c E AVSS_0.85_L

4. S_654/splice (1)

894e EA  UL1569_18_L4. S_894/Splice (1)
654e E AVSS_0.85_L4. S_654/splice (1) 619 E AVSS_0.3_G

2. CI-E1-R/Dash-Fra1 (36)

2YBD-00014-00-5

PARKING, BRAKESPARKING, BRAKES (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)
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F/TIP

MANUAL

DC CONVERTER
48V VCC

HORN
FNR

CONTROLLER

DC CONVERTER
48V VCC

L2 L1

S3

OPSS / CR-76

S1

S2

P/NO:22FV-24110

5A

HORN

FUSE BOX

BATT

10A

BRAKE LP / OPSS

FUSE BOX (IG)

BATT RELAY
(IG)

AVSS-BS_D10 AVSS-BS_D10 AVSS-BS_K1 AVSS-BS_K1

CS-36A
ST730018-3

1
CS-36B
ST730018-3

1

CS-35B
MG610339-5

CN-155A
5557-04R

CN-165
963040-3

1

2

CN-155
5559-04P

3

1

2

4

S_85

CN-M3
963040-3

1

2

CN-M6
963040-3

1

2

CN-M7
963040-3

1

2

CN-M2
963040-3

1

2

CN-M4
963040-3

1

2

S_341

CN-M8
963040-3

1

2

CN-M1
963040-3

1

2

CN-M5
963040-3

1

2

CS-35A
MG640341-5

1

4

CI-C1-P
Fra-Dash1

31

30

39

38

CI-E1-R
Dash-Fra1

31

30

39

38

CI-K2-P
Val-Fra2

4

3

1

CI-D2-R
Fra-Val2

2

CI-K2-P
Val-Fra2

2

CN-60
770680-1

1

23

22

20

21

18

19

16

17

CN-60
770680-1

8

7

10

11

12

4

2

9

CI-D2-R
Fra-Val2

4

3

1
CR-76
MG640927

30

85

CR-76
MG640927

87a
87

86

CS-35A
MG640341-5

8

6

7

5

SW-Tilt level

IN OUT

Service-MCV

TX

RX

GND

12V

Valve-Opss
DRIVER

RETURN

Aux2-Out

RETURN

VCC

Aux1-Out

RETURN

VCC

Lift-Up

RETURN

VCC

Aux2-In

RETURN

VCC

Tilt-Out

RETURN

VCC

Tilt-In

RETURN

VCC

Lift-Lower

RETURN

VCC

Aux1-In

RETURN

VCC

SW-Knob
VCC

HORN

GND

SIG1

SIG2

+5V

Controller-F.tip main

CAN HI

CAN LO

VCC_1

TX

RX

GND

GND_1

GND_2

VCC_2

LIFT UP

LIFT LOWERING

TILT OUT

TILT IN

AUX1 OUT

AUX1 IN

AUX2 OUT

AUX2 IN

Relay-OPSS
21n C AVSS_0.85_L/W

4. S_21/splice (1)

351 K AVSS_0.3_Gr

85 K AVSS_0.85_B

85a K AVSS_0.85_B

334 K AVSS_0.3_B

352 K AVSS_0.3_L

2. CN-33/Cont-Pump (5) P5 C AVSS_0.5_P

350 K AVSS_0.3_G

90j D AVSS_0.85_B15. S_90/splice (1)

P13a C,D AVSS_0.5_G/W2. S_P13/splice (1)

21r D AVSS_0.85_L/W
4. S_21/splice (1)

803 E AVSS_0.3_Br 4. CN-110A/Cont-FNR2 (4)

804 E AVSS_0.3_G/Or 4. CN-110A/Cont-FNR2 (2)

805 E AVSS_0.3_G 4. CN-110A/Cont-FNR2 (1)

806 E AVSS_0.3_R 4. CN-110A/Cont-FNR2 (3)

365 K AVSS_0.85_Y/W

341g K AVSS_0.85_L

361 K AVSS_0.85_W

363 K AVSS_0.85_G/W

341f K AVSS_0.85_L

341e K AVSS_0.85_L

341c K AVSS_0.85_L

358 K AVSS_0.85_V

341b K AVSS_0.85_L

356 K AVSS_0.85_Or

341h K AVSS_0.85_L

341a K AVSS_0.85_L

364 K AVSS_0.85_L/W

357 K AVSS_0.85_R

362 K AVSS_0.85_Y

341d K AVSS_0.85_L

820 C AVSS_0.3_R/W

49a C AVSS_0.85_L/W10. S_49/splice (1)

25a C AVSS_0.85_G/W
3. S_25/splice (1)

800 C AVSS_0.3_Br

801 C AVSS_0.3_G/Or

802 C AVSS_0.3_G

341 K AVSS_0.85_L

126g D AVSS_0.3_B8. S_126/splice (1)

125g D AVSS_0.3_W8. S_125/splice (1)

328 K AVSS_0.3_B

327 K AVSS_0.3_R

27a D AVSS_0.5_W
3. S_27/ (1)

P5a D AVSS_0.5_P2. CN-33/Cont-Pump (5)

331 D AVSS_0.5_P

P13b D AVSS_0.5_G/W 2. S_P13/splice (1)

P14 C AVSS_0.85_P 2. CN-33/Cont-Pump (14)

2YBD-00013-00-6

F/TIP, MCV F/TIP, MCV (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)6)6)
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Service-MCV

48V VCC

48V VCC

F/TIP

MANUAL

DC CONVERTER

HORN FNR

CONTROLLER

DC CONVERTER

L2 L1

S3

OPSS / CR-76

S1

S2

P/NO:22FV-24110

5A

HORN

FUSE BOX

BATT

10A

BRAKE LP / OPSS

FUSE BOX (IG)

BATT RELAY

(IG)

AVSS-BS_D10 AVSS-BS_D10

UL1569_B10UL1569_B10

UL1569_K1 UL1569_K1

CS-36A
ST730018-3

1

CS-36B
ST730018-3

1

CS-35B
MG610339-5

CN-155A
5557-04R

CN-165
963040-3

1

2

CN-155
5559-04P

3

1

2

4

S_85

CN-M3
963040-3

1

2

CN-M6
963040-3

1

2

CN-M7
963040-3

1

2

CN-M2
963040-3

1

2

CN-M4
963040-3

1

2

S_341

CN-M8
963040-3

1

2

CN-M1
963040-3

1

2

CN-M5
963040-3

1

2

CS-35A
MG640341-5

1

4

CI-C1-P
Fra-Dash1

31

30

39

38

CI-E1-R
Dash-Fra1

31

30

39

38

CI-K2-P
Val-Fra2

4

3

1

CI-D2-R
Fra-Val2

2

CI-K2-P
Val-Fra2

2

CN-60
770680-1

1

23

22

20

21

18

19

16

17

CN-60
770680-1

8

7

10

11

12

4

2

9

CI-D2-R
Fra-Val2

4

3

1

CR-76
MG640927

30

85

CR-76
MG640927

87a
87

86

CS-35A
MG640341-5

8

6

7

5

SW-Tilt level

IN OUT

TX

RX

GND

12V

Valve-Opss

DRIVER

RETURN

Aux2-Out

RETURN

VCC

Aux1-Out

RETURN

VCC

Lift-Up

RETURN

VCC

Aux2-In

RETURN

VCC

Tilt-Out

RETURN

VCC

Tilt-In

RETURN

VCC

Lift-Lower

RETURN

VCC

Aux1-In

RETURN

VCC

SW-Knob
VCC

HORN

GND

SIG1

SIG2

+5V

Controller-F.tip main

CAN HI

CAN LO

VCC_1

TX

RX

GND

GND_1

GND_2

VCC_2

LIFT UP

LIFT LOWERING

TILT OUT

TILT IN

AUX1 OUT

AUX1 IN

AUX2 OUT

AUX2 IN

Relay-OPSS

27a D AVSS_0.5_W
3. S_27/ (1)

P5a D AVSS_0.5_P2. CN-33/Cont-Pump (5)
P105a B UL1569_20_P2. CN-33/Cont-Pump (5)

P114 A UL1569_18_P 2. CN-33/Cont-Pump (14)

836a B  UL1569_20_W
3. S_836/Splice (1)

341 K UL1569_18_L

800 C AVSS_0.3_Br
906 A UL1569_20_Br

801 C AVSS_0.3_G/Or
907 A UL1569_20_G/R

802 C AVSS_0.3_G
908 A UL1569_20_G

820 C AVSS_0.3_R/W
913 A UL1569_20_R/W

P14 C AVSS_0.85_P 2. CN-33/Cont-Pump (14)21n C AVSS_0.85_L/W

4. S_21/splice (1)

90j D AVSS_0.85_B15. S_90/splice (1)

21r D AVSS_0.85_L/W
4. S_21/splice (1)

49a C AVSS_0.85_L/W10. S_49/splice (1)

25a C AVSS_0.85_G/W

3. S_25/splice (1)

126g D AVSS_0.3_B8. S_126/splice (1)

125g D AVSS_0.3_W8. S_125/splice (1)

831n A UL1569_18_L/W
4. S_21/splice (1)

831r B UL1569_18_L/W

4. S_831/Splice (1)

834a A  UL1569_18_G/W

3. S_834/Splice (1)

862g B UL1569_20_B8. S_861/Splice (1)

853j B  UL1569_18_B15. S_853/Splice (1)

847a A  UL1569_18_L/W10. S_847/Splice (1)

351 K UL1569_20_Gr

352 K UL1569_20_L

334 K UL1569_20_B

350 K UL1569_20_G

85a K UL1569_18_B

85 K UL1569_18_B

328 K UL1569_20_B

327 K UL1569_20_R

861g B UL1569_20_W8. S_861/Splice (1)

2. CN-33/Cont-Pump (5) P5 C AVSS_0.5_P

P13a C,D AVSS_0.5_G/W2. S_P13/splice (1)

803 E AVSS_0.3_Br 4. CN-110A/Cont-FNR2 (4)

804 E AVSS_0.3_G/Or 4. CN-110A/Cont-FNR2 (2)

805 E AVSS_0.3_G 4. CN-110A/Cont-FNR2 (1)

806 E AVSS_0.3_R 4. CN-110A/Cont-FNR2 (3)

P13b D AVSS_0.5_G/W 2. S_P13/splice (1)

P105 A UL1569_20_P2. CN-33/Cont-Pump (5)

P113a A,B  UL1569_20_G/W2. S_113/SPLICE (1)

P113b B  UL1569_20_G/W 2. S_113/Splice (1)

912 EA  UL1569_20_R 4. CN-110A/Cont-FNR2 (3)

910 EA  UL1569_20_G/R 4. CN-110A/Cont-FNR2 (2)

911 EA  UL1569_20_G 4. CN-110A/Cont-FNR2 (1)

909 EA  UL1569_20_Br 4. CN-110A/Cont-FNR2 (4)

331 D AVSS_0.5_P
876 B  UL1569_20_P

362 K UL1569_18_Y

358 K UL1569_18_V

357 K UL1569_18_R

365 K UL1569_18_Y/W

341h K UL1569_18_L

363 K UL1569_18_G/W

341d K UL1569_18_L

356 K UL1569_18_Or

364 K UL1569_18_L/W

361 K UL1569_18_W

341g K UL1569_18_L

341f K UL1569_18_L

341c K UL1569_18_L

341b K UL1569_18_L

341a K UL1569_18_L

341e K UL1569_18_L

2YBD-00014-00-6

F/TIP, MCVF/TIP, MCV (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)
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DC CONVERTER
48V VCC

HORN

START KEY

BACKUP ALARM

CLUSTER (12V)

DC CONVERTER
48V VCC

5A

HORN

FUSE BOX

BATT

10A

KEY SWITCH

FUSE BOX

BATT

5A

T/S LAMP &
BACK BUZZER

FUSE BOX (IG)

BATT RELAY
(IG)

AVSS-BS_D11 AVSS-BS_D11 AVSS-BS_L1 AVSS-BS_L1

CS-43
52213-0211

1

2

CS-10D
S820-204000

1

CS-10C
S820-204000

1

CS-10A
S820-204000

1

CS-36
52213-0211

1

2

CS-10B
S820-204000

1

S_86

CN-178A
52266-0417

1

4

3

2

CN-179A
52266-0417

2

3

4

1

S_265

S_264

S_274

S_275

CN-M9
52266-0417

2

3

4

1

CN-53B
174264-2

5

6

CN-53B
174264-2

4

2

1

3

CI-L5-P
Arm-Fra5

2

1

3

4

CI-D5-R
Fra-Arm5

2

1

3

4

CN-53A
174262-2

3

1

2

5

6

CI-L3-P
Arm-Fra3

4

1

CI-D3-R
Fra-Arm3

7

8

6

5

3

2

CI-L3-P
Arm-Fra3

7

8

6

5

3

2

CI-D3-R
Fra-Arm3

4

1

CI-D4-R
Fra-Arm4

5

CI-D4-R
Fra-Arm4

3

2

1

CI-D4-R
Fra-Arm4

6

4

CI-L4-P
Arm-Fra4

6

4

CI-L4-P
Arm-Fra4

3

2

1

CN-55
4-1437290-1

10

11

4

12

13

19

16

17

5

14

15

23

CI-L4-P
Arm-Fra4

5

S_256

CS-41
52213-0417

4

3

2

1

CN-M10
52266-0417

2

3

4

1

CN-55
4-1437290-1

26

29

20

21

28

27

SW-Horn(Arm)
VCC

INPUT

SW-Tilt level(Arm)
SIG

GND

SW-Emergency(Arm)
'A'

'B'

'D'

'C'

Tilt-F.tip(Arm)
VCC

SIG A

SIG B

GND

Aux-F.tip2(Arm)
VCC

SIG A

SIG B

GND

Aux-F.tip1(Arm)

GND

SIG B

SIG A

VCC

Lift-F.tip(Arm)
VCC

SIG A

SIG B

GND

Controller-FNR B(Arm)

GND_1

VCC

GND_2

SIG 1

SIG 2

VCC 5V

Controller-FNR A(Arm)
PWR

GND

LAMP

FORWARD

BACKWARD

SW-Direction(Arm)

GND

SIG 2

SIG 1

VCC 5V

Controller-F.tip sub

VCC

CAN HI_T

CAN HI

CAN LO

GND_1

GND_2

LIFT SIG "A"

LIFT SIG "B"

TILT VCC

TILT SIG "A"

TILT SIG "B"

TILT GND

AUX1 SIG "A"

AUX1 SIG "B"

AUX2 VCC

AUX2 SIG "A"

AUX2 SIG "B"

AUX2 GND

232 L AVSS_0.85_Or

225 L AVSS_0.85_G/W

222 L AVSS_0.85_L/W

249 L AVSS_0.85_L/W

214 L AVSS_0.3_Y

420 L AVSS_0.85_P

217 L AVSS_0.85_L

233 L AVSS_0.3_Or

211 L AVSS_0.85_B/W

246 L AVSS_0.85_V

242 L AVSS_0.3_P

260 L AVSS_0.3_V

261 L AVSS_0.3_P

262 L AVSS_0.3_G

263 L AVSS_0.3_G/W

86b L AVSS_0.85_B/W

206 L AVSS_0.85_Lg

86a L AVSS_0.85_B/W

256a L AVSS_0.3_B

226 L AVSS_0.85_L

256 L AVSS_0.3_B

255 L AVSS_0.3_R

220 L AVSS_0.85_R/L20c D AVSS_0.85_R/L
3. S_20/splice (1)

34 D AVSS_0.85_Or
4. CI-C1-P/Fra-Dash1 (41)

25b D AVSS_0.85_G/W
3. S_25/splice (1)

91ab D AVSS_0.85_B/W15. S_91/splice (1)

21q D AVSS_0.85_L/W
4. S_21/splice (1)

715 D AVSS_0.85_Y2. CN-33/Cont-Pump (14)

636 D AVSS_0.85_Or2. CN-32/Cont-Traction (33)

21p D AVSS_0.85_L/W
4. S_21/splice (1)

26a D AVSS_0.85_L

3. S_26/splice (1)

221 L AVSS_0.85_L/W

91ac D AVSS_0.85_B/W15. S_91/splice (1)

635 D AVSS_0.85_P2. CN-32/Cont-Traction (22)

86 L AVSS_0.85_B/W

46a D AVSS_0.85_V10. S_46/splice (1)

49b D AVSS_0.85_L/W
10. S_49/splice (1)

126h D AVSS_0.3_B8. S_126/splice (1)

125h D AVSS_0.3_W8. S_125/splice (1)

164c D AVSS_0.5_P
8. S_164/ (1)

270 L AVSS_0.85_Y

264 L AVSS_0.85_Br

275 L AVSS_0.85_Gr

269 L AVSS_0.85_L

268 L AVSS_0.85_W

267 L AVSS_0.85_L

274 L AVSS_0.85_Y

265a L AVSS_0.85_P

264a L AVSS_0.85_Br

265 L AVSS_0.85_P

266 L AVSS_0.85_Or

275a L AVSS_0.85_Gr

272 L AVSS_0.85_G

271 L AVSS_0.85_V

273 L AVSS_0.85_L

274a L AVSS_0.85_Y

2YBD-00013-00-7
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7-10-1

Controller-FNR A(Arm)

SW-Emergency(Arm)

SW-Horn(Arm)

SW-Tilt level(Arm)

Aux-F.tip2(Arm)

Aux-F.tip1(Arm)

Lift-F.tip(Arm)

Tilt-F.tip(Arm)

SW-Direction(Arm)Controller-FNR B(Arm)

48V VCC

48V VCC

HORN

START KEY

BACKUP ALARM

CLUSTER (12V)

DC CONVERTER

DC CONVERTER

5A

T/S LAMP &

BACK BUZZER

FUSE BOX (IG)

BATT RELAY

(IG)

5A

HORN

FUSE BOX

BATT

10A

KEY SWITCH

FUSE BOX

BATT

UL1569_L1

UL1569_B11

AVSS-BS_D11

UL1569_B11

AVSS-BS_D11 UL1569_L1

CS-43
52213-0211

1

2

CS-36
52213-0211

1

2

S_86

CN-178A
52266-0417

1

4

3

2

CN-179A
52266-0417

2

3

4

1

S_265

S_264

S_274

S_275

CN-M9
52266-0417

2

3

4

1

CN-53B
174264-2

5

6

CN-53B
174264-2

4

2

1

3

CI-D4-R
Fra-Arm4

5

CI-D4-R
Fra-Arm4

3

2

1

CI-D4-R
Fra-Arm4

6

4

CI-L4-P
Arm-Fra4

6

4

CI-L4-P
Arm-Fra4

3

2

1

CN-55
4-1437290-1

10

11

4

12

13

19

16

17

5

14

15

23

CI-L4-P
Arm-Fra4

5

S_256

CS-41
52213-0417

4

3

2

1

CN-M10
52266-0417

2

3

4

1

CN-53A
174262-2

3

1

2

5

6

CI-L3-P
Arm-Fra3

7

8

6

5

3

2

CI-L3-P
Arm-Fra3

4

1

CI-D3-R
Fra-Arm3

4

1

CI-D3-R
Fra-Arm3

7

8

6

5

3

2

S820-204000

1

S820-204000

1
S820-204000

1
S820-204000

1

CI-L5-P
Arm-Fra5

2

1

3

4

CI-D5-R
Fra-Arm5

2

1

3

4

CN-55
4-1437290-1

26

29

20

21

28

27

VCC

INPUT

SIG

GND

VCC

SIG A

SIG B

GND

VCC

SIG A

SIG B

GND

GND

SIG B

SIG A

VCC

VCC

SIG A

SIG B

GND

GND_1

VCC

GND_2

SIG 1

SIG 2

VCC 5V

GND

SIG 2

SIG 1

VCC 5V

PWR

GND

BUZZER SW

REVERSE

FORWARD

'A'

'B'

'D'

'C'

Controller-F.tip sub

VCC

CAN HI_T

CAN HI

CAN LO

GND_1

GND_2

LIFT SIG "A"

LIFT SIG "B"

TILT VCC

TILT SIG "A"

TILT SIG "B"

TILT GND

AUX1 SIG "A"

AUX1 SIG "B"

AUX2 VCC

AUX2 SIG "A"

AUX2 SIG "B"

AUX2 GND

249 L UL1569_18_L/W

222 L UL1569_18_L/W

214 L UL1569_20_Y

86a L UL1569_18_B/W

86b L UL1569_18_B/W

260 L UL1569_20_V

261 L UL1569_20_P

262 L UL1569_20_G

263 L UL1569_20_G/W

206 L UL1569_18_Lg

256a L UL1569_20_B

256 L UL1569_20_B

255 L UL1569_20_R

226 L UL1569_18_L

211 L UL1569_18_B/W

246 L UL1569_18_V

242 L UL1569_20_P

233 L UL1569_20_Or

420 L UL1569_18_P

232 L UL1569_18_Or

220 L UL1569_18_R/L

217 L UL1569_18_L

225 L UL1569_18_G/W25b D AVSS_0.85_G/W

3. S_25/splice (1)

91ab D AVSS_0.85_B/W15. S_91/splice (1)

21q D AVSS_0.85_L/W
4. S_21/splice (1)

715 D AVSS_0.85_Y2. CN-33/Cont-Pump (14)

636 D AVSS_0.85_Or2. CN-32/Cont-Traction (22)

26a D AVSS_0.85_L

3. S_26/splice (1)

635 D AVSS_0.85_P2. CN-32/Cont-Traction (33)

46a D AVSS_0.85_V10. S_46/splice (1)

49b D AVSS_0.85_L/W
10. S_49/splice (1)

126h D AVSS_0.3_B8. S_126/splice (1)

125h D AVSS_0.3_W8. S_125/splice (1)

21p D AVSS_0.85_L/W
4. S_21/splice (1)

831p B UL1569_18_L/W

831q B UL1569_18_L/W

905 B UL1569_18_Y2. CN-33/Cont-Pump (14)

91ac D AVSS_0.85_B/W15. S_91/splice (1)

883 B  UL1569_18_Or2. CN-32/Cont-Traction (22)

882 B  UL1569_18_P2. CN-32/Cont-Traction (33)

835a B  UL1569_18_L
3. S_835/Splice (1)

834b B  UL1569_18_G/W
3. S_834/Splice (1)

862h B UL1569_20_B8. S_861/Splice (1)

861h B UL1569_20_W8. S_862/Splice (1)

854ab B  UL1569_18_B/W15. S_854/ (1)

854ac B  UL1569_18_B/W15. S_854/Splice (1)

845a B  UL1569_18_V10. S_845/Splice (1)

10. S_847/Splice (1)

869c B  UL1569_20_P8. S_869/Splice (1)
164c D AVSS_0.5_P8. S_164/ (1)

840 B  UL1569_18_Or

4. CI-C1-P/Fra-Dash1 (41)

20c D AVSS_0.85_R/L
3. S_20/splice (1)

34 D AVSS_0.85_Or
4. CI-C1-P/Fra-Dash1 (41)

900 B UL1569_18_G
3. CA-58/Inline Fuse-ATO4 (2)

86 L UL1569_18_B/W

221 L UL1569_18_L/W

275a L UL1569_18_Gr

273 L UL1569_18_L

272 L UL1569_18_G

265a L UL1569_18_P

265 L UL1569_18_P

270 L UL1569_18_Y

271 L UL1569_18_V

275 L UL1569_18_Gr

264a L UL1569_18_Br

264 L UL1569_18_Br

274 L UL1569_18_Y

268 L UL1569_18_W

269 L UL1569_18_L

266 L UL1569_18_Or

267 L UL1569_18_L

274a L UL1569_18_Y

847b B  UL1569_18_L/W

CS-10B

CS-10A

CS-10D

CS-10C
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7-11

DC CONVERTER
48V VCC

Li ion Batt Only

SASA SENSOR

AVSS-BS_Y2

AVSS-BS_Y1AVSS-BS_Y2 AVSS-BS_Y1

AVSS-BS_Y2

AVSS-BS_E1

AVSS-BS_CD2

AVSS-BS_CD4

AVSS-BS_CD1

AVSS-BS_CD3

AVSS-BS_D11

AVSS-BS_CD5

AVSS-BS_CD4

AVSS-BS_E3

AVSS-BS_CD1

AVSS-BS_CD3

AVSS-BS_CD2

A
V

S
S

-B
S

_C
7

AVSS-BS_C7

AVSS-BS_D11

AVSS-BS_D10

AVSS-BS_E1

AVSS-BS_E3

AVSS-BS_D10

AVSS-BS_E4

AVSS-BS_E4

AVSS-BS_E4

AVSS-BS_CD6

AVSS-BS_CD6

AVSS-BS_CD6

AVSS-BS_CD5

CN-133A
MG610320-5

1

2

CD-11A
DT04-4P

S_126

S_125

CI-Y6-P
Liion-Fra6

1

2

CI-C6-R
Fra-Liion6

1

2

S_146

S_145

CD-70A
DT04-3P-CE02

CD-70
DT06-3S-CE06

A

B

C

S_135

S_124

CN-99
174257-2

1

2

4

3

S_164

S_432

S_431

CN-56
MG655708

25

24

26

16

17

18

19

20

34

22

21

23

CD-11
DT06-4S-CE06

1

2

4

3

S_441

S_442

CN-135
MG610320-5

1

2
CI-E1-R
Dash-Fra1

28

29

32

33

42

3

4

CI-C1-P
Fra-Dash1

28

29

32

33

42

3

4

Service-CAN
CAN-HI

CAN-LO

Sensor-Load
VCC

SIG

GND

Device-Analog to can
VCC

GND

CAN-HI

CAN-LO

Cluster

CAN-HI

CAN-LO

CAN-T

VCC 12V

GND_1

GND_2

KEY ON1

KEY ON2

SIG

CAN2-HI

CAN2-LO

CAN2-T

Sensor-G(frame)
VCC

GND

CAN-HI

CAN-LO

Service-Cluster
CAN-HI

CAN-LO

125 C,D AVSS_0.5_W

2. CN-33/Cont-Pump (23) 126a C,D AVSS_0.5_B

125a C,D AVSS_0.5_W2. CN-33/Cont-Pump (35)

2. CN-32/Cont-Traction (23) 126b C,D AVSS_0.5_B

125b C,D AVSS_0.5_W2. CN-32/Cont-Traction (35)

442 C,D AVSS_0.5_W

126f C AVSS_0.3_B

125f C AVSS_0.3_W

126g D AVSS_0.3_B6. CI-D2-R/Fra-Val2 (4)

125g D AVSS_0.3_W6. CI-D2-R/Fra-Val2 (3)

7. CI-D4-R/Fra-Arm4 (2) 126h D AVSS_0.3_B

125h D AVSS_0.3_W7. CI-D4-R/Fra-Arm4 (1)

2. CN-192/Batt-Li ion (2) 146 Y AVSS_0.3_B

2. CN-192/Batt-Li ion (3) 145 Y AVSS_0.3_R

146a Y AVSS_0.3_B

145a Y AVSS_0.3_R

161 C,D AVSS_0.5_P

163 C,D AVSS_0.5_Br

90e C,D AVSS_0.5_B 15. S_90/splice (1)

90f C AVSS_0.5_B15. S_90/splice (1)

162 E AVSS_0.5_Br

135 E AVSS_0.5_W

124 E AVSS_0.5_P
4. CD-13/Sensor-Sasa (3)

124b E AVSS_0.5_P

136 E AVSS_0.5_B

124a E AVSS_0.5_P

135a E AVSS_0.3_W

654 E AVSS_0.5_L
4. CI-E1-R,S_654/Dash-Fra1,splice (8,1)

96 E AVSS_0.5_B15. CI-E1-R,S_96/Dash-Fra1,splice (11,1)

654a E AVSS_0.5_L
4. S_654/splice (1)

96a E AVSS_0.5_B15. S_96/splice (1)

16
4 

C
,D

 A
V

S
S

_0
.5

_P
16

4a
 C

 A
V

S
S

_0
.5

_P
164b C,D AVSS_0.5_P14. CI-C9-R/Fra-Gsnsr9 (1)

90g C,D AVSS_0.5_B15. S_90/splice (1)

329 E AVSS_0.3_W

4. CD-13/Sensor-Sasa (2) 432 E AVSS_0.5_W

4. CD-13/Sensor-Sasa (1) 431 E AVSS_0.5_B

441 C,D AVSS_0.5_B

441a C,D AVSS_0.3_B14. CI-C9-R/Fra-Gsnsr9 (4)

442a C,D AVSS_0.3_W14. CI-C9-R/Fra-Gsnsr9 (3)

164c D AVSS_0.5_P7. CI-D4-R/Fra-Arm4 (3)

431a E AVSS_0.5_B

432a E AVSS_0.5_W

441b C,D AVSS_0.3_B

442b C,D AVSS_0.3_W

126 C,D AVSS_0.5_B

2YBD-00013-00-8
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7-11-1

Sensor-G(frame)

Device-Analog to can

AVSS-BS-Y1

DC CONVERTER

48V VCC

Li ion Batt Only

SASA SENSOR

AVSS-BS_CD2

AVSS-BS_D10

UL1569_AB4

U
L1

56
9_

A
B

4

AVSS-BS_CD5

AVSS-BS_CD1

A
V

S
S

-B
S

_C
D

4

AVSS-BS_CD2

AVSS-BS_Y2

AVSS-BS_CD3

AVSS-BS_CD3

AVSS-BS_C7

UL1569_B10

UL1569_B11

UL1569_B10

UL1569_AB2

AVSS-BS_CD4

AVSS-BS_D11

UL1569_AB3

UL1569_B11

UL1569_AB2

UL1569_AB3

A
V

S
S

-B
S

_C
7

UL1569_A7

AVSS-BS_Y2

AVSS-BS_Y2 UL1569_CD1

AVSS-BS-Y1

AVSS-BS_D11

AVSS-BS_D10

AVSS-BS_CD6

UL1569_AB6

UL1569_AB5

AVSS-BS_D11

UL1569_AB5

AVSS-BS_D11AVSS-BS_D11

U
L1

56
9_

A
B

4

AVSS-BS_E1

UL1569_E1

U
L1

56
9_

A
7

UL1569_CD1

AVSS-BS_CD1

AVSS-BS_E4AVSS-BS_CD4AVSS-BS_CD4 AVSS-BS_E3

UL1569_EA4 UL1569_EA3

UL1569_E1

AVSS-BS_E3

UL1569_EA3

AVSS-BS_E1

UL1569_AB6

CD-70A
DT04-3P-CE02

S_145

S_146

MG610320-5
CN-133A

1

2

CD-11A
DT04-4P

S_135

S_863

CD-70
DT06-3S-CE06

A

B

C

S_125

S_861

S_164

S_862

CN-99
174257-2

1

2

4

3

S_879

S_869

S_124

S_860

S_432

S_431

S_880

CI-C1-P
Fra-Dash1

28

29

32

33

42

3

4

CN-135

MG610320-5

1

2

CD-11
DT06-4S-CE06

1

2

4

3

S_442

S_441

CI-E1-R
Dash-Fra1

28

29

32

33

42

3

4

CI-C6-R
Fra-Liion6

1

2

CI-Y6-P
Liion-Fra6

1

2

CN-56
MG655708

26

24

25

34

16

20

19

CN-56

MG655708

22

21

23

18

17

S_877

S_878

S_126

Service-CAN
CAN-HI

CAN-LO

Sensor-Load
VCC

SIG

GND

VCC

GND

CAN-HI

CAN-LO

Service-Cluster

CAN-HI

CAN-LO

VCC

GND

CAN-HI

CAN-LO

Cluster

CAN-HI

CAN-LO

CAN-T

VCC 12V

GND_1

GND_2

KEY ON1

KEY ON2

SIG

CAN2-HI

CAN2-LO

CAN2-T

654 E AVSS_0.5_L4. CI-E1-R,S_654/Dash-Fra1,splice (8,1)
894 EA  UL1569_20_L4. CI-E1-R,S_894/Dash-Fra1,Splice (8,1)

654a E AVSS_0.5_L4. S_654/splice (1)

161 C,D AVSS_0.5_P
866 A,B  UL1569_20_P

163 C,D AVSS_0.5_Br
868 A,B  UL1569_20_Br

861 A,B UL1569_20_W

164a C AVSS_0.5_P

164 C,D AVSS_0.5_P

862f A UL1569_20_B

862 A,B UL1569_20_B

869a A  UL1569_20_P

879b A,B UL1569_20_B

869 A,B  UL1569_20_P

880b A,B UL1569_20_W

126 C,D AVSS_0.5_B

125 C,D AVSS_0.5_W

441 C,D AVSS_0.5_B

442 C,D AVSS_0.5_W

894a EA  UL1569_20_L4. S_894/Splice (1)

90f C AVSS_0.5_B 15. S_90/splice (1)

90g C,D AVSS_0.5_B 15. S_90/splice (1)

14. CI-C9-R/Fra-Gsnsr9 (4) 441a C,D AVSS_0.3_B

126g D AVSS_0.3_B6. CI-D2-R/Fra-Val2 (4)
2. CN-32/Cont-Traction (23) 126b C,D AVSS_0.5_B

2. CN-33/Cont-Pump (23) 126a C,D AVSS_0.5_B

7. CI-D4-R/Fra-Arm4 (2) 126h D AVSS_0.3_B

90e C,D AVSS_0.5_B 15. S_90/splice (1)

125a C,D AVSS_0.5_W2. CN-33/Cont-Pump (35)
125b C,D AVSS_0.5_W2. CN-32/Cont-Traction (35)

862a A,B UL1569_20_B2. CN-33/Cont-Pump (23)
862b A,B UL1569_20_B2. CN-32/Cont-Traction (35)
862g B UL1569_20_B6. CI-D2-R/Fra-Val2 (4)
862h B UL1569_20_B7. CI-D4-R/Fra-Arm4 (2)

861a A,B UL1569_20_W2. CN-33/Cont-Pump (35)
861b A,B UL1569_20_W2. CN-32/Cont-Traction (23)

861h B UL1569_20_W7. CI-D4-R/Fra-Arm4 (1)
861g B UL1569_20_W6. CI-D2-R/Fra-Val2 (3)

879a A,B UL1569_20_B14. CI-C9-R/Fra-Gsnsr9 (4)

853e A,B  UL1569_20_B 15. S_853/Splice (1)

853f A  UL1569_20_B 15. S_853/Splice (1)

853g A,B  UL1569_20_B 15. S_853/Splice (1)

880a A,B UL1569_20_W14. CI-C9-R/Fra-Gsnsr9 (3)

14. CI-C9-R/Fra-Gsnsr9 (3) 442a C,D AVSS_0.3_W

2. CN-192/Batt-Li ion (2) 146 Y AVSS_0.3_B

2. CN-192/Batt-Li ion (3) 145 Y AVSS_0.3_R

145a Y AVSS_0.3_R

146a Y AVSS_0.3_B

126f C AVSS_0.3_B

125f C AVSS_0.3_W

861f A UL1569_20_W

879 A,B UL1569_20_B

880 A,B UL1569_20_W

441b C,D AVSS_0.3_B

442b C,D AVSS_0.3_W

125h D AVSS_0.3_W7. CI-D4-R/Fra-Arm4 (1)
125g D AVSS_0.3_W6. CI-D2-R/Fra-Val2 (3)

124 E AVSS_0.5_P4. CD-13/Sensor-Sasa (3)

96 E AVSS_0.5_B15. CI-E1-R,S_96/Dash-Fra1,splice (11,1)

96a E AVSS_0.5_B15. S_96/splice (1)

164b C,D AVSS_0.5_P 14. CI-C9-R/Fra-Gsnsr9 (1)

869b A,B  UL1569_20_P 14. CI-C9-R/Fra-Gsnsr9 (1)

855 EA  UL1569_20_B15. S_855,CI-E1-R/Splice,Dash-Fra1 (1,11)

855a EA  UL1569_20_B15. S_855/Splice (1)

877 EA UL1569_20_B4. CD-13/Sensor-Sasa (1)

432 E AVSS_0.5_W4. CD-13/Sensor-Sasa (2)

431 E AVSS_0.5_B4. CD-13/Sensor-Sasa (1)

869c B  UL1569_20_P 7. CI-D4-R/Fra-Arm4 (3)

164c D AVSS_0.5_P 7. CI-D4-R/Fra-Arm4 (3)

878 EA UL1569_20_W4. CD-13/Sensor-Sasa (2)

135a E AVSS_0.3_W

135 E AVSS_0.5_W

863a EA  UL1569_20_W

863 EA  UL1569_20_W

124a E AVSS_0.5_P

124b E AVSS_0.5_P

860a EA  UL1569_20_P

860b EA  UL1569_20_P

329 E AVSS_0.3_W

432a E AVSS_0.5_W

431a E AVSS_0.5_B

136 E AVSS_0.5_B

864 EA  UL1569_20_B

162 E AVSS_0.5_Br
867 EA  UL1569_20_Br

877a EA UL1569_20_B

878a EA UL1569_20_W

875 EA  UL1569_20_W

860 EA  UL1569_20_P4. CD-13/Sensor-Sasa (3)
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7-12

Camera,Monitor

RMCU
KEY

SWITCH

B+

IG

10A

MONITOR & G-SENSOR
& FTC_SUB

FUSE BOX

BATT

AVSST_MC1

AVSST_GF1

AVSST_E1

AVSST_GF1

AVSST_GD3

AVSST_GD2

AVSST_GD2

AVSST_GD3

AVSST_GD2

AVSST_GD2
AVSST_GD3

AVSST_GD1

AVSS-BS_ME2

AVSST_E1

AVSS-BS_ME3

AVSS-BS_ME2

AVSST_GD1

AVSS-BS_ME3

CI-E8-R
Dash-Fcam8

1

4

3

2

CI-MC8-P
Fcam-Dash8

1

4

3

2

CN-255A
174257-2

1

2

3

4

CI-E8-P
MG640333-5

CN-254B
174259-2

CI-GF2-R
Ohgrr-Ohgrf2

4

1

5

6

CN-247C
52266-0211

1

2

CI-GD5-R
Ohgr-Dash5

5

6

1

4

CI-GE2-P
Ohgrf-Ohgrr2

4

1

5

6

CN-247A
52213-0417

2

3

4

CN-254A
174257-2

1

3

2

4

S_301

CI-E5-P
Dash-Ohgr5

3

CN-247B
52266-0417

1

2

3

4

CI-GD5-R
Ohgr-Dash5

3

S_302

CI-E5-P
Dash-Ohgr5

5

6

1

4

CN-129A
MG610331-5

1

3

4

2
CN-129B

MG640333-5

CN-142A
110-3PT G

3

1

2

CN-57A
HP285-12021

1

2

3

5

6

7

10

11

12

CN-141A
110-3PR G

1

3

2

CN-116B
110-2PR G

1

2

S_422

CN-116A
110-3PR G

1

2

3

S_428

Camera-IR(ohg frt)
VCC

SHIELD (D-)

SIG (D+)

GND

Dash-Fcam8 cab

Camera-IR(ohg rr)
VCC

SIG (D+)

SHIELD (D-)

GND

Monitor

VCC_REAR

GND_REAR

TRIGGER1

GND

VCC (24V)

CAM1 D+

CAM1 D-

CAM2 D+

CAM2 D-

Service-Update
MONITOR TX

MONITOR RX

FW_EN

GND

RMCU
B+

KEY IG

CAN-HI

GND1

MONITOR TX

MONITOR RX

FW_EN

CAN-LO

GND2

Converter-DC(RMCU)
B+

GND_IN GND_OUT

DC CONVERTER IN

12V B+

12V KEY

Device-Authentication

GND_OUT

12V B+

12V KEY

CAN-HI

CAN-LO

649 E AVSS_0.85_Lg
3. CI-E1-R/Dash-Fra1 (2)

313 E AVSS_0.3_L403 MC AVSS_0.3_L

404 MC AVSS_0.3_Y

402 MC AVSS_0.3_B 312 E AVSS_0.3_B

401 MC AVSS_0.3_R 311 E AVSS_0.3_R

688 GD,GE AVSS_0.3_Y

11 GD,GE AVSS_0.5_Lg

301 GD,GE AVSS_0.3_R

82g GD,GE AVSS_0.5_Gr13. S_82/ (1)

69 GE AVSS_0.3_R

687 GD,GE AVSS_0.3_L

71 GD,GE AVSS_0.5_V13. S_71,CI-GD4-R/Ohgr-Dash4 (1,6)

323 GE AVSS_0.3_L

324 GE AVSS_0.3_Y

304 GD AVSS_0.3_Y
321 GF AVSS_0.3_L

322 GF AVSS_0.3_Y

303 GD AVSS_0.3_L

301a GD AVSS_0.3_R

115 GF AVSS_0.3_B
302a GD AVSS_0.3_B

302 GD,GE AVSS_0.3_B

70 GF AVSS_0.3_R

114 GE AVSS_0.3_B

194 ME AVSS_0.5_Br

451 ME AVSS_0.5_Gr

452 ME AVSS_0.5_Y

98a ME AVSS_0.5_B4. S_98/ (1)
98b ME AVSS_0.5_B4. S_98/ (1)

98d ME AVSS_0.5_B 4. S_98/ (1)

457a ME AVSS_0.85_Or4. S_457/ (1) 422 ME AVSS_0.5_R

98c ME AVSS_0.5_B 4. S_98/ (1)98e ME AVSS_0.5_B4. S_98/ (1)

456a ME AVSS_0.5_G4. S_456/ (1) 428 ME AVSS_0.5_V

453a ME AVSS_0.5_B4. S_453/ (1)

454a ME AVSS_0.5_W4. S_454/ (1)

453b ME AVSS_0.5_B 4. S_453/ (1)

98f ME AVSS_0.5_B 4. S_98/ (1)

428a ME AVSS_0.5_V

422a ME AVSS_0.5_R

454b ME AVSS_0.5_W 4. S_454/ (1)

314 E AVSS_0.3_Y

2YBD-00013-00-9

CAMERA, MONITOR, FMS CAMERA, MONITOR, FMS (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)9)9)



7-12-1

Dash-Fcam8 cab

Camera-IR(ohg frt)

Camera-IR(ohg rr)

Converter-DC(RMCU)

Device-Authentication

Service-Update

RMCU

Camera,Monitor

36/48V       12V 

KEY

SWITCH

B+

IG

10A

MONITOR & G-SENSOR

& FTC_SUB

FUSE BOX

BATT

AVSST_GF1

UL1569T_EA1

UL1569_GD2

AVSST_GD1

AVSST_GF1

AVSST_E1

UL1569_GD2

AVSS-BS_ME2

UL1569_GD2

UL1569T_EA1

AVSST_E1UL1569_MC1

AVSS-BS_ME3

AVSST_GD1

AVSST_GD3

AVSST_GD3

AVSS-BS_ME2

UL1569_GD2
AVSST_GD3

AVSS-BS_ME3

CI-E8-P
MG640333-5

CN-254B
174259-2

S_301

S_302

CN-129A
MG610331-5

1

3

4

2
CN-129B

MG640333-5

CN-142A
110-3PT G

3

1

2

CN-57A
HP285-12021

1

2

3

5

6

7

10

11

12

CN-141A
110-3PR G

1

3

2

CN-116B
110-2PR G

1

2

S_422

CN-116A
110-3PR G

1

2

3

S_428

CN-255A
174257-2

1

2

3

4

CN-254A
174257-2

1

3

2

4

CI-GE2-P
Ohgrf-Ohgrr2

4

1

5

6

CI-GF2-R
Ohgrr-Ohgrf2

4

1

5

6

CN-247B
52266-0417

1

2

3

4

CI-MC8-P
Fcam-Dash8

1

4

3

2

CI-GD5-R
Ohgr-Dash5

5

6

1

4

CN-247A
52213-0417

2

3

4

CI-E5-P
Dash-Ohgr5

3

CI-E8-R
Dash-Fcam8

1

4

3

2

CN-247C
52266-0211

1

2

CI-E5-P
Dash-Ohgr5

5

6

1

4

CI-GD5-R
Ohgr-Dash5

3

MONITOR TX

MONITOR RX

FW_EN

GND

RMCU

B+

KEY IG

CAN-HI

GND1

MONITOR TX

MONITOR RX

FW_EN

CAN-LO

GND2

B+

GND_IN GND_OUT

DC CONVERTER IN

12V B+

12V KEY

GND_OUT

12V B+

12V KEY

CAN-HI

CAN-LO

VCC

SHIELD (D-)

SIG (D+)

GND

VCC

SIG (D+)

SHIELD (D-)

GND

Monitor

VCC_REAR

GND_REAR

TRIGGER1

GND

VCC (24V)

CAM1 D+

CAM1 D-

CAM2 D+

CAM2 D-

98c ME AVSS_0.5_B 4. S_98/ (1)

453b ME AVSS_0.5_B 4. S_453/ (1)

98f ME AVSS_0.5_B 4. S_98/ (1)

454b ME AVSS_0.5_W 4. S_454/ (1)

301a GD UL1569_20_R

69 GE AVSS_0.3_R

302a GD UL1569_20_B

114 GE AVSS_0.3_B

194 ME AVSS_0.5_Br

451 ME AVSS_0.5_Gr

452 ME AVSS_0.5_Y

422 ME AVSS_0.5_R

428 ME AVSS_0.5_V

422a ME AVSS_0.5_R

428a ME AVSS_0.5_V

304 GD UL1569_20_Y

303 GD UL1569_20_L

323 GE AVSS_0.3_L

324 GE AVSS_0.3_Y

311 E AVSS_0.3_R
871 EA  UL1569_20_R

312 E AVSS_0.3_B
872 EA  UL1569_20_B

314 E AVSS_0.3_Y

874 EA UL1569_20_Y
313 E AVSS_0.3_L

873 EA UL1569_20_L

98d ME AVSS_0.5_B 4. S_98/ (1)

649 E AVSS_0.85_Lg

3. CI-E1-R/Dash-Fra1 (2)

457a ME AVSS_0.85_Or4. S_457/ (1)

98e ME AVSS_0.5_B4. S_98/ (1)

456a ME AVSS_0.5_G4. S_456/ (1)

891 EA  UL1569_18_Lg
3. CI-E1-R/Dash-Fra1 (2)

401 MC UL1569_20_R

403 MC UL1569_20_L

404 MC UL1569_20_Y

402 MC UL1569_20_B

70 GF AVSS_0.3_R

322 GF AVSS_0.3_Y

321 GF AVSS_0.3_L

115 GF AVSS_0.3_B

82g GD,GE AVSS_0.5_Gr13. S_82/ (1)

71 GD,GE AVSS_0.5_V13. CI-GD4-R,S_71/Ohgr-Dash4, (6,1)

98a ME AVSS_0.5_B4. S_98/ (1)
98b ME AVSS_0.5_B4. S_98/ (1)

453a ME AVSS_0.5_B4. S_453/ (1)

454a ME AVSS_0.5_W4. S_454/ (1)

301 GD,GE AVSS_0.3_R

302 GD,GE AVSS_0.3_B

688 GD,GE AVSS_0.3_Y

687 GD,GE AVSS_0.3_L

11 GD,GE AVSS_0.5_Lg

2YBD-00014-00-9

CAMERA, MONITOR, FMSCAMERA, MONITOR, FMS (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-13

FNR COMBI SW

RR COMBI LAMP
(REVERSE)

BLUE SPOT LAMP

SEAT

12V SOCKET

SEAT HEATER 
(W/O SW)

SWITCH SEAT

12V POWER (User)

HORN

DC CONVERTER
48V VCC

5A

HORN

FUSE BOX

BATT

10A

SEAT HEATER

FUSE BOX (IG)

BATT RELAY
(IG)

10A

SOCKET

FUSE BOX

BATT

15A

WIPER MOTOR &
FAN-HEATER

FUSE BOX

BATT

CN-25RB
ST730018-3

1

CN-65A
MG640322-5

1

2S_46S_664

CN-25A
171809-2

1

CI-C1-P
Fra-Dash1

22

S_49

CI-C1-P
Fra-Dash1

21

CI-E1-R
Dash-Fra1

21

CI-E1-R
Dash-Fra1

22

CS-5B
S820-105000

1

S_657

CS-5A
S820-105000

1 S_665

CS-73A
DT06-6S-CE06

4

6

5

1

3

CN-159
MG610320-5

1

2
CN-139

MG610043

1

2

CI-GD4-R
Ohgr-Dash4

10

CI-GD4-R
Ohgr-Dash4

9

CN-25RA
ST750036-3

1

CI-E4-P
Dash-Ohgr4

10

CI-E4-P
Dash-Ohgr4

9

CN-25B
171809-2

1

Alarm-B.up

GND

VCC

Horn
VCC

GND

SW-Horn

IN OUT

Socket-12V

GND

VCC

Power-12V
VCC

GND

SW-Seat

POWER(IG)

BUCKLE SW

HEATER GND

SW VCC

SIG

Horn-Grip Rr

VCC

PWR

91g C,D AVSS_0.85_B/W15. S_91/splice (1)

91b C,D AVSS_0.85_B/W15. S_91/splice (1)

46a D AVSS_0.85_V7. CI-D3-R/Fra-Arm3 (2)

46 C,D AVSS_0.85_V13. CI-E4-P/Dash-Ohgr4 (6) 664 E AVSS_0.85_V

664a E AVSS_0.85_V4. CN-109A/Cont-FNR1 (2)
664b E AVSS_0.85_V4. CS-86/SW-Combi FNR (6)

49 C,D AVSS_0.85_L/W

665 E AVSS_0.85_L/W

49a C AVSS_0.85_L/W6. CS-35A/SW-Knob (4)
49b D AVSS_0.85_L/W7. CI-D3-R/Fra-Arm3 (1)

657a E AVSS_0.85_G/W

3. CI-E1-R/Dash-Fra1 (18)
657 E AVSS_0.85_G/W

665a E AVSS_0.85_L/W

28 C,D AVSS_0.85_Gr
3. CN-36/Box-Fuse (5)

T12 C,D AVSS_0.85_R/G2. CN-32/Cont-Traction (12)

91e C,D AVSS_0.85_B/W15. S_91/splice (1)

21c C,D AVSS_0.85_L/W4. S_21/splice (1)

T9 C,D AVSS_0.85_V2. CN-32/Cont-Traction (9)

8 C,D AVSS_0.85_Gr/W
3. CN-36/Box-Fuse (9)

91c C,D AVSS_0.85_B/W15. S_91/splice (1)

647 E AVSS_0.85_Y/G
3. CI-E1-R/Dash-Fra1 (12)

97c E AVSS_0.85_Gr15. S_97/splice (1)

53 GD,GE AVSS_0.85_R

29 GD,GE AVSS_0.85_L

2YBD-00013-00-10

HORN, SEAT, SOCKET HORN, SEAT, SOCKET (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)10)10)



7-13-1

FUSE BOX

SW-Seat

Alarm-B.up

Horn

Horn-Grip Rr

Socket-12V Power-12V

S_49

12V POWER (User)

SEAT

12V SOCKET

HORN

SEAT HEATER 

(W/O SW)

SWITCH SEAT

DC CONVERTER

48V VCC

FNR COMBI SW

RR COMBI LAMP

(REVERSE)

BLUE SPOT LAMP

5A

HORN

FUSE BOX

BATT

10A

SEAT HEATER

FUSE BOX (IG)

BATT RELAY

(IG)

10A

SOCKET

BATT

15A

WIPER MOTOR &

FAN-HEATER

FUSE BOX

BATT

CN-25RB
ST730018-3

1

CS-5B
S820-105000

1

S_657

CS-5A
S820-105000

1
S_665

CN-159
MG610320-5

1

2

CI-GD4-R
Ohgr-Dash4

10

CI-GD4-R
Ohgr-Dash4

9

CN-25RA
ST750036-3

1

CI-E4-P
Dash-Ohgr4

10

CI-E4-P
Dash-Ohgr4

9

S_46S_664

CS-73A
DT06-6S-CE06

4

6

5

1

3

S_897

CN-65A
MG640322-5

1

2

CN-139
MG610043

1

2

S_845

CI-C1-P
Fra-Dash1

22

CN-25B
171809-2

1

CI-C1-P
Fra-Dash1

21
CN-25A

171809-2

1

CI-E1-R
Dash-Fra1

21

CI-E1-R
Dash-Fra1

22

S_847

S_903

S_904

SW-Horn

IN OUT

VCC

GND

VCC

PWR

POWER(IG)

BUCKLE SW

HEATER GND

SW VCC

SIG

GND

VCC

GND

VCC

VCC

GND91g C,D AVSS_0.85_B/W15. S_91/splice (1)

49b D AVSS_0.85_L/W7. CI-D3-R/Fra-Arm3 (1)

3. CI-E1-R/Dash-Fra1 (18)

657 E AVSS_0.85_G/W

T12 C,D AVSS_0.85_R/G2. CN-32/Cont-Traction (12)

91e C,D AVSS_0.85_B/W15. S_91/splice (1)

21c C,D AVSS_0.85_L/W4. S_21/splice (1)

T9 C,D AVSS_0.85_V2. CN-32/Cont-Traction (9)

8 C,D AVSS_0.85_Gr/W

3. CN-36/Box-Fuse (9)

91c C,D AVSS_0.85_B/W15. S_91/splice (1)

647 E AVSS_0.85_Y/G

3. CI-E1-R/Dash-Fra1 (12)

97c E AVSS_0.85_Gr15. S_97/splice (1)

46a D AVSS_0.85_V7. CI-D3-R/Fra-Arm3 (2)

91b C,D AVSS_0.85_B/W15. S_91/splice (1)

13. CI-E4-P/Dash-Ohgr4 (6) 664 E AVSS_0.85_V

664b E AVSS_0.85_V4. CS-86/SW-Combi FNR (6)
664a E AVSS_0.85_V4. CN-109A/Cont-FNR1 (2)

49a C AVSS_0.85_L/W6. CS-35A/SW-Knob (4)

854g A,B UL1569_18_B/W15. S_854/Splice (1)

831c A,B UL1569_18_L/W4. S_831/Splice (1)

T112 A,B  UL1569_18_R/G2. CN-32/Cont-Traction (12)

T109 A,B  UL1569_18_V2. CN-32/Cont-Traction (9)

837 A,B  UL1569_18_Gr

3. CN-36/Box-Fuse (5)

897 EA  UL1569_18_G/W

3. CI-E1-R/Dash-Fra1 (18)

827 A,B  UL1569_18_Gr/W

3. CN-36/Box-Fuse (9)

889 EA  UL1569_18_Y/G

3. CI-E1-R/Dash-Fra1 (12)

854b A,B  UL1569_18_B/W15. S_854/Splice (1)

854e A,B  UL1569_18_B/W15. S_854/Splice (1)

854c A,B  UL1569_18_B/W15. S_854/Splice (1) 856c EA  UL1569_18_Gr15. S_856/Splice (1)

845a B  UL1569_18_V7. CI-D3-R/Fra-Arm3 (2)

847b B  UL1569_18_L/W7. CI-D3-R/Fra-Arm3 (1)
847a A  UL1569_18_L/W6. CS-35A/SW-Knob (4)

903a EA  UL1569_18_V4. CN-109A/Cont-FNR1 (2)

903 EA  UL1569_18_V13. CI-E4-P/Dash-Ohgr4 (6)

903b EA  UL1569_18_V4. CS-86/SW-Combi FNR (6)

29 GD,GE AVSS_0.85_L

665a E AVSS_0.85_L/W
904a EA  UL1569_18_L/W

657a E AVSS_0.85_G/W

897a EA  UL1569_18_G/W

53 GD,GE AVSS_0.85_R

46 C,D AVSS_0.85_V

49 C,D AVSS_0.85_L/W

845 A,B  UL1569_18_V

847 A,B  UL1569_18_L/W

665 E AVSS_0.85_L/W
904 EA  UL1569_18_L/W

28 C,D AVSS_0.85_Gr

3. CN-36/Box-Fuse (5)

2YBD-00014-00-10

HORN, SEAT, SOCKETHORN, SEAT, SOCKET (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-14

2YBD-00013-00-11

HEATER, AIR-CONDITIONER HEATER, AIR-CONDITIONER (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)11)11)



7-14-1

FUSE BOX

FUSE BOX

FUSE BOX

FRA-HTR8 cab

Contactor-Heater/AconHEATER

AIR-CON

LINE

CONTACTOR

P/NO: 21HE-92081

20A

AIRCON BLWR MOTOR
DC Converter

Cabin (12V)

5A

AIRCON CONTROL UNIT(IG)

DC Converter

Cabin (12V)

30A

AIRCON COMP

FUSE BOX

DC Converter

Cabin (12V)

20A

AIRCON COND MOTOR
DC Converter

Cabin (12V)

CN-30
MG610574-4

2

1

CN-31
174982-2

4

3

5

7

2

1

CI-C8-P
MG640329-5

CI-F2-P
Cab-Dash2

2

CI-E2-R
Dash-Cab2

2

CN-526A
S820-208000

1

CN-525A
171809-2

1

CN-46A
174354-2

1

2

CN-524A
S820-208000

1

CN-523B
171809-2

1

S_94

CN-523A
171809-2

1

CI-C8-R
Fra-Htr8

1

2

3

CI-R8-P
Htr-Fra8

1

2

3

CN-524B
S820-208000

1

CN-46B
1544678-1

2

1

CN-525B
171809-2

1

CN-526B
S820-208000

1

Comp-A.con

COMP (-)

COMP (+)

A.con

BLWR.MOTOR(+)

COND.MOTOR(+)

COND.MOTOR(-)

BATT ON

TAIL+

GND

Heater

BLWR MOTOR(+)

BLWR MOTOR(-)

PTC(+)

PTC(-)

In_Heater
Out_Heater

IN_Acon

Out_Acon

683 F AVS_3_B15. S_683,G-13/splice,GND-A.con (1,1)

683g F AVSS_1.25_B15. S_683/splice (1)

683b F AVSS_1.25_B15. S_683/splice (1)

678 F AVSS_0.5_W

3. CN-37/Box-Fuse (6)

675 F AVSS_1.25_Or

3. CN-37/Box-Fuse (4)

676 F AVSS_1.25_P

3. CN-37/Box-Fuse (5)

22b C,D AVSS_0.85_R/W4. S_22/splice (1)

91m C,D AVSS_0.85_B/W15. S_91/splice (1)

685a F AVSS_0.5_G13. S_685/splice (1)

33b C,D AVSS_0.85_G4. S_33/splice (1)

94 R AVS_5_B15. G-12/GND-Inverter - (1)

662a E AVSS_0.85_G4. S_662/ (1)

3 F AVS_5_R
2. CN-522/Contact-Inverter(cab) (1)

697 R AVS_5_R

2. CN-519B/Contact-Inverter2 (1)

9 F AVS_5_L 3. CN-37/Box-Fuse (13)

683h F AVSS_0.85_B 15. S_683/splice (1)
901a EA  UL1569_18_G4. S_901/Spilce (1)

854m A,B  UL1569_18_B/W15. S_854/Splice (1)

832b A,B  UL1569_18_R/W4. S_832/Splice (1)

839b A,B  UL1569_18_G4. S_839/Splice (1)

611 F AVSS_0.85_G

695 R AVSS_0.85_R/W

696 R AVSS_0.85_B/W

94a R AVSS_0.85_B381 R AVSS_0.85_G

746 R AVS_5_W

671 F AVS_3_R

3. CN-37/Box-Fuse (1)

2YBD-00014-00-11

HEATER, AIR-CONDITIONERHEATER, AIR-CONDITIONER (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-15

ILL-ILL+ LAMP1

SW1

SW2

15A

FRONT WIPER

FUSE BOX

BATT

CN-21
180900-5

2

4

1

3

CN-22
MG640605-5

1

2

CS-78
VC2-01

7

2

5

S_679

CS-78
VC2-01

3

8

1

4

6

CI-F1-P
Cab-Wip1

4

2

3

1

CI-T1-R
Wip-Cab1

4

2

3

1

Motor-Wiper Frt

GND

SPEED FEED SW

PARK FEED

PARK AUXILLAR FEED

Pump-Washer Frt

GND

VCC

SW-Wiper Frt

S1_IN2

ILL1(+)

S1_IN1

S2_IN1

S2_IN2

ILL1(-)

S1_OUT

S2_OUT

683e F AVSS_0.85_B15. S_683/splice (1)

683f F AVSS_0.85_B15. S_683/splice (1) 83 T AVSS_0.85_Gr

191 T AVSS_0.85_P

192 T AVSS_0.85_Y

193 T AVSS_0.85_G

679a F AVSS_0.85_G

698 F AVSS_0.85_Y

679b F AVSS_0.85_G

81g F AVSS_0.5_Gr
15. CI-F2-P/Cab-Dash2 (1)

744 F AVSS_0.85_P

734 F AVSS_0.85_W

685 F AVSS_0.5_G
13. S_685,CI-F2-P/splice,Cab-Dash2 (1,3)

679 F AVSS_0.85_G
3. CN-37/Box-Fuse (3)

2YBD-00013-00-12

WIPER, WASHER WIPER, WASHER (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)12)12)



7-15-1

SW-Wiper Frt

Pump-Washer Frt

Motor-Wiper Frt

ILL+ ILL-LAMP1

SW1

SW2

15A

FRONT WIPER

FUSE BOX

BATT

CN-21
180900-5

2

4

1

3

CS-78
VC2-01

7

2

5

CN-22
MG640605-5

1

2

CS-78
VC2-01

3

8

1

4

6

CI-T1-R
Wip-Cab1

4

2

3

1

S_679

CI-F1-P
Cab-Wip1

4

2

3

1 GND

SPEED FEED SW

PARK FEED

PARK AUXILLAR FEED

GND

VCC

S1_IN2

ILL1(+)

S1_IN1

S2_IN1

S2_IN2

ILL1(-)

S1_OUT

S2_OUT

683e F AVSS_0.85_B15. S_683/splice (1)

683f F AVSS_0.85_B15. S_683/splice (1)

685 F AVSS_0.5_G
13. S_685,CI-F2-P/splice,Cab-Dash2 (1,3)

81g F AVSS_0.5_Gr

15. CI-F2-P/Cab-Dash2 (1)

83 T AVSS_0.85_Gr

191 T AVSS_0.85_P

192 T AVSS_0.85_Y

193 T AVSS_0.85_G

744 F AVSS_0.85_P

734 F AVSS_0.85_W

679b F AVSS_0.85_G

698 F AVSS_0.85_Y

679a F AVSS_0.85_G

679 F AVSS_0.85_G

3. CN-37/Box-Fuse (3)

2YBD-00014-00-12

WIPER, WASHERWIPER, WASHER (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-16

B

CONVERTER DC
OUTPUT

L

E

FLASHER UNIT / CR-XX

B

L

E

FNR COMBI SW

P/NO:21M6-40052

15A

HEAD LAMP LH/RH

FUSE BOX (IG)

BATT RELAY
(IG)

5A

T/S LAMP &
BACK BUZZER

FUSE BOX (IG)

BATT RELAY
(IG)

5A

BEACON LAMP &
FAN

FUSE BOX

BATT

5A

WORK LAMP REAR

FUSE BOX

BATT

LAMP1

SW1

LAMP1

SW1

S_48

S_686

CR-11
312-GIHUNG-3P

2

CR-11
312-GIHUNG-3P

3

1

S_42

CS-88
MG610320-5

2

1

CL-21B
ST750036-3

1

CL-21A
ST730018-3

1

CI-C1-P
Fra-Dash1

9

CS-23
VC2-01

7

2

CI-E1-R
Dash-Fra1

9

CS-69
VC2-01

2

7

CS-69
VC2-01

3

8

CS-23
VC2-01

3

8

CI-GB3-R
Ohgl-Dash3

1

CI-E3-P
Dash-Ohgl3

3

2

CI-E3-P
Dash-Ohgl3

1

CI-GB3-R
Ohgl-Dash3

3

2

S_57

CI-E2-R
Dash-Cab2

3

CI-F2-P
Cab-Dash2

3
S_685

CS-32
VC2-01

8

6

3

CS-32
VC2-01

7

5

2

S_663

CI-GD5-R
Ohgr-Dash5

2

CI-E4-P
Dash-Ohgr4

2

1

3

CI-GD4-R
Ohgr-Dash4

2

1

3

CI-E5-P
Dash-Ohgr5

2

CI-GD4-R
Ohgr-Dash4

8

5

4

7

6

CI-E4-P
Dash-Ohgr4

8

5

4

7

6

CS-87
MG610327-5

1

3

2

CL-7B
DT06-2S

CL-22LB
DT04-2P

S_41

CL-60B
DT04-2P

CL-29L
DT06-2S

1

2

CL-17L
936187-3

2

3

RS-2
MG610043

1

2

S_74

CI-GE2-P
Ohgrf-Ohgrr2

2

CI-GF2-R
Ohgrr-Ohgrf2

2

CL-30L
DT06-2S

1

2

RS-3
MG610043

1

CI-GE1-R
Ohgrf-Ohgrr1

2

CL-22LA
DT06-2S

1

2

S_82

CI-GF1-P
Ohgrr-Ohgrf1

2

CI-GE1-R
Ohgrf-Ohgrr1

1

CI-GE1-R
Ohgrf-Ohgrr1

3

CL-16L
174262-2

1

3

4

2

6

RS-3
MG610043

2

CL-18L
936187-3

2

3

CI-GF1-P
Ohgrr-Ohgrf1

3

CI-GF1-P
Ohgrr-Ohgrf1

1

CL-15L
174262-2

1

3

4

2

6

CL-7A
DT04-2P

1

2

CI-GF1-P
Ohgrr-Ohgrf1

4

CI-GE1-R
Ohgrf-Ohgrr1

4
S_77

CI-GE2-P
Ohgrf-Ohgrr2

3

CI-GF2-R
Ohgrr-Ohgrf2

3

CI-GF1-P
Ohgrr-Ohgrf1

5

CI-GE1-R
Ohgrf-Ohgrr1

5
S_112

CL-60A
DT06-2S

2

1

S_71

CI-GF1-P
Ohgrr-Ohgrf1

6

CI-GE1-R
Ohgrf-Ohgrr1

6
S_113

S_689

Unit-Flasher

SW-Combi

VCC 12V

GND

FLASHER

T/SIG LH

T/SIG RH

Lamp-License
SIG

GND

SW-Beacon

S1_IN

ILL1(+) ILL1(-)

S1_OUT

SW-W.lamp Rr

S1_IN
S1_OUT

ILL1(+) ILL1(-)

Lamp-T.sig L(L)
T/SIG

GND

Lamp-Work Frt L(L)
VCC

GND

Resistor2
IN

OUT

SW-H.Lamp

ILL1(+)

S2_IN

ILL1(-)

S2_OUT1

S1_IN S1_OUT1

Lamp-Work Frt R(L)
VCC

GND

Lamp-Combi Rr R(L)
STOP

T/SIG

REVERSE

TAIL

GND

Lamp-Work Rr L(L)
VCC

GND

Lamp-T.sig R(L)
T/SIG

GND

Resistor3

IN OUT

Lamp-Combi Rr L(L)

STOP

T/SIG

REVERSE

TAIL

GND

Lamp-Beacon
VCC

GND

Lamp-B.spot(L) Rr

GND

VCC

42 E AVSS_0.85_Gr

97 E AVSS_1.25_Gr
15. S_97,CI-E1-R/splice,Dash-Fra1 (1,10)

42a E AVSS_0.85_Gr

47 E AVSS_0.85_Br

59 E AVSS_0.85_L

40 E AVSS_0.85_Y5. CS-84/SW-B.lamp (2)

664 E AVSS_0.85_V10. CI-E1-R,S_664/Dash-Fra1,splice (22,1)

97l E AVSS_0.85_Gr15. S_97/splice (1)

97m E AVSS_0.85_Gr15. S_97/splice (1)

663 E AVSS_0.85_G

663a E AVSS_0.85_G

663g E AVSS_0.85_G

45 E AVSS_0.85_G

3. CI-E1-R,S_656/Dash-Fra1,splice (27,1)

656 E AVSS_0.85_V/W

656a E AVSS_0.85_V/W
3. S_656/splice (1)

97k E AVSS_0.85_Gr 15. S_97/splice (1)

658a E AVSS_0.85_L
3. S_658/splice (1)

97d E AVSS_0.85_Gr 15. S_97/splice (1)

141 E AVSS_0.85_W655 E AVSS_0.85_R/W
4. CI-E1-R/Dash-Fra1 (26)

97g E AVSS_0.85_Gr15. S_97/splice (1)

43 C,D AVSS_0.85_G

LAMP1

SW1

SW2

91d C,D AVSS_0.85_B/W 15. S_91/splice (1)

97h E AVSS_0.85_Gr 15. S_97/splice (1)

65a E AVSS_0.85_P
3. S_65/splice (1)

97j E AVSS_0.85_Gr 15. S_97/splice (1)

66 E AVSS_0.85_L/R
3. CI-E1-R/Dash-Fra1 (40)

663b E AVSS_0.85_G
66

3f
 E

 A
V

S
S

_0
.8

5_
G

663c E AVSS_0.85_G

663d E AVSS_0.85_G

66
3e

 E
 A

V
S

S
_0

.8
5_

G

41 GD AVSS_0.85_Y

689 GD,GE AVSS_0.85_G

82f GD,GE AVSS_0.85_Gr

112 GF AVSS_0.85_Y

685 F AVSS_0.5_G 12. CS-78/SW-Wiper Frt (8)

686a GB AVSS_0.85_Gr

58 GB AVSS_0.85_G

686 GB AVSS_0.85_Gr

686b GB AVSS_0.85_Gr

57a GB AVSS_0.85_R

685a F AVSS_0.5_G 11. CN-31/A.con (2)

67 GE AVSS_0.85_Gr 68 GF AVSS_0.85_Gr

44 GD AVSS_0.85_Gr

57 GB AVSS_0.85_R

48a GD AVSS_0.85_G

50 GD AVSS_0.85_Br

48b GD,GE AVSS_0.85_G

60 GD AVSS_0.85_L

41a GD AVSS_0.85_Y

71a GD AVSS_0.85_V

48c GE AVSS_0.85_G 72 GF AVSS_0.85_G

74a GF AVSS_0.85_Gr

74b GF AVSS_0.85_Gr

74c GF AVSS_0.85_Gr

74d GF AVSS_0.85_Gr

75 GE AVSS_0.85_L 76 GF AVSS_0.85_L

82a GD AVSS_0.85_Gr

82c GD AVSS_0.85_Gr

82h GD,GE AVSS_0.85_Gr

82e GD AVSS_0.85_Gr

82g GD,GE AVSS_0.5_Gr9. CN-247A/Monitor1 (3)

82 GD,GE AVSS_0.85_Gr

689b GD AVSS_0.85_G

74 GF AVSS_0.85_Gr

82j GD,GE AVSS_0.85_Gr

82b GD AVSS_0.85_Gr

82k GE AVSS_0.85_Gr

71 GD,GE AVSS_0.5_V 9. CN-247A/Monitor1 (2)

82d GD AVSS_0.85_Gr

689c GE AVSS_0.85_G

689a GD AVSS_0.85_G

77 GF AVSS_0.85_G

77a GF AVSS_0.85_G

78 GE AVSS_0.85_Br 79 GF AVSS_0.85_Br

111 GE AVSS_0.85_Y 112a GF AVSS_0.85_Y

71c GD AVSS_0.85_V

71b GD AVSS_0.85_V

71d GE AVSS_0.85_V 113 GF AVSS_0.85_V

113a GF AVSS_0.85_V

113b GF AVSS_0.85_V

48 GD,GE AVSS_0.85_G

2YBD-00013-00-13

LAMP LAMP (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)13)13)



7-16-1

FUSE BOX (IG)

FUSE BOX (IG)

FUSE BOX

FUSE BOX

S1_IN

Resistor3

Ohgrr-Ohgrf1Ohgrf-Ohgrr1

LAMP1

OUTPUT

SW-Combi

FLASHER UNIT / CR-XX

P/NO:21M6-40052

Lamp-License

SW-H.Lamp

Unit-Flasher

S1_OUT

LAMP1

LAMP1

SW-Beacon

SW-W.lamp Rr

CONVERTER DC

L

EB

L

E

FNR COMBI SW

B

15A

HEAD LAMP LH/RH

BATT RELAY

(IG)

5A

T/S LAMP &

BACK BUZZER
BATT RELAY

(IG)

5A

BEACON LAMP &

FAN

BATT

5A

WORK LAMP REAR

BATT

SW1

SW1

S_48

CL-21B
ST750036-3

1

S_902

CL-21A
ST730018-3

1

CS-69
VC2-01

3

8

CS-23
VC2-01

3

8

S_842

CR-11
312-GIHUNG-3P

2

CR-11
312-GIHUNG-3P

3

1

S_42

CS-88
MG610320-5

2

1

CI-GD5-R
Ohgr-Dash5

2

CI-E5-P
Dash-Ohgr5

2

CS-23
VC2-01

7

2

CI-E4-P
Dash-Ohgr4

2

1

3

CS-32
VC2-01

8

6

3

CI-E1-R
Dash-Fra1

9

CI-GD4-R
Ohgr-Dash4

2

1

3

CI-E4-P
Dash-Ohgr4

8

5

4

7

6

CS-69
VC2-01

2

7

CS-32
VC2-01

7

5

2

CI-GD4-R
Ohgr-Dash4

8

5

4

7

6

S_663

CI-C1-P
Fra-Dash1

9

CI-GB3-R
Ohgl-Dash3

3

2

CI-E3-P
Dash-Ohgl3

3

2

CS-87
MG610327-5

1

3

2

S_57

CL-29L
DT06-4S

1

2

3

4

S_71

S_77

S_689

S_112

CL-7A
DT04-2P

1

2

S_82

S_58

S_113

S_74

CL-60A
DT06-2S

2

1

CL-22LA
DT06-2S

1

2

CL-7B
DT06-2S

S_686

CL-22LB
DT04-2P

RS-2
MG610043

1

2

S_41

CL-60B
DT04-2P

S_685

CI-GE2-P
Ohgrf-Ohgrr2

2

CI-GF2-R
Ohgrr-Ohgrf2

2

RS-3
MG610043

1

CL-16L
174262-2

1

3

4

2

6

RS-3
MG610043

2

CI-GE2-P
Ohgrf-Ohgrr2

3

CI-GF2-R
Ohgrr-Ohgrf2

3

CI-F2-P
Cab-Dash2

3

CI-E2-R
Dash-Cab2

3

CI-E3-P
Dash-Ohgl3

1

CI-GB3-R
Ohgl-Dash3

1

CL-30L
DT06-4S

1

2

3

4

CI-GE1-R
Ohgrf-Ohgrr1

5

CI-GE1-R
Ohgrf-Ohgrr1

2

CI-GE1-R
Ohgrf-Ohgrr1

3

CI-GE1-R

1

CI-GF1-P
Ohgrr-Ohgrf1

4

CI-GE1-R
Ohgrf-Ohgrr1

4

CI-GF1-P
Ohgrr-Ohgrf1

6

CI-GF1-P
Ohgrr-Ohgrf1

2

CI-GE1-R
Ohgrf-Ohgrr1

6

CI-GF1-P
Ohgrr-Ohgrf1

5

CI-GF1-P
Ohgrr-Ohgrf1

3

CI-GF1-P

1

CL-15L
174262-2

1

3

4

2

6

VCC 12V

GND

FLASHER

T/SIG LH

T/SIG RH

SIG

GND

Resistor2

IN

OUT

Lamp-Combi Rr R(L)

STOP

T/SIG

REVERSE

TAIL

GND

Lamp-Work Rr L(L)

VCC

GND

IN OUT

Lamp-Combi Rr L(L)

STOP

T/SIG

REVERSE

TAIL

GND

Lamp-Beacon

VCC

GND

Lamp-B.spot(L) Rr

GND

VCC

ILL1(+)

S2_IN

ILL1(-)

S2_OUT1

S1_IN S1_OUT1

ILL1(+) ILL1(-)

S1_IN

ILL1(+) ILL1(-)

S1_OUT

Lamp-Work Frt L

VCC

T-SIG

POSITION

WORK

Lamp-Work Frt R

GND

T-SIG

POSITION

WORK

40 E AVSS_0.85_Y5. CS-84/SW-B.lamp (2)

664 E AVSS_0.85_V10. CI-E1-R,S_664/Dash-Fra1,splice (22,1)

97l E AVSS_0.85_Gr15. S_97/splice (1)

97m E AVSS_0.85_Gr15. S_97/splice (1)

841 EA  UL1569_18_Y5. CS-84/SW-B.lamp (2)

856 EA  UL1569_16_Gr15. S_856,CI-E1-R/Splice,Dash-Fra1 (1,10)

856l EA  UL1569_18_Gr15. S_856/Splice (1)

856m EA  UL1569_18_Gr15. S_856/Splice (1)

903 EA  UL1569_18_V10. S_903,CI-E1-R/Splice,Dash-Fra1 (1,22)

42a E AVSS_0.85_Gr

42 E AVSS_0.85_Gr
842 EA  UL1569_18_Gr

45 E AVSS_0.85_G
844 EA  UL1569_18_G

842a EA  UL1569_18_Gr

47 E AVSS_0.85_Br
846 EA  UL1569_18_Br

663 E AVSS_0.85_G

59 E AVSS_0.85_L
850 EA  UL1569_18_L

902a EA  UL1569_18_G

902g EA  UL1569_18_G

663a E AVSS_0.85_G

663g E AVSS_0.85_G

902 EA  UL1569_18_G

97 E AVSS_1.25_Gr
15. S_97,CI-E1-R/splice,Dash-Fra1 (1,10)

3. CI-E1-R,S_656/Dash-Fra1,splice (27,1)

656 E AVSS_0.85_V/W

656a E AVSS_0.85_V/W
3. S_656/splice (1)

97k E AVSS_0.85_Gr 15. S_97/splice (1)

658a E AVSS_0.85_L

3. S_658/splice (1)

97d E AVSS_0.85_Gr 15. S_97/splice (1)

655 E AVSS_0.85_R/W
4. CI-E1-R/Dash-Fra1 (26)

97g E AVSS_0.85_Gr15. S_97/splice (1)

91d C,D AVSS_0.85_B/W 15. S_91/splice (1)

97h E AVSS_0.85_Gr 15. S_97/splice (1)

65a E AVSS_0.85_P

3. S_65/splice (1)

97j E AVSS_0.85_Gr 15. S_97/splice (1)

66 E AVSS_0.85_L/R
3. CI-E1-R/Dash-Fra1 (40)

851a EA  UL1569_18_P3. S_851/Splice (1)

896a EA  UL1569_18_V/W

3. S_896/Splice (1)

898a EA  UL1569_18_L

3. S_898/Splice (1)

852 EA  UL1569_18_L/R

3. CI-E1-R/Dash-Fra1 (40)

854d A,B  UL1569_18_B/W 15. S_854/Splice (1)

856d EA  UL1569_18_Gr 15. S_856/Splice (1)

856g EA  UL1569_18_Gr15. S_856/Splice (1)

856h EA  UL1569_18_Gr 15. S_856/Splice (1)

856j EA  UL1569_18_Gr 15. S_856/Splice (1)

856k EA  UL1569_18_Gr 15. S_856/Splice (1)

895 EA  UL1569_18_R/W

4. CI-E1-R/Dash-Fra1 (26)

896 EA  UL1569_18_V/W

3. S_896,CI-E1-R/Splice,Dash-Fra1 (1,27)

141 E AVSS_0.85_W

865 EA  UL1569_18_W

843 A,B  UL1569_18_G

902e EA  UL1569_18_G

663b E AVSS_0.85_G
902b EA  UL1569_18_G

66
3f

 E
 A

V
S

S
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.8
5_

G

902f EA  UL1569_18_G

663c E AVSS_0.85_G
902c EA  UL1569_18_G

663d E AVSS_0.85_G
902d EA  UL1569_18_G

43 C,D AVSS_0.85_G

SW1

SW2

66
3e

 E
 A

V
S

S
_0

.8
5_

G

41 GD UL1569_18_Y

48 GD,GE AVSS_0.85_Or

689d GD,GE AVSS_0.85_G

689 GD,GE AVSS_0.85_G

112 GF AVSS_0.85_Y

82 GD,GE AVSS_0.85_Gr

11. CN-31/A.con (2)685a F AVSS_0.5_G

57a GB UL1569_18_R

686a GB UL1569_18_Gr

67 GE AVSS_0.85_Gr 68 GF AVSS_0.85_Gr

44 GD UL1569_18_Gr

58a GB UL1569_18_G

58 GB UL1569_18_G

57 GB UL1569_18_R

686 GB UL1569_18_Gr

685 F AVSS_0.5_G 12. CS-78/SW-Wiper Frt (8)

71 GD,GE AVSS_0.5_V 9. CN-247A/Monitor1 (2)

41a GD UL1569_18_Y

48b GD,GE AVSS_0.85_Or

48a GD AVSS_0.85_Or

48c GE AVSS_0.85_Or

74a GF AVSS_0.85_Gr

74d GF AVSS_0.85_Gr

74 GF AVSS_0.85_Gr

75 GE AVSS_0.85_L 76 GF AVSS_0.85_L
60 GD UL1569_18_L

82a GD UL1569_18_Gr

72 GF AVSS_0.85_R

82j GD,GE AVSS_0.85_Gr

112a GF AVSS_0.85_Y

71a GD UL1569_18_V
113 GF AVSS_0.85_V

689a GD UL1569_18_G

77a GF AVSS_0.85_G

82h GD,GE AVSS_0.85_Gr

689b GD UL1569_18_G
689c GE AVSS_0.85_G

71c GD UL1569_18_V
113a GF AVSS_0.85_V

77 GF AVSS_0.85_G

50 GD UL1569_18_Br
79 GF AVSS_0.85_Br

82b GD UL1569_18_Gr

78 GE AVSS_0.85_Br

111 GE AVSS_0.85_Y

82c GD UL1569_18_Gr

71b GD UL1569_18_V
113b GF AVSS_0.85_V

71d GE AVSS_0.85_V

74b GF AVSS_0.85_Gr

74c GF AVSS_0.85_Gr

82d GD UL1569_18_Gr

82e GD UL1569_18_Gr

82k GE AVSS_0.85_Gr82g GD,GE AVSS_0.5_Gr9. CN-247A/Monitor1 (3)

2YBD-00014-00-13
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7-17

COLD STORAGE

FORK & MAST

DC CONVERTER
48V VCC

5A

OPTION

FUSE BOX

BATT

AVSS-BS_O1AVSS-BS_CD5 AVSS-BS_CD5 AVSS-BS_O1

CS-66
MG610320-5

1

2

CD-90B
ST730057-2
1

CN-18
MG610320-5

1

2

CD-90A
ST730057-2

1

CI-C10-R
Fra-Lim10

2

1

CI-C10-P
MG640322-5

1

2

CI-C9-P
174259-2

CI-S7-P
Cold-Dash7

2

CI-E7-R
Dash-Cold7

2

CI-S7-P
Cold-Dash7

1

CI-E7-R
Dash-Cold7

1

CD-6
DT06-4S

1

3

2

4

CI-O9-P
Gsnsr-Fra9

2

1

4

3

CI-C9-R
Fra-Gsnsr9

2

1

4

3

CI-QA10-P
Lim-Fra10

2

1

SW-Speed limit(mast)
VCC

RETURN

Main-Gsnsr9 cab

Heater_C/storage

GND

VCC

Sensor-Temp

IN OUT

Main-Limit10 cab
IN

OUT

Sensor-G
POWER

GND

CAN2 HI (500K)

CAN2 LO (500K)

821 S AVSS_0.85_Gr

372 S AVSS_0.85_P

383 QA UL1569_20_L

310 QA UL1569_20_R

307 S AVSS_0.85_B/L

16 C,D AVSS_0.85_L

21d C,D AVSS_0.85_L/W
4. S_21/splice (1)

97a E AVSS_0.85_Gr15. S_97/splice (1)

651 E AVSS_0.85_B/L
3. CI-E1-R/Dash-Fra1 (7)

326 O AVSS_0.3_B

306 O AVSS_0.85_Lg

84 O AVSS_0.85_B/W

325 O AVSS_0.3_R

441a C,D AVSS_0.3_B8. S_441/ (1)

442a C,D AVSS_0.3_W8. S_442/ (1)

164b C,D AVSS_0.5_P8. S_164/ (1)

90h C,D AVSS_0.5_B15. S_90/splice (1)

P10 C,D AVSS_0.85_R2. CN-33/Cont-Pump (10)

2YBD-00013-00-14

COLD CLIMATE AREA, FORK AND MAST COLD CLIMATE AREA, FORK AND MAST (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)14)14)



7-17-1

FUSE BOX

Sensor-G

SW-Speed limit(mast)

Main-Limit10 cab

Main-Gsnsr9 cab

Heater_C/storageSensor-Temp

FORK & MAST

COLD STORAGE

DC CONVERTER
48V VCC

5A

OPTION

BATT

UL1569_O1AVSS-BS_CD5 AVSS-BS_CD5

UL1569_AB5

UL1569_AB5

UL1569_O1

CS-66
MG610320-5

1

2

CD-90B
ST730057-2
1

CN-18
MG610320-5

1

2

CD-90A
ST730057-2

1

CI-C10-R
Fra-Lim10

2

1

CI-C10-P
MG640322-5

1

2

CI-C9-P
174259-2

CI-S7-P
Cold-Dash7

2

CI-E7-R
Dash-Cold7

2

CI-S7-P
Cold-Dash7

1

CI-E7-R
Dash-Cold7

1

CD-6
DT06-4S

1

3

2

4

CI-O9-P
Gsnsr-Fra9

2

1

4

3

CI-C9-R
Fra-Gsnsr9

2

1

4

3

CI-QA10-P
Lim-Fra10

2

1 VCC

RETURN

GND

VCC
IN OUT

IN

OUT

POWER

GND

CAN2 HI (500K)

CAN2 LO (500K)

21d C,D AVSS_0.85_L/W

4. S_21/splice (1)

97a E AVSS_0.85_Gr15. S_97/splice (1)

651 E AVSS_0.85_B/L

3. CI-E1-R/Dash-Fra1 (7)

441a C,D AVSS_0.3_B8. S_441/ (1)

442a C,D AVSS_0.3_W8. S_442/ (1)

164b C,D AVSS_0.5_P8. S_164/ (1)

90h C,D AVSS_0.5_B15. S_90/splice (1)

831d A,B UL1569_18_L/W

P110 A,B UL1569_18_R2. CN-33/Cont-Pump (10)

892 EA  UL1569_18_B/L

3. CI-E1-R/Dash-Fra1 (7)

869b A,B  UL1569_20_P8. S_869/Splice (1)

853h A,B  UL1569_20_B15. S_853/Splice (1)

856a EA  UL1569_18_Gr15. S_856/Splice (PIN1)

879a A,B UL1569_20_B8. S_879/Splice (1)

880a A,B UL1569_20_W8. S_880/Splice (1)

383 QA UL1569_20_L

310 QA UL1569_20_R

372 S UL1569_18_P

821 S UL1569_18_Gr

307 S UL1569_18_B/L

16 C,D AVSS_0.85_L
829 A,B  UL1569_18_L

306 O UL1569_18_Lg

84 O UL1569_18_B/W

326 O UL1569_20_B

325 O UL1569_20_R

P10 C,D AVSS_0.85_R2. CN-33/Cont-Pump (10)

2YBD-00014-00-14

COLD CLIMATE AREA, FORK AND MASTCOLD CLIMATE AREA, FORK AND MAST (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)



7-18

IN_GNDOUT_GND

OUT_GND

CONVERTER-DC

IN_GND

CONVERTER-DC_CABIN

G-8
S820-208000

1
G-9
S820-208000

1
G-12

S820-208000

1

S_683

S_90S_96

G-10
S820-208000

1

S_91

CI-E1-R
Dash-Fra1

10

CI-C1-P
Fra-Dash1

11

CI-C1-P
Fra-Dash1

10

CI-E1-R
Dash-Fra1

11

G-13
S820-208000

1

CI-E2-P
MG640329-5

S_97

CI-E2-R
Dash-Cab2

1

CI-F2-P
Cab-Dash2

1

GND-Frame

EARTH (FRAME)

GND-Seat

EARTH (SEAT)

GND-Controller

EARTH (CONTROLLER)

EARTH-HEATER

EARTH-AIRCON COMP

Dash-Cab2 cab

200 C,D AVSS_2_B 94 R AVS_5_B11. S_94,CN-46B/Heater2 (1,1)

683a F AVS_3_B

3. CN-140/Converter-DC(cab) (3)

96b E AVSS_0.85_B4. CN-110A/Cont-FNR2 (5)

91h C,D AVSS_0.85_B/W2. CN-92/Fan-Pump motor (2)

91m C,D AVSS_0.85_B/W11. CI-C8-R/Fra-Htr8 (2)
90c C,D AVSS_0.5_B4. CN-510B/Contact-Emer coil2 (1)

91ad C,D AVSS_0.85_B/W2. CN-115/Fan-T.motor2 (2)

91d C,D AVSS_0.85_B/W13. CL-21B/Lamp-License2 (1)

91n C,D AVSS_0.85_B/W2. CN-108/Fan-T.motor1 (2)

90d C,D AVSS_0.85_B4. DO-2A/Diode2 (1)

7. CI-D3-R/Fra-Arm3 (6) 91ac D AVSS_0.85_B/W

96a E AVSS_0.5_B8. CN-56/Cluster (18)
90 C,D AVSS_2_B

96c E AVSS_0.85_B4. CS-86/SW-Combi FNR (1)

91g C,D AVSS_0.85_B/W10. CN-25B/Horn2 (1)

96e E AVSS_0.85_B4. CD-13/Sensor-Sasa (4)

91b C,D AVSS_0.85_B/W10. CN-65A/Alarm-B.up1 (1)

90b C,D AVSS_1.25_B

4. CN-138/Converter-DC (3)

6. CI-D2-R/Fra-Val2 (2) 90j D AVSS_0.85_B

7. CI-D4-R/Fra-Arm4 (5) 91ab D AVSS_0.85_B/W

8. CN-56/Cluster (17) 96 E AVSS_0.5_B
91e C,D AVSS_0.85_B/W10. CS-73A/SW-Seat (5)
91c C,D AVSS_0.85_B/W10. CN-139/Socket-12V (1)

97l E AVSS_0.85_Gr13. CI-E4-P/Dash-Ohgr4 (2)

97j E AVSS_0.85_Gr13. CS-69/SW-W.lamp Rr (7)

97k E AVSS_0.85_Gr13. CS-32/SW-H.Lamp (7)

13. CI-E3-P/Dash-Ohgl3 (2) 97 E AVSS_1.25_Gr

97e E AVSS_0.85_Gr4. CN-109A/Cont-FNR1 (1)

97h E AVSS_0.85_Gr13. CS-23/SW-Beacon (7)

97m E AVSS_0.85_Gr13. CI-E5-P/Dash-Ohgr5 (2)

97a E AVSS_0.85_Gr14. CI-E7-R/Dash-Cold7 (2)

97g E AVSS_0.85_Gr13. CS-88/SW-Combi L2 (1)

97d E AVSS_0.85_Gr13. CR-11/Unit-Flasher (3)

97c E AVSS_0.85_Gr10. CN-159/Power-12V (2)

11. CN-30/Comp-A.con (2) 683 F AVS_3_B

97
b 

E
 A

V
S

S
_0

.8
5_

G
r

97f E AVSS_0.85_Gr4. CS-86/SW-Combi FNR (7)

81g F AVSS_0.5_Gr12. CS-78/SW-Wiper Frt (7)

90e C,D AVSS_0.5_B8. CD-70/Sensor-Load (C)
90f C AVSS_0.5_B8. CN-99/Device-Ana to can (2)

90g C,D AVSS_0.5_B8. CD-11/Sensor-G(fra) (2)
90h C,D AVSS_0.5_B14. CI-C9-R/Fra-Gsnsr9 (2)

11. CN-31/A.con (5) 683b F AVSS_1.25_B

3. CN-140/Converter-DC(cab) (1) 683d F AVS_3_B
12. CN-22/Pump-Washer Frt (1) 683e F AVSS_0.85_B

12. CI-F1-P/Cab-Wip1 (1) 683f F AVSS_0.85_B
11. CN-31/A.con (1) 683g F AVSS_1.25_B

11. CN-525B/Contact-Acon coil2 (1) 683h F AVSS_0.85_B

91 C,D AVSS_2_B/W
4. CN-138/Converter-DC (1)

2YBD-00013-00-15

GROUND GROUND (25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)(25B-X : -#0250, 30B-X : -#0186, 32B-X : -#0042, 35B-X : -#0087)15)15)



7-18-1

GND-Seat

Dash-Cab2 cab

GND-Controller

OUT_GND

CONVERTER-DC_CABIN

12V 300W ? 36/48V

IN_GND

12V 300W ? 36/48V

CONVERTER-DC

OUT_GND

IN_GND

G-8
S820-208000

1
G-9
S820-208000

1

S_683

S_96

CI-E2-P
MG640329-5

S_97

S_855

S_90

S_91

G-12
S820-208000

1

G-13

S820-208000

1

G-10
S820-208000

1

S_853

CI-E1-R
Dash-Fra1

10

CI-E1-R
Dash-Fra1

11

CI-C1-P
Fra-Dash1

11

CI-C1-P
Fra-Dash1

10
S_854

CI-E2-R
Dash-Cab2

1

S_856

CI-F2-P
Cab-Dash2

1

GND-Frame

EARTH (FRAME)EARTH (SEAT)

EARTH (CONTROLLER)

EARTH-HEATER

EARTH-AIRCON COMP

7. CI-D4-R/Fra-Arm4 (5) 91ab D AVSS_0.85_B/W

91g C,D AVSS_0.85_B/W10. CN-25B/Horn2 (1)

91n C,D AVSS_0.85_B/W2. CN-108/Fan-T.motor1 (2)

91b C,D AVSS_0.85_B/W10. CN-65A/Alarm-B.up1 (1)

91ad C,D AVSS_0.85_B/W2. CN-115/Fan-T.motor2 (2)

91m C,D AVSS_0.85_B/W11. CI-C8-R/Fra-Htr8 (2)

91h C,D AVSS_0.85_B/W2. CN-92/Fan-Pump motor (2)

91d C,D AVSS_0.85_B/W13. CL-21B/Lamp-License2 (1)
91c C,D AVSS_0.85_B/W10. CN-139/Socket-12V (1)

7. CI-D3-R/Fra-Arm3 (6) 91ac D AVSS_0.85_B/W

91e C,D AVSS_0.85_B/W10. CS-73A/SW-Seat (5)

854ad A,B  UL1569_18_B/W2. CN-115/Fan-T.motor2 (2)

854ab B  UL1569_18_B/W7. CI-D4-R/Fra-Arm4 (5)
854ac B  UL1569_18_B/W7. CI-D3-R/Fra-Arm3 (6)

854m A,B  UL1569_18_B/W11. CI-C8-R/Fra-Htr8 (2)

854e A,B  UL1569_18_B/W10. CS-73A/SW-Seat (5)

854n A,B  UL1569_18_B/W2. CN-108/Fan-T.motor1 (2)

854g A,B UL1569_18_B/W10. CN-25B/Horn2 (1)

854d A,B  UL1569_18_B/W13. CL-21B/Lamp-License2 (1)

854b A,B  UL1569_18_B/W10. CN-65A/Alarm-B.up1 (1)

854h A,B  UL1569_18_B/W2. CN-92/Fan-Pump motor (2)

854c A,B  UL1569_18_B/W10. CN-139/Socket-12V (1)

854 A,B UL1015_14_B/W 4. CN-138/Converter-DC (1)
91 C,D AVSS_2_B/W

4. CN-138/Converter-DC (1)

97l E AVSS_0.85_Gr13. CI-E4-P/Dash-Ohgr4 (2)

97a E AVSS_0.85_Gr14. CI-E7-R/Dash-Cold7 (2)

81g F AVSS_0.5_Gr12. CS-78/SW-Wiper Frt (7)

97d E AVSS_0.85_Gr13. CR-11/Unit-Flasher (3)
97e E AVSS_0.85_Gr4. CN-109A/Cont-FNR1 (1)

13. CI-E3-P/Dash-Ohgl3 (2) 97 E AVSS_1.25_Gr

97m E AVSS_0.85_Gr13. CI-E5-P/Dash-Ohgr5 (2)

97c E AVSS_0.85_Gr10. CN-159/Power-12V (2)

97g E AVSS_0.85_Gr13. CS-88/SW-Combi L2 (1)

97j E AVSS_0.85_Gr13. CS-69/SW-W.lamp Rr (7)

97f E AVSS_0.85_Gr4. CS-86/SW-Combi FNR (7)

856a EA  UL1569_18_Gr14. CI-E7-R/Dash-Cold7 (2)
856 EA  UL1569_16_Gr13. CI-E3-P/Dash-Ohgl3 (2)

856c EA  UL1569_18_Gr10. CN-159/Power-12V (2)
856d EA  UL1569_18_Gr13. CR-11/Unit-Flasher (3)
856e EA  UL1569_18_Gr4. CN-109A/Cont-FNR1 (1)
856f EA  UL1569_18_Gr4. CS-86/SW-Combi FNR (7)
856g EA  UL1569_18_Gr13. CS-88/SW-Combi L2 (1)
856h EA  UL1569_18_Gr13. CS-23/SW-Beacon (7)
856l EA  UL1569_18_Gr13. CI-E4-P/Dash-Ohgr4 (2)
856j EA  UL1569_18_Gr13. CS-69/SW-W.lamp Rr (7)
856k EA  UL1569_18_Gr13. CS-32/SW-H.Lamp (7)

856m EA  UL1569_18_Gr13. CI-E5-P/Dash-Ohgr5 (2)

200 C,D AVSS_2_B
870 A,B  UL1015_14_B

97
b 
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S
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  U
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97k E AVSS_0.85_Gr13. CS-32/SW-H.Lamp (7)

97h E AVSS_0.85_Gr13. CS-23/SW-Beacon (7)

94 R AVS_5_B11. S_94,CN-46B/Heater2 (1,1)

683a F AVS_3_B

3. CN-140/Converter-DC(cab) (3)

96b E AVSS_0.85_B4. CN-110A/Cont-FNR2 (5)
96a E AVSS_0.5_B8. CN-56/Cluster (18)

96c E AVSS_0.85_B4. CS-86/SW-Combi FNR (1)
96e E AVSS_0.85_B4. CD-13/Sensor-Sasa (4)

8. CN-56/Cluster (17) 96 E AVSS_0.5_B

11. CN-30/Comp-A.con (2) 683 F AVS_3_B
11. CN-31/A.con (5) 683b F AVSS_1.25_B

3. CN-140/Converter-DC(cab) (1) 683d F AVS_3_B
12. CN-22/Pump-Washer Frt (1) 683e F AVSS_0.85_B

12. CI-F1-P/Cab-Wip1 (1) 683f F AVSS_0.85_B
11. CN-31/A.con (1) 683g F AVSS_1.25_B

11. CN-525B/Contact-Acon coil2 (1) 683h F AVSS_0.85_B

855a EA  UL1569_20_B8. CN-56/Cluster (18)
855 EA  UL1569_20_B8. CN-56/Cluster (17)

855b EA  UL1569_18_B4. CN-110A/Cont-FNR2 (5)
855c EA  UL1569_18_B4. CS-86/SW-Combi FNR (1)
855e EA  UL1569_18_B4. CD-13/Sensor-Sasa (4)

90c C,D AVSS_0.5_B4. CN-510B/Contact-Emer coil2 (1)

90b C,D AVSS_1.25_B

4. CN-138/Converter-DC (3)

6. CI-D2-R/Fra-Val2 (2) 90j D AVSS_0.85_B

90f C AVSS_0.5_B8. CN-99/Device-Ana to can (2)

90h C,D AVSS_0.5_B14. CI-C9-R/Fra-Gsnsr9 (2)
90g C,D AVSS_0.5_B8. CD-11/Sensor-G(fra) (2)

90d C,D AVSS_0.85_B4. DO-2A/Diode2 (1)
90e C,D AVSS_0.5_B8. CD-70/Sensor-Load (C)

853c A,B  UL1569_20_B4. CN-510B/Contact-Emer coil2 (1)

853f A  UL1569_20_B8. CN-99/Device-Ana to can (2)

853b A,B  UL1569_16_B

853j B  UL1569_18_B6. CI-D2-R/Fra-Val2 (2)

853e A,B  UL1569_20_B8. CD-70/Sensor-Load (C)
853d A,B  UL1569_18_B4. DO-2A/Diode2 (1)

853h A,B  UL1569_20_B14. CI-C9-R/Fra-Gsnsr9 (2)

853g A,B  UL1569_20_B8. CD-11/Sensor-G(fra) (2)

90 C,D AVSS_2_B

853 A,B  UL1015_14_B

2YBD-00014-00-15

GROUNDGROUND (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-) (25B-X : #0251-, 30B-X : #0187-, 32B-X : #0043-, 35B-X : #0088-)
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GROUP 3 ELECTRIC FUNCTIONAL PARTSGROUP 3 ELECTRIC FUNCTIONAL PARTS

1. FUNCTIONS OF POWER FORKLIFT TRUCK AND PARTS1. FUNCTIONS OF POWER FORKLIFT TRUCK AND PARTS

The major functions of forklift truck are classified into two categories: Driving and loading/unloading.
These functions operated by AC motor, which uses battery as power source, and requires battery 
charger, accordingly.
It is required to select driving direction by making use of electric components such as drive control 
system and direction switching lever (front/rear section switch), and to adjust speed drive motor to 
operate forklift truck.
Protection circuits are embedded in control system for protecting truck and components from failure.
Monitoring system embedded in monitor panel monitors and shows conditions of truck and working to 
let operator take adequate acti9ons, if required. Monitoring system is mounted with sensors such as 
current sensor, hydraulic pressure sensor and temperature sensor. 
Forklift truck of Hyundai has operator-friendly features for adjusting conditions of truck dependent 
upon working environments at driver’s seat by making use of the advanced drive control system. Self-
diagnosis function displays current conditions of working truck, and provides environment for 
operation of truck in more efficient manner.
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2. BATTERY2. BATTERY

STRUCTURE  STRUCTURE  

1

2
3

4

6

7

8
95

13

10

12

25BX7ES07

 1 Cell
 2 Battery box
 3 Connector
 4 Connector

 9 Steering wheel
 10 lead acid level sensor
 12 Sleeve
 13 Cap

1)1)

 5 Terminal connector
 6 (+) Cable
 7 (-) Cable
 8 Plug
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GENERALGENERAL

Battery is power source for batter-
powered forklift truck, and careful 
handling of battery is very important.
Service life and capabilities of lift truck 
largely vary dependent upon routine 
handling and maintenance.
It is, therefore, must to ensure correct 
inspection and maintenance to keep 
battery at the best conditions.

2)2)

25BX7ES08

SPECIFICATIONS AND SERVICINGSPECIFICATIONS AND SERVICING3)3)

Specific gravity of fully charged battery

Specific gravity of fully discharged battery

Voltage at end of discharging

Electrolyte

Makeup solution

Insulation resistance

1.280 (25˚C)

1.120 (25˚C)

48V 

Refined thin sulfuric acid

Purified water (distilled water)

1 MΩ 

Item Unit 25B-X 30/32/35B-X

Type - Plumbic acid ←

Rated voltage V 48 ←

Capacity AH/hr 600/5 700/5

Electrolyte - Wet ←

Dimensions (W×L×H) mm 984×466×744 984×536×744

Connector (CE standard) - SB 350 or SR 350

Weight kg 1000 1150
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SAFETY PRECAUTIONSSAFETY PRECAUTIONS

When skin making contact with sulfuric acidWhen skin making contact with sulfuric acid
When skin, eyeball or clothes contacts with sulfuric acid, immediately flush with flowing water. If 
ingested, drink large volume of water or milk, and immediately see physician. Always wear safety 
goggles, face mask and rubber gloves when handling acid materials.

Prevention of heat source, and ventilationPrevention of heat source, and ventilation
Battery produces explosive hydrogen. There should be heat source in the vicinity of battery. 
Open battery cover to ventilate before battery charging. Charging battery in confined space, 
explosion may take place.

Never put metal articles on the top of battery.Never put metal articles on the top of battery.
Metal article on battery may cause short circuit, especially during charging. Flame is equally 
dangerous open fires.

Handling  of chargerHandling  of charger
When connecting or disconnecting a battery from a charger or attempting maintenance, make 
sure switches are all off. Ensure that the charger and the battery are matched. If a 300-Ah battery 
is used with a charger designed to charge a 500-Ah battery, it will severely overcharge the 
battery.

OPERATION PRECAUTIONSOPERATION PRECAUTIONS

Avoid over-dischargingAvoid over-discharging
If over-discharged, it will be difficult to restore the batteries to the original state by recharge. In 
order to maintain the batteries in use for long period of time, it is recommended to use the 
batteries with discharge amount not exceeding 80% of the rated capacity. Further care should be 
taken for preventing the unit cell voltage from falling below 1.5V.

Avoid over-chargingAvoid over-charging
If overcharged, the rise in battery temperature will become excessive, resulting in deterioration of 
plates and other parts and
markedly shortening of battery life

Avoid excessive elevation of temperatureAvoid excessive elevation of temperature
Be sure to open the cover of battery housing tray before charging. If there is a possibility of 
temperature to exceed 55°C, discontinue the charge operation temporarily, or reduce the charge 
current.

CHECKING CHECKING 

UnpackingUnpacking
 Batteries are delivered to customers in dry-charged condition. At unpacking, check whether the 

batteries and accessories have been damaged. If there are observed defects, you should notify 
the condition to our branch office or agent. Never remove the sealing plug until the battery is put 
into service.

4)4)

(1)(1)

(2)(2)

(3)(3)

(4)(4)

5)5)

(1)(1)

(2)(2)

(3)(3)

6)6)

(1)(1)
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Performance and maintenance of batteriesPerformance and maintenance of batteries
Initial charging
Battery gradually decreases its capacity during storage. In order to provide sufficient discharge 
capacity in the first discharge, the good initial charge is required. The conditions of initial charg-
ing are seen as below (at room temperature).
By modified constant voltage chargerBy modified constant voltage charger
Connect the battery to the charger and turn on the equalizing charge "ON." The battery will be 
fully charged and terminated automatically.
By constant voltage constant current charger (standard)By constant voltage constant current charger (standard)
Connect the battery to the charger and turn on the equalizing charge "ON." The battery will be 
fully charged and terminated automatically.

Discharge and capacity
The capacity of batteries is indicated at 5 hour rate capacity which means the battery can be 
discharged for 5 hours with the discharge current calculated by dividing the capacity value by 5 
until the unit cell mean voltage reaches down to 1.7V at the electrolyte temperature of 30˚C.
That is, the capacity is indicated by AH (ampere hour) being calculated as the product of ampere 
(A) and time (H). However, even if it is the same type of batteries, the capacity varies with the 
discharge conditions (discharge current, battery temperature and specific gravity of electrolyte).  
Even if the batteries discharged its full capacity, if immediately charged to full, there will be no 
harmful effects remained.  Ideal charging amount (AH) is 110-125% of the amount of previous 
discharge.  

Specific gravity of electrolyte
Specific gravity of electrolyte drops at discharge and rises at charge. When the batteries are fully 
charged, it becomes almost constant and shows no further rise. The specific gravity value varies 
with the change in temperature. Therefore specific gravity measurement should be made with 
temperature of electrolyte at the same so the measured specific gravity value could be corrected 
to that at the standard temperature of 25˚C by the following formula.

S25 = St + 0.0007 (t-25)

Where, S25 : Specific gravity at 25˚C
                St : Actually measured specific gravity at t˚C
                    t :  Electrolyte temperature (˚C)

The standard specific gravity for this type of battery is 1.280±0.01 (25˚C) at full charge condi-
tion. If the electrolyte decreases naturally while using, distilled water shall be replenished up to 
t h e 
specified level. (Never refill sulfuric acid).
Only when large quantity of electrolyte is lost due to spillage, etc., dilute sulfuric acid specified in 
gravity shall be added.

(2)(2)
① 

② 

③ 

a.

b.
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Normal charging 
Charge the discharged batteries as quickly as possible. The temperature of electrolyte before 
starting the charging operation shall preferably be below 45˚C, and the temperature during the 
charge should be maintained at no higher than 55˚C. (Under any unavoidable situations, it 
should never be above 55˚C). Methods of charging vary in precise meaning with the types of 
chargers used. A standard charging method is described hereunder. (If a special method is 
mentioned to be adopted, follow that instruction).
Charging by modified constant voltage automatic charger
There is almost automatic charger today which completes the charging just only connecting the 
plug between battery and charger without outer operating timer. But if your charger has it, after 
setting the timer for 3-4 hours and turn on the charger and the charger is left as it is, then the 
charge will be made automatically. In principle, regardless of the amount of previous discharge, 
it is not required to alter the setting of timer time. The recommendable current value of this type 
of charger is "5 hour rate current ×1.0-1.5" at the start of charging, and at the final stage it is "5 
hour rate current ×0.15-0.25". Normally the charge is terminated within 8~12 hours 
automatically.
Charging by constant current constant voltage automatic charger
After a lapse of specified charging time after the switch is turned on, the charge will be complet-
ed by turning off the switch. The charging time can be calculated by the following formula:

Amount of previous discharge (AH)
Capacity of charger (A)

When the amount of previous discharge is not known, use the 5 hour rate rated capacity of the 
batteries. At immediately after charging, the charge current is allowed up to 3 times 5 hour rate 
current. For charger provided with a timer, the charge will terminate automatically if the timer is 
set at the specified time according to the operation manual.
Charging by constant current charger
Connect the charger to the battery and charge the battery by 0.1C×5 hour rate nominal 
capacity current for 24 hours or more. 

Equalizing charging
When large number of cells are used in a set of battery, the voltage and specific gravity of 
respective cells tend to become unequal, resulting in necessity of charging all the cells at an 
appropriate time in order to equalize them. This is called equalizing charge. Normally the equal-
izing charge should be carried out once every month. The methods are in normal type charger, 
extend the charge for 5 more hours after full charge at the final stage current, and in automatic 
charger which is in most cases provided with timer, extend the time setting for 3-6 more hours.

④ 

⑤

a.

b.

c.

Charging time = + 2-3 (H)
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Replenishment of distilled water
Only the water content of electrolyte is decreased due to electrolysis of distilled water during 
charge and natural evaporation. If a battery used with the electrolyte decreased excessively, 
plates will deteriorate resulting in markedly shortening of battery life. Be sure to check the elec-
trolyte level once every week. If the electrolyte level is lowered, replenish distilled water up to the 
specified level. In this case, never attempt to replenish sulfuric acid or tap water. Use only dis-
tilled water for battery replenishment. If the amount of water required for weekly addition to a 
unit cell for 100 AH of battery capacity is in excess of 45 cc, it is assumed that the cell is receiv-
ing overcharge. Accordingly, be sure to reduce slightly the daily charge amount. Under the nor-
mal conditions, the addition of water per week is 45 cc or less. Incidentally, distilled water replen-
ishment should be made before charging to the content of minimum level. (For the purpose of 
uniform stirring of electrolyte by charging).
If the electrolyte level is improper after completion of charging, you may topping up the electro-
lyte level to the maximum level.
Determination of replenishment time and methods (cell with ONE TOUCH CAP)
Confirm the electrolyte level by looking at the float in the ONE TOUCH CAP. If too low as 
shown in figure, replenish distilled water. Replenishment shall be performed after opening the 
cover of the plug using syringe and jug. When refilling is completed, close each cover com-
pletely until "click" sound is heard.

⑥  

a.

Minimum Level

Cell cover

Float

Cell cover

Maximum Level

Float

B153EL041 B153EL042

Minimum level

Cell cover

Float
Cell cover

Maximum level

Float
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CleaningCleaning
If electrolyte spills or the cells are polluted with dust or stains, it will cause generation of leak cur-
rent. Wipe off dust and stains with moist cloth and clean in such a manner that the cells are kept 
in dry condition. In the case of plastic containers or covers, never use such organic solvents as 
paint thinner and gasoline.  If used, the plastic containers or covers may suffer cracking. If you 
are forced to use them, be sure to use white kerosene.

Notice on chargingNotice on charging
The charging area must be well ventilated to facilitate exhaust of gas generated from the battery 
during charging. Charge the battery in an area free from iron working, welding, etc. Further the 
battery generates hydrogen, oxygen, acid mist and on rare occasions, hydrogen sulfide during 
charging depending on the case. Special care may be required in the case of equipment and 
objects near the battery that may contaminated or damaged. Do not pull out the charging plug 
during charging, as it will cause sparks. Since hydrogen gas generated during charging may 
remain in the area surrounding the battery after charging, never bring fire or flame close to this 
area. In case of counter-balance type vehicles, open the battery cover before charging.

Repair of failure cellRepair of failure cell
To remove a cell from the circuit or battery from steel tray, it is first necessary that the intercell 
connector be removed.
Before performing any repairs, you must open one-touch caps for gas purging of all cells. After 
you have finished that, must remove connector covers and on-touch caps from failure cell 
including surrounding cells. All vent holes of cells removed of one-touch caps must cover by 
four layers of water dampened cloth and then proceed with repairs. Using an acid syringe with-
draw sufficient electrolyte from failure cell to reduce the liquid levels until minimum level indicat-
ing of one touch caps.
The safe and most efficient method of removing a connector from failure cell as well as all sur-
rounding cells is with hand or electric drill (25 mm).

⑦ 

⑧ 

⑨ 
a.

b.

c.

Upon completion of drilling, the intercell connectors can be lifted off.
Lifted off the failure cell from circuit after removing of intercell connector.
Installing new cell and connector.
With surfaces properly cleaned and neutralized, position the connectors.
Place damp rags around each lead head. Hold tip of the welder in center of post move welder 
completely around top of post and out to the area where the post meets the connector. Move 
welder back to center of post and add molten lead until area is filled to top of connector. Again, 
move welder completely around area, with tip on molten lead. If you have jig for welding con-
nector, have easier and better welding work.
When replacing electrolyte in a repaired cell, use sulphuric acid of the same specific gravity that 
is found in the balance of the battery.
Finally, rejoin connector covers and one-touch caps to the cells.

d.
e.
f.
g.
h.

i.

j.

You must make sure to clear of explosive hydrogen gas in the cells before repairs. Be careful You must make sure to clear of explosive hydrogen gas in the cells before repairs. Be careful 
not to drill to far into the cell and damage the unit. During drilling operation make sure lead curls not to drill to far into the cell and damage the unit. During drilling operation make sure lead curls 
produced do not contact opposite cell poles and cause a spark.produced do not contact opposite cell poles and cause a spark.
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Summary of daily maintenance
Avoid overcharge. After discharge, charge the batteries immediately. The standard frequency 
of equalizing charge is more than once every month.
Be sure to check the electrolyte level once every week. If the electrolyte level is lowered, 
replenish distilled water up to the specified level.
The top surface of battery cells should be kept clean and dry. 
Be sure to keep open the cover of battery housing tray during charge.
Never draw near open fires such as lighted cigarettes or burning matches during charge.

OthersOthers
Storage of batteries
When batteries are stored, keep them away from room heaters or other heat generating 
sources.
Clean, cool and dry place where no direct sunlight is suited for battery storage. Before putting 
into storage, it is important to charge the batteries and keep the electrolyte level at the specified 
level.
When the temperature in storage location is higher than 20˚C, check the specific gravity once a 
month, and when lower than 0˚C, check it once every two months. If the measurements show 
values lower than 1.230 (20˚C), it is required to charge the battery in accordance with the 
method described in NORMAL CHARGE.

Maintenance record
It is recommended to keep maintenance record in order to know the operational conditions of 
batteries. Daily charge and discharge, equalizing charge requirements, and distilled water 
replenishment requirements can be clarified at a glance. Measurements of specific gravity and 
temperatures once every two to four months after equalizing charge and maintenance thereof 
will serve for battery health diagnosis.

Electrolyte temperature (˚C)
The operating temperature range of batteries is -10-45˚C (temperature of electrolyte). If the 
batteries are exposed to cold atmosphere in discharged condition, the electrolyte may freeze, 
and in extreme cases, the capacity will be decreased, but, if not frozen, no adverse effects will 
be exerted.
Contrarily if the temperature is high, especially if used at above 55˚C, the battery life will be 
considerably shortened. Care must be taken so that the temperature during charge will be 
maintained at 55˚C or lower. Even under unavoidable circumstances it should not exceed 55˚C.

a.

b.

c.
d.
e.

⑩ 

(3)(3)
① 

② 

③ 
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Nature of trouble

Deformation

Breakage

Sulfate

Deformation of container

Lid or one-touch cap

Specific gravity drops and 

capacity is decreased.

Charge voltage rises rapidly 

with immature gassing in 

earlier stage but specific 

gravity does not rise and 

charge can't be carried out.

··

External impact, improper 

handling, excessive vibration

Excessive temperature 

rising or external impact

When left in state of discharge 

or left long without 

equalizing charge.

Insufficient charge. 

When electrolyte is so decreased 

that plate is deposed.

When concentration of 

electrolyte rises.

When impurities are mixed 

in electrolyte.

Replace.

Replace or install a new 

one.

Replace.

Need equalizing charge.

Need equalizing charge.

Need equalizing charge.

Adjust specific gravity.

Replace electrolyte.

Symptoms Causes Corrective actions

FAILURE DIAGNOSIS AND TROUBLESHOOTINGFAILURE DIAGNOSIS AND TROUBLESHOOTING7)7)

Excessive temperature 

rising or external impact

Electrolyte leakage according 

to breakage of container, lid 

or one touch cap.

Termination of connector 

or pole post etc.

·

·

·

·

·

·

·

·

·

·

·

·

·

·

Decrease and 

falling of specific 

gravity

Rise of specific 

gravity

May be easily detected by 

measurement of the 

specific gravity.

May be easily detected by 

measurement of the 

specific gravity.

Rise of temperature due to 

such trouble.

When left long period 

without refilling of water.

Short circuit.

Diluted sulfuric acid is used 

in refilling.

When the electrolyte level 

excessively drops.

Replace.

Refill water in regular period.

Replace.

Adjust specific gravity after 

full charge.

Refill distilled water.

·

·

·

·

·

·

·

·

·

·

·

·

Mixing of 

impurities

Decrease of capacity. 

Drop of charge and discharge 

voltage.

Odor of generated gas and 

coloring of the electrolyte.

Metals such as iron, copper 

nickel and manganese.

Impurities such as sea 

water, chloric acid, nitric 

acid etc.

Filling of impure water.

Under a fully discharged 

condition, pour out the 

electrolyte.  Then pour in 

an acid of the specific 

gravity higher by 0.03-0.05 

than that of the drained 

acid.  Charge fully and 

adjust the specific gravity 

to the specified value.

·

·

·

·

·

·

·

·

·

·

·

·
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3. DRIVE MOTOR3. DRIVE MOTOR

STRUCTURE  STRUCTURE  

12
4

6

1

7

2

10

5
3

9
8

11

25BX7ES02

1)1)

 1 Rotor 
 2 Stator
 3 End cap
 4 End cap

 5 Bearing
 6 Bearing
 7 Stud bolt
 8 Terminal block

 9 Speed sensor kit
 10 Temperature sensor
 11 Protection block
 12 Oil seal
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SPECIFICATIONSSPECIFICATIONS2)2)

Item Unit Specifications

Type

Rated voltage

Rated output

Insulation

-

Vac

kW 

-

ASRH4001

30

14

Grade F

CHECKINGCHECKING

RotorRotor
Always clean the rotor with compressed 
air. If dust is not removed, wipe the rotor 
with soft cloth or cotton dampened with 
gasoline.
·Diameter : Ø 178.9±0.05
·Tools : Vernier calipers and standard tools

StatorStator
Always clean the rotor with compressed 
air. If dust is not removed, wipe the stator 
with soft cloth or cotton dampened with 
gasoline while exercising care for protect-
ing coil insulator from damage.

Repeat inspection of power source line 2 
of the stator with meter-ohm gauge. 
(U-V, V-W, W-U)
·Proper resistance : 3.2 mΩ

Measuring insulator
Make use of insulator gauge (1000V, 
min. 10 mΩ) to perform measurement as 
shown on the photo. Replace insulator 
with new part, if damaged.

(1)(1)

(2)(2)

3)3)

25BX7ES03

25BX7ES04

①

②
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4. PUMP MOTOR4. PUMP MOTOR

STRUCTURE STRUCTURE  

3

6

1

7

10
6

8

4

8

511

9

2

12

25BX7ES05

1)1)

 1 Rotor 
 2 Stator
 3 End cap
 4 End cap

 5 Speed sensor kit
 6 Bearing
 7 Stud bolt
 8 Bracket

 9 Terminal block
 10 Temperature sensor
 11 Protection block
 12 Oil seal
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INTERNAL INVOLUTE SPLINE DATAINTERNAL INVOLUTE SPLINE DATA3)3)

SPECIFICATIONSSPECIFICATIONS2)2)

Item Unit Specifications

Type - AMSR4001

Rated voltage Vac 30

Rated output kW 15

Insulation - Grade F

Item Unit Specifications

Flat root side fit

No. of teeth EA 11

Pressure angle Degree 30

Spline pitch - 16/32

Major diameter mm 19.7104

Form diameter mm 19.1516

Minor diameter mm 16.0274

Pin diameter mm 2.7432

CHECKINGCHECKING

RotorRotor
Always clean the rotor with compressed air. If dust is not removed, wipe the rotor with soft cloth or 
cotton dampened with gasoline.
·Diameter : Ø 123.1±0.05
·Tools : Vernier calipers and standard tools

StatorStator
Always clean the rotor with compressed air. If dust is not removed, wipe the stator with soft cloth 
or cotton dampened with gasoline while exercising care for protecting coil insulator from damage.

Repeat inspection of power source line 2 of the stator with meter-ohm gauge. (U-V, V-W, W-U)
·Proper resistance: 3.8 mΩ

Measuring insulator
Refer to Page 7-28 Measuring Stator of Drive Motor.

(1)(1)

(2)(2)

4)4)

①

②
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6. CONTROLLER SYSTEM6. CONTROLLER SYSTEM

STRUCTURE  STRUCTURE  

Controller-Fingertip

Pump motor controller

Traction motor controller

25BX7ES06

1)1)

Model Application Type Power Current limit

1236SE-5621 Traction MOSFET 36-48V, 600A 600A/2 min

1236SE-5621 Pump MOSFET 36-48V, 600A 600A/2 min

1353-6101 Fingertip Valve controller 36-48V, 70A -

Drive controller

Pump controller

Fingertip controller
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OPERATIONAL FEATURES OPERATIONAL FEATURES (TRACTION AND PUMP CONTROLLER)

FeaturesFeatures
The controller controls closed circuit speed and torque for induction (ACIM) and surface 
permanent magnet (SPM) motor.
Field-oriented motor control algorithm of high efficiency capable of exerting max. motor torque in 
any working environments
Hi-end pulse-width modification technology ensuring efficient consumption of battery voltage, 
low motor harmonics, low torque ripple, and min. conversion loss
Very large-scope torques and speeds including full playing function
Smooth low-speed control including zero speed
ACIM motor mitigating field, an d SPM motor capable of controlling speeds including non-load 
basic speed
Control algorithm is applied to motor temperature variation for keeping optimal capabilities in 
conditions of wide range and high diversity.
Power limit map reduces heat generated from motor, and is capable of satisfying capability 
requirements for keeping capability constant under various battery charging conditions.
The functions of overheat prevention, warning and auto stop protect motor and controller.
Power base of metal insulation substrate of excellent heat transfer enhances reliability.
Embedded auto characterization routine for optimizing trucks for motor capabilities and efficiency
Powerful operating system is capable of performing control of truck and motor, and parallel 
processing of user-defined programmable logic (VCL).
Wide-range input/out are applied whenever required for controlling distributed systems to the 
largest extent. 
Embedded dual drive software easily sets and controls of common dual drive trucks without 
VCL.
Battery charging indicator, hour meter and service timer
CANopen compatible with CAN bus (CAN bus protocol configured through VCL)
Increased CAN master capabilities (VCL execution speed and code space)
Field programming mode allowing flash download of main operation codes.
Programming facilitated by portable Curtis 1311 programmer, and 1314 PC programming.
Stubbornly sealed housing and connector satisfy IP65 environmental sealing standards in 
severe environments.
Compliant with 2006/42/EC and EN13849

(1)(1)

·

·

·

·
·
·

·

·
·
·
·

·

·

·
·
·
·
·
·

·

2)2)
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DESCRIPTION OF THE CONNECTORSDESCRIPTION OF THE CONNECTORS

Traction and pump controllerTraction and pump controller
Every low-power connection is connected through single 35-in AMPSEAL connector.
Plug housing for coupling is AMP P/N 776164-1, and contact pin is AMP P/N 770520-3. 
Connector accommodates 0.5-1.25 mm (20-16 AWG) wire having thin wall insulator of 1.7-2.7 
mm diameter. The wire is sealed in unused connector of silo-diagram together with seal plug 
77068-1.

3)3)

(1)(1)

25BX7ES11

PIN NAME DESCRIPTION

1 KSI Input of key switch signal, supplying controller logic and coil driver power

2 Prop. Driver
Proportional driver. Coil driver having current control function commonly used 

on hydraulic proportional valve

3 Driver 4 Common driver No. 4: Usable as digital input also; low-frequency PWM function

4 Driver 3
Common driver No. 3: Usable as digital input also; low-frequency PWM 

function; typically used for pump connector

5 Driver 2
Common driver No. 2: Usable as digital input also; low-frequency PWM 

function; slightly higher rated current, typically used for electromagnetic brake

6 Driver 1
Common driver No. 1: Usable as digital input also; low-frequency PWM 

function; typically used for main connector

7 I/O Ground Input & output ground criteria

8
Switch 2

Analog 2
Usable as common switch input No. 2 or common analog input No. 2

9 Switch 3 Common switch input No. 3

10 Switch 4 Common switch input No. 4

11 Switch 5 Common switch input No. 5

12 Switch 6 Common switch input No. 6

13 Coil Return Coil return pin of every connector coil

14 Switch 16 Common switch input No. 16

15 Throttle Pot High Pot high power connection of 3-wire throttle pot 1

16 Throttle Pot Wiper Pot wire connection of throttle pot 1

17 Pot2 Wiper Port wire connection of throttle pot 2
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PIN NAME DESCRIPTION

18 Pot Low Common pot low-connections of throttle and brake pots

19 Digital Out 6 Usable for On/Off function or output driver, and digital input

20 Digital Out 7 Usable for On/Off function or output driver, and digital input

21 CAN Term H High-power connection of CAN terminal jumper

22 Switch 7 Common switch input No. 7

23 CAN H CAN Bus High

24 Switch 1 Usable as common switch input No. 1 or common analog input No. 1

25 +12V Out Non-regulatory low-power +12V output

28 Serial TX Serial transmission line for display or flash update

29 Serial RX Serial receiving line for flash update

30 Analog Output Low-power, low-frequency 0V - 10V analog output

31
Position Feedback 

A

Quadrature encoder input phase A (ACIM motor), Sin/Cos sensor input sine 

(SPM motor)

32
Position Feedback 

B

Quadrature encoder input B (ACIM motor), Sin/Cos sensor input sine (SPM 

motor)

33 Switch 8 Common switch input No. 8

34 CAN Term L Low-power connection of CAN terminal jumper

35 CAN L CAN Bus Low
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Fingertip controllerFingertip controller
Every low-power connection is connected through single 23-in AMPSEAL connector.
Plug housing for coupling is AMP P/N 770680-1, and contact pin is AMP P/N 770520-3. 
Connector accommodates 1.7-2.7 mm (20-16 AWG) wire having thin wall insulator of 1.7-2.7 mm 
diameter.
Pins of 1353 are not sealed until connector is fully latched and locked. Cable harness connector 
include silicone rubber, an essential part for module sealing.

(2)(2)

25BX7ES11

PIN NAME DESCRIPTION

1 B+ Positive electrode of battery

2 B- Negative electrode of battery

3 +5 V Non-regulatory low-power +5 V output

4 I/O GND Input & output ground criteria

5
Analog Input 4 / 

Encoder 2B
Voltage or resistance input 4, quadrature encoder input phase 2B

6
Analog Input 4 / 

Encoder 2B
Voltage or resistance input 3, quadrature encoder input phase 2A

7 CAN H CAN Bus High communication line

8 CAN L CAN Bus Low communication line

9 B- Marginal battery negative electrode (for high-current drive)

10 +12 V Non-regulatory low-power +12 V output

11
Analog Input 5 / 

Serial TX
Voltage or resistance input 5, serial transmission

12
Analog Input 6 / 

Serial RX
Voltage or resistance input 6, serial receiving

13
Analog Input 2 / 

Serial 1B
Voltage or resistance input 2, quadrature encoder input phase 1B

14
Analog Input 1 / 

Serial 1A
Voltage or resistance input 1, quadrature encoder input phase 1A

15 Input/Output 9 Active high input 9, high-power PWM active low output 9

16 Input/Output 8 Active high input 8, high-power PWM active low output 8

17 Input/Output 7 Active high input 7, high-power PWM active low output 7

18 Input/Output 6 Active high input 6, high-power PWM active low output 6

19 Input/Output 5 Active high input 5, high-power PWM active low output 5
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Encoder connection Encoder connection (drive and pump)
Two control lines are configured inside for reading quadrature type position encoder.
Power supply of encoder is commonly 5V (Pin 26) or 12V (Pin 25), and power can be supplied by 
5V - B+ by external source only when logic critical value is satisfied.

These signal tolerances should be within operating conditions of application including scope of 
voltage, temperature, speed and torque.

(3)(3)

25BX7ES12

PIN NAME DESCRIPTION

25 + 12 V Power supplying to positive electrode of encoder

7 GND Power supplying to negative electrode of encoder

31 ENC A Encoder A phase 

32 ENC B Encoder B phase

Channel A

Channel A

Channel B

PIN NAME DESCRIPTION

20 Input/Output 4 Active high input 4, high-power PWM active low output 4

21 Input/Output 3 Active high input 3, high-power PWM active low output 3

22 Input/Output 2 Active high input 2, high-power PWM active low output 2

23 Input/Output 1 Active high input 1, high-power PWM active low output 1
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PROGRAMING AND ADJUSTMENTPROGRAMING AND ADJUSTMENT
It is allowed to adjustment parameters through portable 1313 programmer or cluster.
※ Refer to Display Section for adjustment of variables on cluster. (Page 7-64)Refer to Display Section for adjustment of variables on cluster. (Page 7-64)

Adjusting with portable programmer (opt)Adjusting with portable programmer (opt)
Adjustment and change of variables for inverter configuration are made through portable 1313 pro-
grammer.

4)4)

25BX7ES14

25BX7ES15

ConnectedConnected
Once connection is made, the screen is displayed as shown below.

Pressing Select soft key on the screen prompts the variable screen. Pressing Offline soft key 
switches 1313 HHP to offline mode. 1313 HHP can be connected to the controller. 1313 HHP is 
cable of performing functions not required of connection.

(1)(1)

Connect to the main harness of the lift truck.

※ Turn Start key to OFF position, and then make connection and release.Turn Start key to OFF position, and then make connection and release.

Date and hour

Accessible step

Battery status
(opt)

Connected to system
※ (/) Not connected

Additional description
Soft key description

Press the soft key immediately below the 
desired soft key menu.
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SAFETY INSTRUCTIONSSAFETY INSTRUCTIONS
Make sure that battery is disconnected before use.
Driving wheel should be prompted or deactivated during driving to prevent unexpected operation 
or moving in wrong direction during initial startup of the truck. Open the value during hydraulic 
operation to prevent excessive rise of pressure if the relief valve pressure malfunctions.
Prerequisite actions should be taken for safety for ensuring prevention of damage to workers or 
equipments.
The inside battery is kept charged for a certain period even when the key switch is kept open 
after starting operation. Separate the battery for safety drive, and use resistance of 10-100 Ω to 
make short circuit between power terminals of positive and negative electrodes of the inverter 
battery. 

5)5)

25BX7ES16

Key descriptionKey description

How to adjust variablesHow to adjust variables
On Variable screen of the main screen, press +/- keys to adjust parameters. If the menu contains 
8 items or more, a scroll bar appears on the right corner of the screen. (See Page 7-40.)

MonitorMonitor
This menu displays real-time values. Refer to the user’s manual of the controller for description of 
the values. This menu is useful for setup, testing, diagnosis and troubleshooting. (See Page 
7-45.)

DiagnosisDiagnosis
This menu displays current errors and defects records. (See Page 7-49.)

(2)(2)

(3)(3)

(4)(4)

(5)(5)

·
·

·

·

Soft key

Arrow key

Power

My favorite

± key

Help

Main screen
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7. CLUSTER7. CLUSTER

SERVICE MENUSERVICE MENU1)1)

Step Display DESCRIPTION

1

 25BX7ES17

1. When starting the truck, a screen is prompted as 

shown on the left.

2. On the first screen, press "ESC" button for one 

seconds or longer.

2

 25BX7ES18K

1. Password input screen is displayed as shown on 

the left.

2. Use "LEFT/RIGHT" buttons and "ENTER"button to 

enter password.

3

 25BX7ES17

1. Once password is entered, the first screen is 

displayed as shown on the left.

2. Press "HOME" button.

4

 25BX7ES19K

1. Service Menus are displayed as shown on the left.

2. Press "LEFT/RIGHT" button to select desired 

menu, and press "ENTER" button to access the 
menu.

3. Press "ESC” to move to the previous menu.
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System setupSystem setup
It is allowed to change setting and variables of drive and pump.

(2)(2)

25BX3KY26K

25BX3KY29

25BX3KY27K 25BX3KY28

① Drive inverter Drive inverter

Set options Description

Battery Charge Check 

Enable

- ON : Activating battery charging door sensor function
- OFF : Deactivating battery charging door sensor function

Lithium Battery Enable

This setting is used for checking AC conditions between the drive system and the 
lithium ion battery management system.
- ON : Lithium ion battery and BMS in use
- OFF : Lithium ion battery and BMS not in use

Safety Belt Sequence 

Option

- None : Sitting on driver seat for drive and lifting
- Option #1 : Sitting on driver seat, and wearing safety belt for drive and lifting; sequence independent
- Option #2 : Sitting on driver seat, and wearing safety belt for drive and lifting; sequence dependent

BDI Lockout Enable

- ON : Activating BDI locking device

- OFF : Deactivating BDI locking device (default)

※ BDI lockout: Controller limiting lifting function if battery changing balance is less then set level

Motor Fan Working 

Type

The cooling fan installed adjacent to the motor plays the following functions:

- None : Fan inactive

- Option #1 : Fan operating always

- Option #2 : Operating upon abnormal temperatu7re of drive and pump motor

- Option #3 : Activating when motor operates

Position Hold Enable
- ON : Activating slop stop function

- OFF : Deactivating slop stop function

Traction Cutback En-

able

Drive speed is limited if the mast ascends higher than specified height.

- ON : Activating drive speed limiting

- OFF : Deactivating drive speed limiting
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Variable Description

BDI LockOut Level

(Used when BDI Lockout Enable setting is ON)

※ BDI lockout level: Controller limiting lifting function if battery changing balance is less 

then set level

Seat Switch Delay Defining variable of time delay after turning driver seat switch

Traction Cutback 

Speed
Setting limited drive speed when mast ascends higher than specified height

Mast Cutback Speed Setting max. drive speed dependent upon max. height of mast

BMS Warning Speed Defining max. drive speed upon BMS warning 1

BMS Warning Current Defining max. current upon BMS warning 0

Brake Rate Foot Pedal
Setting deceleration speed (second) from high to low speed by applying full throttle in 

the operating direction or opposite direction of brake

Brake Rate Else
Setting deceleration speed (second) from high to low speed by applying partial throttle 

in the non-operating direction or opposite direction of brake

T mode Speed

(Turtle mode)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

T mode Drive Current

(Turtle mode)

Setting max. RMS current supplied to motor during drive in proportional with full current 

of controller

※ Reducing this value drops max. torque of drive motor.

R mode Fwd Max 

Speed

(Rabbit mode, Forwarding)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

R mode Rev Max 

Speed

(Rabbit mode, Reversing)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

R mode Drive Current

(Rabbit mode)

Setting max. RMS current supplied to motor during drive in proportional with full current 

of controller

※ Reducing this value drops max. torque of drive motor.

H mode Fwd Max 

Speed

(H mode, Forwarding)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

H mode Rev Max 

Speed

(H mode, Reversing)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

H mode Drive Current

(H mode)

Setting max. RMS current supplied to motor during drive in proportional with full current 

of controller

※ Reducing this value drops max. torque of drive motor.

N mode Fwd Max 

Speed

(N mode, Forwarding)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.



7-44

Variable Description

N mode Rev Max 

Speed

(N mode, Reversing)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

N mode Drive Current

(N mode)

Setting max. RMS current supplied to motor during drive in proportional with full current 

of controller

※ Reducing this value drops max. torque of drive motor.

E mode Fwd Max 

Speed

(E mode, Forwarding)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

E mode Rev Max 

Speed

(E mode, Reversing)

Setting max. rpm of drive motor; partially applied throttle proportional with speed

Example: 40% throttle is identical with 40% of max. set speed.

E mode Drive Current

(E mode)

Setting max. RMS current supplied to motor during drive in proportional with full current 

of controller

※ Reducing this value drops max. torque of drive motor.

T mode Full Accel 

Rate HS

(Turtle mode)

Setting accelerated speed (second) in high speed when applying full acceleration pedal

※ Larger setting stands for slower response.

T mode Full Accel 

Rate LS

(Turtle mode)

Setting accelerated speed (second) in low speed when applying full acceleration pedal

※ Larger setting stands for slower response.

R mode Full Accel 

Rate HS

(Rabbit mode)

Setting accelerated speed (second) in high speed when applying full acceleration pedal

※ Larger setting stands for slower response.

R mode Full Accel 

Rate LS

(Rabbit mode)

Setting accelerated speed (second) in low speed when applying full acceleration pedal

※ Larger setting stands for slower response.

H mode Full Accel 

Rate HS

(H mode)

Setting accelerated speed (second) in high speed when applying full acceleration pedal

※ Larger setting stands for slower response.

H mode Full Accel 

Rate LS

(H mode)

Setting accelerated speed (second) in low speed when applying full acceleration pedal

※ Larger setting stands for slower response.

N mode Full Accel 

Rate HS

(N mode)

Setting accelerated speed (second) in high speed when applying full acceleration pedal

※ Larger setting stands for slower response.

N mode Full Accel 

Rate LS

(N mode)

Setting accelerated speed (second) in low speed when applying full acceleration pedal

※ Larger setting stands for slower response.

E mode Full Accel 

Rate HS

(E mode)

Setting accelerated speed (second) in high speed when applying full acceleration pedal

※ Larger setting stands for slower response.



7-45

Variable Description

E mode Full Accel 

Rate LS

(E mode)

Setting accelerated speed (second) in low speed when applying full acceleration pedal

※ Larger setting stands for slower response.

Low Accel Rate
Setting accelerated speed (second) in low speed when applying full acceleration pedal

※ The setting is adjusted typically for giving effects on mobility at low speed.

Neutral Decel Rate HS Setting decelerated speed (second) in neutral position during high speed drive

Neutral Decel Rate LS Setting decelerated speed (second) in neutral position during low speed drive

Position Hold Timeout 

Time

Setting max. time for stopping lift truck before starting drive after stop. Setting the vari-

able to zero deactivates the function. Setting time for function activating.

Forward Map

Adjusting response of lift truck for throttle input. Setting throttle map to 50% provides 

linear output response to throttle position. Value below 50% reduces controller output 

at low throttle setting providing increased mobility at low speed drive. Value above 50% 

provides faster and more response to lift truck under low throttle setting.

Reverse Map Description is same as Forward Map, and applied to reversing.

Speed to RPM

Coefficient of rpm conversion for drive speed.

Km/h : RPM (G/d)×5305, G = gear ratio, d = tire diameter (mm)

MPH : RPM (G/D)×336.1, G = gear ratio, d = tire diameter (inch)

Adjustment Description

Traction Motor Fan 

Starting Temp

(Motor Fan Working Type: For Option #2 , in use)

Setting temperature of drive motor with working fan.

Pump Motor Fan 

Starting Temp

(Motor Fan Working Type: For Option #2 , in use)

Setting temperature of pump motor with working fan.

OCV 10 Percent Volt-

age

1. Upon starting

 1) The controller obtains battery voltage from key input.

 2)  BDI changes BDI conditions through "OCV 10 Percent Voltage" and “OCV Percent 

Voltage." If BDI is existing BDI ± "BDI RESET 1,” not change is made.

2. Neutral (Motor inactive)

 1)  The controller obtains battery voltage from B+ input when motor is not operating 

during "Standby Time."

 2)  BDI changes BDI conditions through "OCV 10 Percent Voltage" and “OCV Percent 

Voltage." If BDI is existing BDI ± "BDI RESET 2,” not change is made.

OCV 100 Percent 

Voltage

BDI Reset 1

BDI Reset 2

Standby Time
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Adjustment Description

Reset Volts Per Cell 3. Discharging (during motor operation)

 -  Full Volts Per Cell: Full voltage level is set to B+ standing for 100% charging. If volt-

age drops below this level, charged voltage starts losing.

 ※ Full voltage level = Total volts/cell × cells in battery pack (24 cells)

 - Empty Volts Per Cell: Empty voltage level is set to capacitor voltage standing for 0 % charging.

 ※ Empty voltage level = Empty volts/cell × cells in battery pack (24 cells)

 -  Discharge Time: Sets the least time for reducing from 100% to 0% during BDI algo-

rithm. BDI algorithm integrates time when filtered capacity voltage is below charged 

voltage level. If accumulated time exceeds “Discharging time/100,” percentile of BDI 

is reduced to 1% point, and new conditions of charged voltage level are calculated.

 ※  State of Charge Level = [(Full Voltage Level - Empty Voltage Level) × BDI percent/100] 

+ Empty Voltage Level

 - Reset Volts Per Cell: Not in use

 - BDI Reset Percent: Not in use

Full Volts Per Cell

Empty Volts Per Cell

Discharge Time

BDI Reset Percent

② Pump inverter Pump inverter

Set options Description

Fingertip Enable
-  ON : Fingertip, an electric hydraulic system, is mounted. Activating current of CAN 
1353-6101 (fingertip controller) and 1236SE-5621 (pump controller)

- OFF : Mechanical hydraulic system mounted

SASA Sensor Enable
- ON : Activating current of CAN SASA sensor and 1236SE-5621 (pump controller)
- OFF : Deactivating current of CAN SASA sensor and 1236SE-5621 (pump controller)

Load Sensor Enable
- OFF : Deactivating load sensor function
- ON : Activating load sensor function

Lift Cutback Enable

Pump speed adjustment function activated upon the function setting when mast is 

higher than specified height

- ON : Adjustment activated upon pump speed setting (Pump Cutback Speed)

- OFF : Adjustment deactivated upon pump speed setting (Pump Cutback Speed)

Variable Description

Max Total Speed
Defines motor speed limit. Motor speed includes all of lift, tilting and steering. Speed is 
limited to setting even if requested value is greater than the setting.

BMS Warning Current Defining max. current upon BMS warning 0

Lift Speed BMS Warn-

ing Mode
Defining max. current upon BMS warning 1

Steer Delay Defines delay time for keeping motor rpm after completing steering.

Steer Speed Standby
Defines motor speed when steering is requested, if "SASA Sensor Enable" is set to 

OFF.
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Variable Description

Steer Speed Max
Steering rpm is as shown on the graph below, when "SASA Sensor Enable” is set to 
ON.

  25BX3KY30

SASA Speed Low

SASA Speed High

Lift Speed High Mode
(H mode)

Defines max. speed of pump motor during lifting function.

Lift Speed Normal 

Mode

(N mode)

Defines max. speed of pump motor during lifting function.

Lift Speed Low Mode
(E mode)

Defines max. speed of pump motor during lifting function.

Lift Cutback Speed Sets pump speed while lift cutback switch operates.

Tilt UP Speed Defines max. speed of pump motor during rear tilting.

Tilt Down Speed Defines max. speed of pump motor during forward tilting.

AUX1 Speed Defines max. speed of pump motor during aux function 1.

AUX2 Speed Defines max. speed of pump motor during aux function 2.

Decel Rate Lift Sets deceleration (second) while lift throttle moves to neural position.

Decel Rate Else Sets deceleration (second) while throttle other than lift is in neutral position.

Accel Rate When 

Speed Below 500

Sets acceleration (second) when motor speed is below 500 rpm.

� Larger setting stands for slower response.

Full Accel Rate HS
Sets accelerated speed (second) in high speed drive when applying full acceleration 

pedal.

Full Accel Rate LS Sets accelerated speed (second) in low speed when applying full acceleration pedal.

Low Accel Rate Setting accelerated speed (second) in low speed when applying full acceleration pedal
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③ Model settingModel setting
※  Since there is no MODEL SELECT function supported by 25/30/32/35B-X, it is allowed to 

changing whole parameters on the display. Therefore, MODEL SELECT value is not stored 
separately.

Step Cluster Description

1

25BX3KY26K

Select SYSTEM SETTING menu by pressing “LEFT/

RIGHT” button on TRUCK menu screen, and then press 

"ENTER" button.

2

25BX7ES37K

Select VASS menu by pressing “LEFT/RIGHT” button on 

the system setting menu screen, and press “ENTER” 

button. 

3

25BX7ES38

Select MODEL SELECT menu by pressing “LEFT/RIGHT” 

button on VASS screen, and then press "ENTER" button.

4

25BX7ES39

Select applicable model, and then press “ENTER” button to 

save it.
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④ AUTO TILT LEVELING SETTING (opt)AUTO TILT LEVELING SETTING (opt)
※  The function aligns the mast and the fork horizontal, and should be set as follows before truck The function aligns the mast and the fork horizontal, and should be set as follows before truck 

shipping, and when replacing controller and tilting sensor:shipping, and when replacing controller and tilting sensor:

Step Cluster Description

1

25BX7ES37K

1)  Select SYSTEM SETTING menu by pressing “LEFT/

RIGHT” button on TRUCK menu screen, and then press 

"ENTER" button.

2)  Select VASS menu by pressing “LEFT/RIGHT” button 

on the system setting menu screen, and press “ENTER” 

button.

2

25BX7ES40

Select FORK LEVELING menu by pressing “LEFT/RIGHT” 

button on VASS screen, and then press "ENTER" button.

3

25BX7ES41

3) A screen for setting is displayed as shown on the left.

2)  Adjust TILT LEVER to keep the forks horizontal, and 

then press "ENTER" button.

4

25BX7ES42

1)  Once setting is complete, you can check values of Mast 

Angle From Sensor and Frame Angle From Sensor as 

shown on the left.

2)  The values are mast/truck angle values received from 

sensors. Operate TILT LEVER the make sure that Mast 

Angle From Sensor normally moves.
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⑤ Weight meter settingWeight meter setting (opt)

Step Cluster Description

1

25BX7ES37K

1)  Select SYSTEM SETTING menu by pressing “LEFT/

RIGHT” button on TRUCK menu screen, and then press 

"ENTER" button.

2)  Select VASS menu by pressing “LEFT/RIGHT” button 

on the system setting menu screen, and press “ENTER” 

button.

2

25BX7ES43

Select LOAD menu by pressing “LEFT/RIGHT” button on 

VASS screen, and then press "ENTER" button.

3

25BX7ES44

Select Cylinder Enter Cross-Section menu by pressing 

“LEFT/RIGHT” button on LOAD menu screen, and then 

press "ENTER" button.

5

25BX7ES45

1) A screen for entering cylinder cross-section is displayed 

as shown on the left.

2)  Refer to the table of cylinder cross-sections to enter 

cross section, and press "ENTER" image button to save 

the input.

※ Cylinder cross section

Model Option
Lift cylinder

Cross section (cm2) 
Pre-lift cylinder

Cross section (cm2) 

25/30B-X

V 39.27 -
VF 25.13 56.75 
TF 39.27 44.18 
TS 39.27 47.52 
QF 56.55 44.18 
VS 25.13 56.55 

32/35B-X

V 47.52 -
VF 25.13 56.75 
TF 47.52 56.75 
TS 47.52 56.55 
QF 56.55 44.18 
VS 25.13 56.55 
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Step Cluster Description

6

25BX7ES46

Make sure that setting has been complete as shown on the 

left.

7

25BX7ES47

Select Load Weight Adjust menu by pressing “LEFT/

RIGHT” button on LOAD menu screen, and then press 

"ENTER" button.

8

25BX7ES48

Select Unloaded Status menu by pressing “LEFT/RIGHT” 

button on LOAD menu screen, and then press "ENTER" 

button.

9

25BX7ES49

A screen for setting is displayed as shown on the top left.

25BX7ES50

 Pressing "RIGHT" button switches the screen as shown on 

bottom left.

25BX7ES51

 Do not lift load, lift the forks 300 mm from the ground, and 

then press "ENTER" three seconds later.
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Step Cluster Description

10

25BX7ES52

Make sure that setting has been complete as shown on the 

left.

11

25BX7ES53

Select Load Weight Adjust menu by pressing “LEFT/

RIGHT” button on LOAD menu screen, and then press 

"ENTER" button.

12

25BX7ES54

1) A screen for entering load weight is displayed as shown 

on the left.

2)  Enter load weight to be used for setting, and select 

"ENTER" button image.

13

25BX7ES55

1) A screen for setting is displayed as shown on the left.

 Pick load, lift the forks 300 mm from the ground, and then 

press "ENTER" three seconds later.

14

25BX7ES56

Make sure that setting has been complete as shown on the 

left.
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Step Cluster Description

15

25BX7ES65

It is allowed to initialize Unloaded Status and Loaded 

Status by pressing "LEFT/RIGHT" button on LOAD menu 

screen, and then pressing "ENTER" button. 

※  The screen is used if setting is erroneous due to sensor 

failure.
25BX7ES66

25BX7ES67

16
25BX7ES68

1)  It is possible to change unit of weight in the third menu, 

the load weight indication setting.

(1) 100 kg: Value on second digit discarded

(2) 10 kg : Value on first digit discarded

2)  Press "ENTER” button to check weight indication 

functions of respective settings, change the value to 

default 100 kg.

25BX7ES69

17

25BX7ES57

Select OVERLOAD menu by pressing “LEFT/RIGHT” 

button on LOAD menu screen, and then press "ENTER" 

button.
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Step Cluster Description

18

25BX7ES58

1) A screen for entering load weight is displayed as shown 

on the left.

2)  Enter value by referring to OVERLOAD WEIGHT, and 

then select “ENTER” button image.

※ OVERLOAD WEIGHT

Mast
25B-X 30B-X 32B-X 35B-X

Rated
OVERLOAD

WEIGHT
Rated

OVERLOAD
WEIGHT

Rated
OVERLOAD

WEIGHT
Rated

OVERLOAD
WEIGHT

V300 2500 2625 3000 3150 3200 3360 3500 3675
V330 2500 2625 3000 3150 3200 3360 3500 3675
V350 2500 2625 3000 3150 3200 3360 3500 3675
V370 2500 2625 3000 3150 3200 3360 3500 3675
V400 2500 2625 3000 3150 3180 3340 3500 3675
V430 2430 2555 2920 3070 3110 3270 3390 3560
V450 2390 2510 2870 3015 3060 3215 3340 3510
V470 2350 2470 2830 2975 3010 3165 3290 3455
V500 2300 2415 2770 2910 2950 3100 3210 3375

VF/VS295 2500 2625 3000 3150 3200 3360 3500 3675
VF/VS325 2500 2625 3000 3150 3200 3360 3500 3675
VF/VS345 2500 2625 3000 3150 3200 3360 3500 3675
TF/TS370 2500 2625 3000 3150 3200 3360 3500 3675
TF/TS400 2500 2625 3000 3150 3120 3280 3410 3585
TF/TS430 2410 2535 2880 3025 3050 3205 3330 3500
TF/TS450 2370 2490 2830 2975 3000 3150 3280 3445
TF/TS470 2330 2450 2790 2930 2950 3100 3230 3395
TF/TS500 1880 1975 2250 2365 2500 2625 2650 2785
TF/TS550 1550 1630 1750 1840 2200 2310 2380 2500
TF/TS600 1400 1470 1450 1525 1500 1575 1700 1785
TF/TS650 1350 1420 1400 1470 1450 1525 1590 1670
TF/TS700 1150 1210 1200 1260 1250 1315 1350 1420

QF610 1650 1735 1700 1785 1800 1890 1920 2020
QF660 1450 1525 1500 1575 1600 1680 1720 1810
QF700 1100 1155 1200 1260 1300 1365 1410 1485
QF745 850 895 900 945 1000 1050 1100 1155

19

25BX7ES46

Make sure that setting has been complete as shown on the 

left.
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Step Cluster Description

20

25BX7ES59K

1)  Press "LEFT/RIGHT" button on SCREEN SET menu to 

select Buzzer menu.

2) Press "ENTER" button to access Language Setting.

21

25BX7ES60K

1)  Check operation upon Buzzer Off/On respectively.

(1) Off:  Buzzer does not sound even if sensing weight 

higher than standard overload weight.

   (2) On:  Buzzer sounds if sensing weight higher than 

standard overload weight.

2) Once checking is complete, press OK to store the results.
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⑥ Setting seat and seat belt interlockSetting seat and seat belt interlock

Step Cluster Description

1

25BX7ES26K

Select SYSTEM SETTING menu by pressing “LEFT/

RIGHT” button on TRUCK menu screen, and then press 

"ENTER" button.

2

25BX7ES27k

1)  A screen for selecting controller in TRUCT SETTING 

menu is displayed as shown on the left.

2)  Use "LEFT/RIGHT" button to make selection for each 

model, and then press "ENTER" button.

·25/30/32/35B-X  → TRACTION - SET OPTION

3

25BX7ES41

1)  Press "LEFT/RIGHT" button to find Safety Belt 

Sequence Option parameter.

2)  When Safety Belt Sequence Option is found, default 

NONE is displayed as shown on the left.

3)  There three Safety Belt Sequence Options:

(1) NONE: Truck operating when turning Seat switch to  

      ON position

※ FG17/36/38/40/43, BI00

(2) OPTION #1: Truck operating when turning Seat & 

      Belt Switch to ON position

※ FG37/39. BI00

(3) OPTION #2:  Turing Seat Switch to ON position � 

Truck operating when turning Belt Switch 

to ON position

※ FG37/39, BI01

※ Option 2 should satisfy operation sequences of Seat 

     and Belt Switches.

4)  When you desire to change the setting, press "ENTER” 

button, and make use of "LEFT/RIGHT" button to select 

desired option, and then press “ENTER" button.

5) Turn Truck Key to OFF and then ON position once.
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⑦ Lithium Ion Battery Setting Lithium Ion Battery Setting (opt)

Step Cluster Description

1

25BX7ES26K

Select SYSTEM SETTING menu by pressing “LEFT/

RIGHT” button on TRUCK menu screen, and then press 

"ENTER" button.

2

25BX7ES27k

1)  A screen for selecting controller in TRUCT SETTING 

menu is displayed as shown on the left.

2)  Use "LEFT/RIGHT" button to make selection for each 

model, and then press "ENTER" button.

·25/30/32/35B-X  → TRACTION - SET OPTION

3

25BX7ES61

1)  Press "LEFT/RIGHT" button to search Lithium 

Battery Enable parameter.

2)  When Lithium Battery Enable parameter is searched, 

default OFF is displayed as shown on the left.

3)  When you desire to change the setting, press 

"ENTER” button, and make use of "LEFT/RIGHT" 

button to select ON, and then press “ENTER" 

button.

4

25BX7ES62

1)  Lithium Battery Enable parameter is changed to 

ON as shown on the left.

2) Turn Truck Key to OFF and then ON position once.



7-58

⑧ Fingertip Lever Setting Fingertip Lever Setting (opt)

Step Cluster Description

1

25BX7ES26K

Select SYSTEM SETTING menu by pressing “LEFT/

RIGHT” button on TRUCK menu screen, and then press 

"ENTER" button.

2

25BX7ES27k

1)  A screen for selecting controller in TRUCT SETTING 

menu is displayed as shown on the left.

2)  Use "LEFT/RIGHT" button to make selection for each 

model, and then press "ENTER" button.

·25/30/32/35B-X  � PUMP - SET OPTION

3

25BX7ES61

1)  Access the menu, and search Fingertip Enable 

parameter.

2)  When you desire to change the setting, press 

"ENTER” button, and make use of "LEFT/RIGHT" 

button to select ON, and then press “ENTER" 

button.

4

25BX7ES62

1)  Fingertip Enable parameter is changed to ON as 

shown on the left.

2) Turn Truck Key to OFF and then ON position once.
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① ① Drive inverterDrive inverter

Monitoring Description

Seat Belt Input Seat Belt Switch entered (Pin 12, Switch 6)

Seat Input Seat Switch entered (Pin 9, Switch 3)

Brake Switch Input Brake Switch entered (Pin 10, Switch 4)

Forward Switch Input Forward Switch entered (Pin 22, Switch 7)

Reverse Switch Input Reverse Switch entered (Pin 33, Switch 8)

Throttle Command Percentage of request for throttle of acceleration pedal

Throttle Pot_Accel.

Pedal 1
Input voltage of acceleration pedal (analog signal increasing) (Pin 16)

Pot2 Raw_Accel. 

Pedal 2
Input voltage of acceleration pedal (analog signal decreasing) (Pin 17)

SW1_Brake oil SW Brake Oil Switch entered (Pin 24, Switch 1)

SW4_Pedal brake SW Brake Pressure Switch entered (Pin 10, Switch 4)

SW5_Parking brake 

SW
Parking Brake Switch entered (Pin 11, Switch 5)

Dig7 Input_B.C.Door 

SW
Battery Charging Door Switch entered (Pin 20, Digital Out 7)

SW16_SBR SW SBR Switch entered (Pin 14, Switch 16)

Driver 1 PWM_M.C.

Voltage applied to main connector coil (Pin 6, Driver 1 PWM)

The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 2 PWM T.Fan.R.

Voltage applied to main driver motor fan relay (Pin 5, Driver 2 PWM)

The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

5 Volts Voltage at +5V output (Pin 26)

MonitoringMonitoring
You can check the conditions of the drive, the pump, and the fingertip controllers.

(3)(3)

25BX3KY31K

25BX3KY34

25BX3KY32K 25BX3KY33
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Monitoring Description

12 Volts Voltage at +12 V output (Pin 25)

Ext Supply Current Current of combination of external +12V and +5V supplies (Pins 25 & 26)

BDI Battery charging status

Capacitor Voltage Voltage of capacitor bank in the controller at B+ terminal

Keyswitch Voltage Voltage at KSI (Pin 1)

Motor RPM Motor rpm

Motor Temperature Temperature of drive motor

MotorSpeed A Motor rpm of encoder Phase A speed

MotorSpeed B Motor rpm of encoder Phase B speed

Current (RMS) RMS current of controller considering all of three phases

Frequency Frequency of controller

Controller Temp. Temperature inside controller

Controller SW ver Controller software version

② Pump inverter Pump inverter

Monitoring Description

Pressure Sensor Input of load sensor potentiometer (analog signal) (Cluster Pin 34)

Weight Measured weight of load

Mast Angle From Sen-

sor
Angle calculated from CAN data of gravity sensor mounted on mast

Mast Angle Calculated angels of "Mast Angle From Sensor" and "Mast Angle Offset”

Mast Angle Offset When setting to 0˚, stored mast angle sensor offset

Frame Angle From 

Sensor
Angle calculated from CAN data of gravity sensor mounted on frame

Frame Angle Calculated angels of "Frame From Sensor" and "Mast Angle Offset”

Frame Angle Offset When setting to 0˚, stored frame angle sensor offset

Steer Angle Steering wheel angle from SASA sensor

Steer Speed Speed upon steering wheel angle from SASA sensor

Manual_Lift Pot Lift lever throttle pot from CAN data of MCV sensor box

Manual_Tilit Pot Tilting lever throttle pot from CAN data of MCV sensor box

Manual_Aux1 Pot Aux. 1 lever throttle pot from CAN data of MCV sensor box

Manual_Aux2 Pot Aux. 2 lever throttle pot from CAN data of MCV sensor box

F.tip_Lift Lower Pot Lift lever throttle pot from CAN data of fingertip controller

F.tip_Tilit Pot Tilting lever throttle pot from CAN data of fingertip controller

F.tip_Aux1 Pot Aux. 1 lever throttle pot from CAN data of fingertip controller

F.tip_Aux2 Pot Aux. 2 lever throttle pot from CAN data of fingertip controller

SW4_Lift CB SW Input of Lift Cutback Switch (Pin 10, Switch 4)
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Monitoring Description

SW16_Tilt Leveling 

SW
Input of Auto Tilt Leveling Switch (Pin 14, Switch 16)

Driver 1 PWM P.Fan.

R.

Voltage applied pump motor fan relay (Pin 6, Driver 1 PWM)

The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 2 PWM_OPSS

Voltage applied to drive motor fan relay (Pin 5, Driver 2 PWM)

The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

5 Volts Voltage at +5V output (Pin 26)

12 Volts Voltage at +12 V output (Pin 25)

Ext Supply Current Current of combination of external +12V and +5V supplies (Pins 25 & 26)

Capacitor Voltage Voltage of capacitor bank in the controller at B+ terminal

Keyswitch Voltage Voltage at KSI (Pin 1)

Motor RPM Motor rpm

Motor Temperature Temperature of pump motor

MotorSpeed A Motor rpm of encoder Phase A speed

MotorSpeed B Motor rpm of encoder Phase B speed

Current (RMS) RMS current of controller considering all of three phases

Frequency Frequency of controller

Controller Temp. Temperature inside controller

Controller SW ver Controller software version

③ ③ Fingertip inverterFingertip inverter

Monitoring Description

Battery Voltage Voltage at KSI (Pin 1)

Driver 1 Current_Lift Up Driver 1 current output (Pin 23)

Driver 1 PWM_Lift Up

Driver 1 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 2 Current_Lift 

Lowering
Driver 2 current output (Pin 22)

Driver 2 PWM_Lift 

Lowering

Driver 2 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 3 Current_Tilt In Driver 3 current output (Pin 21)

Driver 3 PWM_Tilt In

Driver 3 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 4 Current_Tilt Out Driver 4 current output (Pin 20)

Driver 4 PWM_Tilt Out

Driver 4 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.
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ALARMS AND ALARM HISTORY ALARMS AND ALARM HISTORY 

How to check alarmHow to check alarm
 The alarm screen is prompted when alarm takes place. You can switch between the main screen 

and the alarm screen by pressing (        ) and (        ) for one second or longer.

In-depth description of alarm screenIn-depth description of alarm screen

2)2)

(1)(1)

(2)(2)

           

25BX7ES20K

Green capital letters indicate controller (T: Drive, P: Pump) that triggers alarm.
Two numbers indicate alarm code.
Alarm name is displayed.

①
②
③

Monitoring Description

Driver 5 Current_Aux1 In Driver 5 current output (Pin 19)

Driver 5 PWM_Aux1 In

Driver 5 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 6 Current_Aux1 Out Driver 6 current output (Pin 18)

Driver 6 PWM_Aux1 Out

Driver 6 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 7 Current_Aux2 In Driver 7 current output (Pin 17)

Driver 7 PWM_Aux2 In

Driver 7 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 8 Current_Aux2 Out Driver 8 current output (Pin 16)

Driver 8 PWM_Aux2 Out

Driver 8 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Driver 9 Current Driver 9 current output (Pin 15)

Driver 9 PWM

Driver 9 PWM output
The value is identical with mandatory circulation value applied on PWM, and indicated 

in percentage.

Controller SW ver Controller software version
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Access Maintenance menu from Main menu.
Access Alarm History menu from Maintenance menu.
Check alarm histories of the controllers.
Up to 20 alarm histories, and description of them are displayed.
Press "ENTER" button to delete alarm history, or "ECS" to return to the previous screen.

①
②
③
④
⑤

Alarm historyAlarm history
You can check and delete alarm history as follows:

(3)(3)

25BX3KY21K

25BX3KY24K

25BX3KY22K

25BX3KY25

25BX3KY23

Alarm codeAlarm code

① ① Drive and pump controller Drive and pump controller (manual)

Code Alarm Traveling Pump Causes Symptom and troubleshooting

18
Overcurrent on 

controller
O O

1.

2.

3.
4.

External short-circuit of phases 
of U, V or W motor connection
Erroneous setting of motor 
variables
Controller defect
Noise from speed encoder

Symptom:  Phase current 
exceeding 
measurement current 
limit

Troubleshooting: Restarting

19
Current sensor 

failed
O O

1.

2.

Leak of Phase U, V or W to 
lift truck frame (short-circuit of 
motor stator)
Controller defect

Symptom:  Invalid offset reading 
on controller current 
sensor

Troubleshooting: Restarting

20 Pre-charging failed O O

1.

2.

Checking Monitoring 
"Capacitor Voltage" menu
External load on capacitor 
bank (B+ connection terminal) 
interrupting capacity bank 
charging

Symptom:  Pre-charging failed on 
capacitor bank

Troubleshooting:  Restarting, 
sitting on driver 
seal, and 
wearing safety 
belt

(4)(4)
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

21
Excessively low 
temperature on 

controller
O O

1.

2.

Checking “Temperature” 
menu on Monitoring
Operating controller under 
severe environment

Symptom: Heatsink temperature 
                  lower than -40˚C

Troubleshooting:  Keeping heatsink 
temperature 
higher than -40˚C, 
restarting, sitting 
on driver seat, and 
wearing safety belt

22
Excessively high 
temperature on 

controller
O O

1.

2.

3.
4.

Checking “Temperature” 
menu on Monitoring
Operating controller under 
severe environment
Excessive load
Improper mounting of 
controller

Symptom: Heatsink temperature 
                  exceeding +95˚C

Troubleshooting:  Keeping heatsink 
temperature 
lower than +95˚C, 
restarting, sitting 
on driver seat, and 
wearing safety belt

23

Serious B+ low 
voltage

O O

1.

2.

3.
4.
5.

6.

Erroneous setting of battery 
variables
Discharging to battery of non-
controller system
High battery resistance
Battery disconnected during drive
Checking Monitoring 
"Capacitor Voltage" menu
B+ fuse broken, or main 
contact not closed

Symptom:  FET bridge enabled, 
and voltage of capacitor 
bank lower than serious 
low voltage limit

Troubleshooting:  Increasing capacity 
voltage higher than 
low voltage limit

Serious KSI low 
voltage

O O

1.

2.

3.
4.

Checking "Keyswitch Voltage" 
menu on Monitoring
Discharging to battery and KSI 
circuit of non-controller system
KSI disconnected during drive
KSI fuse broken

Symptom:  Lower voltage lower 
than voltage drop for 2 
seconds

Troubleshooting:  Increasing low 
voltage of KSI higher 
than voltage drop

※ Serious low voltage: Drive current reduced to 0% for 64 msec, or reaching voltage drop, whichever reached first

24

Serious B+ 
excessive voltage

O O

1.

2.

3.

4.

Checking Monitoring 
"Capacitor Voltage" menu
Erroneous setting of battery 
variables
Excessively high battery 
resistance on specified 
regenerative current
Battery disconnected during 
regenerative braking

Symptom:  FET bridge enabled, 
and voltage of capacitor 
bank higher than serious 
high voltage limit

Troubleshooting:  Restarting after 
reducing capacitor 
voltage lower than 
over-voltage limit

Serious KSI over-
voltage

O O

1.

2.

※

Erroneous connection of 
battery voltage to KSI (Pin 1)
Checking "Keyswitch Voltage" 
menu on Monitoring
If KSI is greater than serious 
over-voltage limit, prevent 
closing of main connector.

Symptom:  KSI voltage higher than 
severe over-voltage limit

Symptom:  Reducing KSI voltage 
lower than severe over-
voltage limit

※ Cutis 13213 portable programmer is used to identify cause of code 17 or 18; B+ or KSI.
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

34
Controller 

overheated
O O

1.

2.

3.

4.
5.

Checking “Temperature” 
menu on Monitoring
Controller capability limited at 
certain temperature
Operating controller under 
severe environment
Excessive load
Improper mounting of controller

Symptom:  Heatsink temperature 
exceeding +85�

Troubleshooting:  Keeping 
heatsink 
temperature 
lower than +85�

35 B+ low voltage O O

1.

2.

3.

4.

5.
6.
7.

8.

Normal operation. Abnormal 
condition requiring recharging 
of battery
Controller capability limited at 
certain voltage
Erroneous adjustment of 
battery variables
Discharging to battery of non-
controller system
Excessively high battery resistance
Battery disconnected during drive
Checking "Capacitor Voltage" 
menu on Monitoring
B+ fuse broken, or main 
contact not closed

Symptom:  FET bridge enabled, 
and voltage of capacitor 
bank lower than low 
voltage limit 

Troubleshooting:  Increasing 
capacity voltage 
higher than low 
voltage limit

36 B+ over-voltage O O

1.

2.

3.

4.

5.

6.

Normal operation. Failure due 
to increase of battery voltage 
by braking current during 
regenerative braking
Controller capability limited at 
certain voltage
Erroneous adjustment of 
battery variables
Excessively high battery 
resistance on specified 
regenerative current
Battery disconnected during 
regenerative braking
Checking "Capacitor Voltage" 
menu on Monitoring

Symptom:  FET bridge enabled, 
and voltage of capacitor 
bank higher than high 
voltage limit

Troubleshooting:  Reducing 
capacitor voltage 
lower than over-
voltage limit

※ Over-voltage: Max. voltage or user’s over-voltage x lowest rated voltage
※ Serious high voltage: Over-voltage + 10 V
※ Low voltage: Min. voltage or user’s low voltage x highest rated voltage
※Serious low voltage: Drive current reduced to 0% for 64 msec, or reaching voltage drop, whichever reached first

Rated voltage Min. voltage Max. voltage Voltage drop
24 V 14 V 30 V 12 V

24 - 36 V 16.8 V 45 V 15 V
36 - 48 V 25.2 V 60 V 20 V
48 - 80 V 33.6 V 105 V 20 V
72 - 96 V 50.4 V 120 V 30 V
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

37
+5V power supply 

failed
O O

1.

2.

External load impedance 
on +5V supply (Pin 26) 
excessively low
Checking "5 Volts" and "Ext 
Supply Current" on Monitoring

Symptom:  +5V supply (Pin 26) 
beyond +5V±10% 
range

Troubleshooting:  Keeping voltage 
within the range

38
Digital output 6 

open-circuit/short-
circuit

O O

·Excessively low external 
impedance on digital output 6 
driver (Pin 19)

Symptom:  Current of digital 
output 6 (Pin 19) 
exceeding 1A

Troubleshooting: Resolving 
cause of over-current

39
Digital output 7 

open-circuit/short-
circuit

O O

· Excessively low external 
impedance on digital output 7 
driver (Pin 20) 

Symptom:  Current of digital 
output 7 (Pin 20) 
exceeding 1A

Troubleshooting: Resolving 
cause of over-current

40 Motor overheated O O

1.

2.

3.

4.

Motor temperature higher 
than overheating temperature 
setting, and current reduced
Erroneous setting of motor 
temperature variable setting
Checking "Temperature" 
and "Inputs: Analog2" on 
Monitoring
If motor thermistor is not used, 
functions of temperature 
calibration and temperature 
reduction are deactivated.

Symptom:  Motor temperature 
higher than 
overheating 
temperature setting

Troubleshooting:  Keeping motor 
temperature 
within the range

41
Motor temperature 

sensor failed
O O

1.

2.

3.

Improper connection of motor 
thermistor
If motor thermistor is not used, 
motor temperature function is 
deactivated.
Checking "Temperature" 
and "Inputs: Analog2" on 
Monitoring

Symptom:  Motor thermistor input 
(Pin 8) on voltage rail (0 
or 10V)

Troubleshooting:  Keeping motor 
thermistor input 
voltage within 
the range
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

49

Coil 1 driver open-/
short-circuit

O O

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit of 
driver 1 (Pin 6). This fail-
ure can be set only when 
mains enabled = OFF.

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver

Main contactor coil 
open-/short-circuit

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit 
of main contactor driver 
1 (Pin 6). This failure 
can be set only when 
mains enabled = ON.

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver

50

Coil 2 driver open-/
short-circuit

O O

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit 
of driver 2 (Pin 5). This 
failure can be set only 
when EM brake type = 0.

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver

EM brake open-/
short-circuit

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit of 
electromagnetic brake 
driver 1 (Pin 5). This 
failure can be set only 
when EM brake type > 0.

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver

51
Coil 3 driver open-/

short-circuit
O O

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit 
of driver 3 (Pin 4)

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver

52
Coil 3 driver open-/

short-circuit
O O

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit 
of driver 4 (Pin 3)

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver

53
Open-/short-circuit 
of electromagnetic 
proportional driver

O O

1.

2.
3.

Open- or short-circuit of driver 
load
Connector pin contaminated
Creep or wiring defect

Symptom:  Open- or short-circuit of 
proportional driver (Pin 2)

Troubleshooting:  Correcting open- 
or short-circuit, and 
then cycling driver
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

54

Encoder failed
Sine/cosine sensor 

failed
O O

1.
2.
3.

Motor encoder failed
Creep or wiring defect
Checking "Motor RPM" menu 
on Monitoring

Symptom:  Motor encoder phase 
failure detected. This 
failure can be set only 
when feedback option 
= 1 (encoder).

Troubleshooting:  Encoder failure 
is resolved upon 
restarting, or LOS 
Upon Encoder Fault 
= ON and safety belt 
is worn. Encoder 
LOS failure (Code 
93) is set, and motor 
control is limited.

1.
2.
3.

Sin/Cos sensor failed
Creep or wiring defect
Checking "Motor RPM" menu 
on Monitoring

Symptom:  Difference larger than Sin/
Cos failure critical value 
% from value estimated 
between two phases 
takes place five times or 
more in one second. This 
failure can be set only 
when feedback option = 2 
(Sin/Cos).

Troubleshooting:  Input in LOS mode 
upon restarting or 
activation.

※ 25/30/32/35B-X is Feedback Options = 1 (Encoder).

55
Motor phase open-

circuit
O O

1.
2.

Motor phase open-circuit
Creep or wiring defect

Symptom:  Motor phase U, V or W 
open-circuit detected

Troubleshooting: Restarting

56
Main contactor 

closed
O O

1.

2.

3.

Closed main contractor tip 
caught
Motor phase U or V 
disconnected or open-circuit
Alternative voltage path 
(external pre-charging resistor) 
supplies current to capacitor 
bank (B+ connection terminal).

Symptom:  Capacitor bank 
voltage (B+ connection 
terminal) momentarily 
loaded immediately 
before main contactor 
closes, and no voltage 
discharged

Troubleshooting: Restarting

57
Main contactor 

opened
O O

1.
2.

3.

Main contactor not closed
Main contactor tip oxidized, 
burned or poor of contact. External 
load on capacitor bank (B+ 
connection terminal) interrupting 
capacity bank charging
B+ fuse broken

Symptom:  Capacity bank voltage 
(B+ connection terminal) 
not charged to B+ with 
command for closing 
main contactor notified

Troubleshooting: Restarting
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

65
High voltage on 

acceleration signal 
1/Pin 16

O O

1.

2.

Checking “Inputs: Throttle 
Port" menu on Monitoring
Excessively high voltage of 
throttle pot wiper

Symptom:  Voltage of throttle pot 
wiper (Pin 16) higher than 
high failure critical value

Troubleshooting:  Reducing throttle pot 
wiper voltage lower 
than failure critical value

66
Low voltage on 

acceleration signal 
1/Pin 16

O O

1.

2.

Checking “Inputs: Throttle 
Port" menu on Monitoring
Excessively low voltage of 
throttle pot wiper

Symptom:  Voltage of throttle pot 
wiper (Pin 16) lower than 
low failure critical value

Troubleshooting:  Increasing throttle 
pot wiper voltage 
higher than failure 
critical value

67
High voltage on 

acceleration signal 
2/Pin 17

O O

1.

2.

Checking “Inputs: Port2 Row" 
on Monitoring
Excessively high voltage of 
Pot 2 Wiper

Symptom:  Voltage of pot 2 wiper 
(Pin 17) higher than 
high failure critical value

Troubleshooting:  Reducing pot 2 wiper 
voltage lower than 
failure critical value

68
Low voltage on 

acceleration signal 
2/Pin 17

O O

1.

2.

Checking “Inputs: Port2 Row" 
on Monitoring
Excessively low voltage of Pot 
2 Wiper

Symptom:  Voltage of pot 2 wiper 
(Pin 17) lower than low 
failure critical value

Troubleshooting:  Increasing pot 2 wiper 
voltage higher than 
failure critical value

69

Over-current of 
potentiometer 
ground/Pin 18

O O

1.

2.

Checking “Outputs: Port Row" 
menu on Monitoring
Excessively low resistance on 
combination pot connected to 
Port Row

Symptom:  Current of Port Row (Pin 
18) exceeding 10 mA

Troubleshooting:  Deleting Port 
Row over-current 
conditions, and 
restarting

※ Pin 18 not in use for 25/30/32/35B-X. Pin 18 is for resistance accelerator type.

70 EEPROM failed O O

1.

2.

EEPROM writing failed
Beginning with writing on 
EEPROM started through 
variable adjustment 
through VCL, CAN bus, or 
programmer, or new software 
update of controller

Symptom:  Controller operating 
system attempted 
writing on EEPROM 
only to fail

Troubleshooting:  Setting default 
variables 
matched with 
downloaded 
correct software 
(OS), and 
restarting
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

71

Error in operation 
sequences

O O

1.

2.

3.

Input of KSI, interlock, direc-
tion and throttle applied in 
wrong sequences
Switch defects on wiring, 
crimp or KSI, interlock, direc-
tion or throttle
Checking "Inputs" menu on 
Monitoring

Symptom:   Wrong sequences of 
input of KSI, interlock, 
direction and throttle, or 
HPD (High Pedal Disable)

Troubleshooting:  Reapplying input in 
correct sequences

Emer Rev HPD

· Emergency reverse opera-
tion was complete; however, 
throttle forwarding and revers-
ing input and interlock did not 
returned to neutral position.

Symptom:  All of inputs did not re-
turned to the neutral po-
sition upon completion 
of emergency reversing 
to cause failure. This 
failure is set only when 
EMR_Interlock = ON.

Troubleshooting:  In case of EMR_In-
terlock = ON, delete 
inputs of interlock, 
throttle and direction. 
In case of EMR_In-
terlock = ON, delete 
inputs of throttle and 
direction.

※ 25/30/32/35B-X is EMR_Interlock = OFF.

73
Error in parameter 

changing
O O

· Lift truck will not operate until 
restarting in case of failure in 
safety resulted from change of 
specifi c variable setting. For 
example, when user changes 
throttle type, this failure is 
indicated. Lift truck will operate 
only upon restarting. 

Symptom:  Restarting after adjust-
ing variables

Troubleshooting: Restarting

81

Poor hydraulic 
controller 

communication
O

1.

2.
3.

Defects on crimp or wiring 
between drive controller and 
pump controller
Connector pin contaminated
Failure of pump controller

Symptom:  CAN current failed be-
tween drive and pump 
controllers upon restart-
ing Alarm is triggered 
on drive controller while 
failure is indicated dur-
ing pump CAN check-
ing upon restarting.

Troubleshooting: Restarting

Poor fingertip 
controller 

communication
O

· Input of restarting, interlock, 
direction and throttle applied 
in wrong sequences Example: 
Starting with lift lever kept 
pulled

Symptom:   Wrong sequences of 
input of KSI, interlock, 
direction and throttle, or 
HPD (High Pedal Disable)

Troubleshooting:  Reapplying 
input in correct 
sequences
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Code Alarm Traveling Pump Causes Symptom and troubleshooting

82

Hydraulic controller 
communication 
time exceeded

O

1.

2.
3.

Defects on crimp or wiring 
between drive controller and 
pump controller
Connector pin contaminated
Failure of pump controller

Symptom:  Gap between receiv-
ing CAN PDO of pump 
controller exceeded 
PDO receiving limit time

Troubleshooting:  Restarting or re-
ceiving message 
from CAN NMT

Fingertip controller 
communication 
time exceeded

O

1.

2.
3.

Defects on crimp or wiring 
between pump an d fi ngertip 
controllers
Connector pin contaminated
Failure of pump controller

Symptom:  Gap between receiving 
CAN PDO of fi ngertip 
controller exceeded 
PDO receiving limit time

Troubleshooting:  Restarting or re-
ceiving message 
from CAN NMT

83

Accelerator 
signals 1 and 2 not 
matched to each 

other

O

1.
2.
3.

4.

Accelerator pedal failed
Creep or wiring defect
Checking “Inputs: Throttle 
Port" menu on Monitoring
Checking “Inputs: Port2 Row" 
on Monitoring

Symptom:  Sum of input voltages 
of throttle pot and Pot 2 
row not same as supply 
sensor voltage

Troubleshooting: Restarting

Error in operation 
sequences

O

· Input of restarting, interlock, 
direction and throttle applied 
in wrong sequences Example: 
Pulling lift lever not turning 
seat turned to ON position

Symptom:   Wrong sequences of 
input of KSI, interlock, 
direction and throttle, or 
HPD (High Pedal Disable)

Troubleshooting:  Reapplying input in 
correct sequences

84

BMS 
communication 
time exceeded

O

· Defective crimp or wiring 
between drive controller and 
BMS (Battery Management 
System)

Symptom:  Gap between receiving 
CAN PDO message 
exceeded PDO receiv-
ing limit time 

Troubleshooting:  Restarting or 
receiving message 
from CAN NMT

SASA 
communication 
time exceeded

O

· Defective crimp or wiring 
between pump controller and 
SASA steering sensor

Symptom:  Gap between receiv-
ing CAN PDO of SASA 
steering sensor ex-
ceeded PDO receiving 
limit time

Troubleshooting:  Restarting or re-
ceiving message 
from CAN NMT

85 Insufficient brake oil O

· Insuffi cient brake oil
Brake oil sensor failed
Creep or wiring defect
Checking “Inputs: Checking 
Switch 1 (Traction controller)” 
menu

Symptom:  Drive controller switch 
1 (Pin 24) turned to ON 
position

Troubleshooting:  Checking brake oil 
tank and sensor
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86 SBR switch opened O

1.

2.
3.
4.

SBR (Side Battery Removal) 
switch opened
SBR switch failed
Creep or wiring defect
Checking “Inputs: Checking 
Switch 16 (Traction controller)” 
menu

Symptom:  Drive controller switch 
16 (Pin 14) turned to 
Off position

Troubleshooting: Checking SBR 
                             switch

87 BMS Not Ready O

· Battery monitoring system not 
ready for BMS

Symptom:  Battery monitoring sys-
tem not ready for BMS. 
Receiving message 
through CAN

Troubleshooting: BMS checking

88 BMS Warning 0 O

· Battery monitoring system in 
Alarm 0

Symptom:  Battery monitoring sys-
tem in Alarm 0. Receiving 
message through CAN

Troubleshooting: BMS checking

89 Display model error O Not in use Not in use

97
Display not 
matched

O
Not in use Not in use

98 BMS Warning 1 O

· Battery monitoring system in 
Alarm 1

Symptom:  Battery monitoring sys-
tem in Alarm 1. Receiving 
message through CAN

Troubleshooting: BMS checking

99 BMS Fault O

· Battery monitoring system 
failed

Symptom:  Battery monitoring sys-
tem failed. Receiving 
message through CAN

Troubleshooting: BMS checking

100
Battery charging 

door opened
O

1.

2.
3.
4.

Battery charging door switch 
opened
SBR switch failed
Creep or wiring defect
Checking “Inputs: Checking 
DigOut7 Input (Traction contr-
roller)" menu

Symptom:  DigOut7 Input = OFF 
on drive controller

Troubleshooting: Checking SBR 
                             switch

104 VCK run time error O O

1.

2.

3.

Run time VCL error on VCL 
code
Checking "VCL Error Module" 
and "VCL Error" on Monitoring
This error is comparable with 
defi nition of VCL module ID 
and error code contained in 
specifi c OS system informa-
tion fi le.

Symptom:  Run time VCL code 
error

Troubleshooting:  Editing VCL ap-
plication software 
to correct the error 
conditions. Flashing 
with default variable 
matched with newly 
edited software; 
restarting.
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105

5/12V supply power 
defective

O O

1.

2.

3.

External load supplying 5V or 12V 
causing induction of excessively 
large or small current
Error in adjusting of failure 
checking menu variables of 
"Ext Supply Max" and "Ext 
Supply Min"
Checking "Ext Supply Current" 
menu on Monitoring

Symptom:  External supply current 
[combination current 
used for 5V supply (Pin 
26) and 12V (Pin 25)] 
exceeding top current 
critical value or less than 
bottom current critical 
value. Two critical values 
are defi ned as max. 
external supply variable 
and min. external supply 
variable respectively.

Troubleshooting:  Keeping external 
supply current 
within the range

� Max. external supply value is 200 mA, and min. external supply value 0 mA on 25/30/32/35B-X.

113
Operating system 

failed
O O

· Defect inside the controller Symptom:  Defect inside the 
controller detected

Troubleshooting: Restarting

114
CAN 

communication 
time exceeded

O O

· Gap between receiving CAN 
PDO message exceeded 
PDO receiving limit time

Symptom:  Gap between receiving 
CAN PDO message 
exceeded PDO 
receiving limit time 

Troubleshooting:  Restarting 
or receiving 
message from 
CAN NMT

115 Motor locked O O

1.
2.
3.
4.

5.

Motor locked
Motor encoder failed
Creep or wiring defect
Trouble of power supply of 
motor encoder.
Checking "Motor RPM" menu 
on Monitoring

Symptom:  Motor encoder 
movement not detected

Troubleshooting:  Restarting; or if 
variable LOS Upon 
Encoder Fault = ON, 
and interlock cycled, 
motor locking is 
deleted, and Encoder 
LOS failure (Code 
93) is set, and motor 
control is limited.

116 Dual drive failed O O
· Dual drive failed: See the dual 

drive manual.
25/30/32/35B-X is single drive.

117
Serious dual drive 

failure
O O

· Dual drive failed: See the dual 
drive manual.

25/30/32/35B-X is single drive.

119 Supervisor failed O O

1.

2.

3.

Supervisor sending 
discrepancy between 
duplicated readings
Internal damage of supervisor 
microprocessor
Switch input should be kept 
within top and bottom critical 
limits for 100 msec or longer 
(Check switch for moisture if 
error persists).

Symptom:  Duplicated readings 
not matched to each 
other; supervisor 
damaged; erroneous 
switch input 

Troubleshooting:  Checking all of switch 
inputs for noise or voltage 
conversion; checking 
connection; restarting
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120
Supervisor 

incompatible
O O

· Major OS not compatible with 
Supervisor OS

Symptom:  Incompatible software

Troubleshooting:  Loading proper OS 
or Supervisor code 
updating; restarting

130
Internal 

measurement error
O O

· Defect inside the controller Symptom: Defect inside the 
                  controller detected

Troubleshooting: Restarting

131
Internal power 
supply error

O O

· Internal controller defect at 
supply voltage of driver circuit

Symptom: Defect inside the 
                  controller detected

Troubleshooting: Restarting

135
Motor 

characterization 
error

O O

1.

2.

Motor characterization error 
during characterization 
process
Checking "Motor 
Characterization Error for 
cause" menu on Monitoring
0 =  Sequence error due to terminating 

motor characterization before 
testing

1 =  Encoder signal displayed, 
but not determined of size; 
manual setting of encoder 
step size

2=  Motor temperature sensor failed
3= Motor temperature overheat 
      reduction failure
4 = Controller high-temperature 
       reduction failure
5 = Controller low-temperature 
       reduction failure
6 = Low voltage reduction failure
7 = Serious over-voltage failure
8 =  No encoder signal displayed, 

or no one or both channels
9 =  Motor variation deviated 

from characterization scope

Symptom:  More characterization 
failed by variable 
"Motor_Characteriztion_
Test_Enable" OFF 
before testing. Controller 
resetting required.

Troubleshooting:  Defect 
correction; 
restarting or VCL 
resetting

136 Encoder pulse error O O

· Variables in individual encoder 
steps not matched with actual 
motor encoder

Symptom:  Setting error of variable 
detected in each 
encoder step

Troubleshooting:  Adjusting 
variables of each 
encoder step 
to match with 
actual encoder; 
restarting

137 Motor type error O O

· Variable of Motor_Type 
beyond scope

Symptom:  Motor_Type variable 
setting error

Troubleshooting:  Motor_Type variable 
resetting and restarting
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145
VCL/OS not 

matched
O O

· VCL software inside software 
not matched with OS software

Symptom:   Incompatible between VCL 
and OS software; Failure 
identifi ed when detecting 
incompatibility with software 
upon restarting

Troubleshooting:  Downloading 
correct VCL and OS 
software to controller

146
EM brake failed O O

1.

2.

Lift truck movement sensed 
after receiving request for EM 
brake setting
EM brake not stopping motor 
rotation

Symptom:  Movement of lift 
truck sensed after 
receiving request for full 
application of EM brake

Troubleshooting:  Throttle activating 
(EM brake type 2). 
Interlock activating 
(EM brake type 1)

� 25/30/32/35B-X not mounted with EM brake

147
Accessing LOS 

mode
O O

1.

2.
3.
4.

LOS (Limited Operating 
Strategy) control mode 
activated to cause encoder 
failure (Code 36), or detected 
lockout failure (Code 73)
Motor encoder failed
Creep or wiring defect
Lift truck stopped

Symptom:  Encoder failed (Code 36) 
or detected lockout failure 
(Code 73) activated; 
When LOS Upon Encoder 
Fault = ON and interlock 
cycle is performed, 
encoder LOS (Code 93) 
control mode activated to 
limit motor control

Troubleshooting:  Restarting; or if LOS 
mode is activated 
by detected lockout 
failure, check if 
encoder recognizes 
RPM = 0 and throttle 
demand = 0 for 
proper operation, and 
delete them.

148

Emer Rev time 
exceeded

O

1.

2.

Emergency reversing 
activated, and stopped upon 
termination of EMR-set time
Input of emergency reversing 
being caught on ON

Symptom:  Emergency reversing 
activated, and continued 
until termination of EMR-
set time

Troubleshooting: Turning 
emergency reversing input OFF

� 25/30/32/35B-X is EMR_Interlock = OFF.

152 Model number error O

1.

2.

Model_Number variable error
Incompatibility between 
software and hardware
Controller defect.

Symptom:  Model_Number variable error; 
checking Model_Number, and 
failure upon restarting

Troubleshooting:  Downloading 
software adequate 
for controller model
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153
Parameter 

discrepancy
O

1.

2.

3.

Dual operation allowed on a 
single controller
Wrong position feedback type 
selected for motor technology
Dual operation allowed on talk 
mode

Symptom:  When dual drive software 
is available, it is required 
to set the controller to 
Speed Mode Express or 
Speed Mode. Otherwise, 
failure will be set. Motor 
Technology = 0 should 
be Feedback Type = 1, 
and Motor Technology = 
1 be Feedback Type = 2. 
Otherwise, failure will be 
set.

Troubleshooting:  Adjusting correct 
variable, and 
restarting

② ② Drive and pump controller Drive and pump controller (fingertip)

Code Alarm Traveling Pump Description Results Troubleshooting

23 Internal error O O
Encryption failed 1353 at stop Request for repair, 

and ATS testing

24 EEPROM error O O

Improper use 
of EEPROM, or 
checksum not 
matched

All outputs stopped  Failure location 
recorded

25
5V power supply 

error
O O

Very low external 
load impedance at 
+5V supply

No effects Keeping voltage 
within the range

32
12V power supply 

error
O O

Very low external 
load impedance at 
+12 V supply

No effects Keeping voltage 
within the range

33
5/12V power over-

voltage
O O

External load 
exceeding 200 mA at 
+5V or +12V supply

No effects Keeping external 
supply current within 
the range

34 Flash error O O
Flash improperly 
written

1353 at stop Failure location 
recorded 

35 Analog input error O O

Analog input 
exceeding 15.5V 
(input voltage) or 7.5 
kΩ (input resistance)

No effects Keeping analog 
signal within the 
range

36 Encoder error O O
Encoder cable open-
circuit

Encoder counting 
stopped

Restarting

51 Over-voltage error O O
Max. battery voltage 
= (Rated voltage x 
1.25) + 5V

All outputs stopped Keeping battery 
within normal range 
in one second
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Code Alarm Traveling Pump Description Results Troubleshooting

52 Low voltage error O O

When nominal 
voltage ≥ 24V, min. 
battery voltage = 
(nominal voltage 
x 0.7) - 5V. When 
nominal voltage = 
12V, min. battery 
voltage = (nominal 
voltage x 0.7) - 0.6V

All outputs stopped Keeping battery 
within normal range 
in one second 

53 Overheated O O
Temperature 
allowed for heatsink 
exceeded

All outputs stopped Keeping temperature 
within normal range 
(< 95°C) 

54 Low temperature O O
Lower than 
temperature allowed 
for heatsink

All outputs stopped Keeping temperature 
within normal range 
(≥ 50°C) 

55 Over-current O O
Total current 
exceeding 18A

All outputs stopped Keeping temperature 
within normal range 
(< 95°C) 

73 Driver 1 error O O Driver under over-
current condition 
(>3.5 amps)

Stopping output from 
defective driver

Sending request for 
0% PDO to defective 
driver

80 Driver 2 error O O

81 Driver 3 error O O

82 Driver 4 error O O

83 Driver 5 error O O

84 Driver 6 error O O

85 Driver 7 error O O

86 Driver 8 error O O

87 Driver 9 error O O

101 Coil 1 error O O Low driver pin output 
with driver kept OFF 
Pin opened

Output function 
disabled for defective 
driver

Driver pin 
reconnecting

102 Coil 2 error O O

103 Coil 3 error O O

104 Coil 4 error O O

105 Coil 5 error O O

112 Coil 6 error O O

113 Coil 7 error O O

114 Coil 8 error O O

115 Coil 9 error O O

129
Communication 
time exceeded

O O
Communication not 
received in PDO limit 
time from master

All of drivers 
disabled, and 
command removed

Receiving new PDO 
in limit time

130
Communication 
error detected

O O

Too many CAN bus 
errors detected

1353 at stop Receiving NMT, 
or bus receiving 
and transmission 
restoration
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This chapter explains basic information related to charger to help you easily understand and use it. 
This includes the contents from the way to install a charger to tips for emergency situations. This is 
focused on practices aiming to be usefully utilized in the field.

BASIC INFORMATIONBASIC INFORMATION

What is chargerWhat is charger
Charger is a device which makes a battery accept DC electricity under optimal condition as it 
transforms AC provided from external source of electricity. The charger is a constant-current and 
constant-voltage way, SCR type charger that it has advantages as follows:

Even though AC input voltage fluctuates within 10% of rated voltage (220/380/410/440V), the 
current and voltage provided to the battery are stable.

As minimizing the increase of temperature while charging a battery, it minimizes the stress on 
the battery.

The noisy of charger is minimal but the charging efficiency is very high.

It prevents from under charging and overcharging.

Therefore, it helps the battery to maintain its performance for longer time and to prolong the life 
of the battery.

(1)(1)

①

②

③

④

8. BATTERY CHARGER8. BATTERY CHARGER

1)1)

Notice on caring chargersNotice on caring chargers
If any abnormal status is found while using a charger, immediately stop using and check the 
charger. If it is impossible to take an appropriate measure for yourself, please apply for A/S. 

While charging, hydrogen and oxygen gas is produced. Use or approach of fire should be strictly 
prohibited.

Keep clean to prevent from sneak current and attack on the interface and surroundings of the 
battery.

Check the electrolyte of the battery every week and provide distilled water immediately if it is 
required (Electrolyte has to be provided between 10-12 mm level on the positive plate inside 
storage battery).

If battery liquid temperature becomes over 55°C, charging should be stopped.
If it is continued,
- The appearance is transformed
- and metal area can be attacked as electrolyte overflows.

Electric forklift truck using battery should be charged as soon as the charging lamp is on while 
driving.
As batteries are internally discharged naturally if they are deposed for a long time, charge them 
once or twice a month to prevent from reducing the lives of batteries.

When a green sign is on among charging status indication lamps, please notify that it is not 
converted as equalized charge for stabilization of charging status.

①

②

③

④

⑤

⑥

⑦ 

(2)(2)
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1 2 3

4 5

6 7 8 9 10

 Names of each part Names of each part (independent items)

22B9BAT30

 1 Main PCB 
 2 Main transformer (Class H)
 3 Cooling fan
 4 SCR module

 5 Monitor PCB
 6 Overload
 7 MG switch
 8 Assistance transformer

 9 Resistor (RD)
 10 Resistor (DR)

(3)(3)
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CHARGER INSTALLATION METHODCHARGER INSTALLATION METHOD

Location for charger installationLocation for charger installation
Dry and well ventilated place.
No inflammable and B7 fire are near by.
Safe place where no collision possibility 
with people or equipment is.

Check points before installing chargerCheck points before installing charger
Enough capacity of AC input power 
source to operate charger.
Standard electric wire for power source 
by capacity.

Table for capacity of charger input cableTable for capacity of charger input cable

(1)(1)

①
②
③

①

②

(2)(2)

(3)(3)

2)2)

48V battery Cable 
capacity

Input 
Voltage Remarks

600-800 AH 4P - 6 mm2

Criteria: 

3Ø380 V

3Ø440 V

For 3Ø220V, 

one step higher 

capacity cable 

should be 

used

(2.5 mm2 → 

4mm2).

850-1000 AH 4P - 10 mm2
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HOW TO USE A CHARGERHOW TO USE A CHARGER

General charging method General charging method (Floating 
charging) 
Charging by this method supplies electric 
power to the charger as operating exter-
nal AC power switch of the charger.
Connect battery connecter and charger 
connecter.

·According to charging condition According to charging condition 
If there is no abnormality found when the 
charger checks itself for 3-4 seconds 
after inputting AC input power source, the 
charger slowly increases the electric flow 
for charging and the charging condition 
lamp in the lower part of the front panel 
for floating charging of "input" is on.  
A charging voltage, current, amount and 
time are displayed in order on a monitor 
display window.  
When charging is processed about 80%, 
yellow lamp in the middle of the front 
panel, which shows that the charging con-
dition is in the middle, is on and then green 
lamp is on when charging is processed 
over 85% until charging is completed.
When charging is completed, "charging is 
completed" lamp is on in the monitor and 
other lamps of all monitors become off.

①

②

80%

85%
2

2

1

1

3

Display

BOP7BAT02

3)3)

①

②

③

④

(1)(1)

22B9BAT01

Equalizing chargingEqualizing charging

Equalized charging is
Equalized charging is to correct the bat-
tery when it does not normally perform its 
functions as the voltage differences are 
too big between cells of a battery.
When equalized charging is required?When equalized charging is required?

When re-operates the battery after hav-
ing left the battery for a long time.
When a battery is over-discharged
When there is large deviation of voltage 
and specific gravity between battery cells.
When change or supply electrolyte of 
battery.

①

-

-
-

-

(2)(2)

Display
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Tips for equalized charging
If once push the equalized charging but-
ton on the monitor in the beginning of 
charging, the equalized charging lamp 
becomes on and starts charging.  

When the green charging condition hen When the green charging condition hen 
the green charging condition lamp is on the green charging condition lamp is on 
(over 85% charged), the equalized (over 85% charged), the equalized 
charging switch is locked that it does not charging switch is locked that it does not 
operate even pushing.operate even pushing.

②

※

22B9BAT03

Equalized charge S/WEqualized charge 
indicating lamp

Automatic/Manual switching methodAutomatic/Manual switching method
Automatic connector.  Manual switching 
connector (J2) is locatedlocated on a left top cor-
ner of PCB.

In case of manual switching for charger n In case of manual switching for charger n 
case of manual switching for charger case of manual switching for charger 
checking, make sure that the battery con-checking, make sure that the battery con-
nector is separated beforehand.nector is separated beforehand.

MG/SW operation
(Refer to the charger component manual.)

Checking charging voltage soft start func-Checking charging voltage soft start func-
tion tion (Refer to the monitor)

Plug it into a manual connector and input 
after 5 sec., a floating charge, charging sta-
tus red LED lights up.
After 15 sec., charging status yellow LED 
lights up.
After a green LED lights up, if measured 
voltage comes out as IuIua63V - IuIa64V 
by measuring output voltage of battery 
connector side with multi-meter, then it is 
normal.
After 30 sec. of switching to a manual 
connector, if a buzzer sound rings continu-
ously for 10 sec. and completion LED lights 
up, then it is normal.
If you confirm that the charger operates in 
normal after checking manual switching of 
the charger, make sure that the charger is 
switched to automatic.

(3) (3) 

※

⊙

(4) (4) 

①

②

③

④

⑤

BOP7BAT10

22B9BAT04

①
③
②

J2

Manual connector 
connection

Automatic connector 
connection

MG/SW
J2 J2
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If charger's out voltage is under 60 V, it is 
abnormal. Please refer to the error sheet.
When the charging voltage is indicated as 
normal condi t ion (64 V) , convert 
automatic/manual switch to automatic and 
start charging.
Error code displayed on the front cover as Error code displayed on the front cover as 
following table.following table.

22B9BAT11

Sequences Code Description of error

1

2

3

4

5

6

7

8

9

10

11

E.F

O.V

O.C

F.B

O.T

O.H

A.O

A.F

A.C

L.C

F

EPROM fail

Over-voltage

Over-current

Battery error (After starting charging, the voltage doesn't go over 52V for 2 hours.)

Check the battery.

Transformer over heat (Stop charging when it is over 160˚C).

If input voltage is high, output current is over normal value and there is heat in the 
trans because of SCR control part fault.

Check the output current and PCB control board.

Heatsink over heat (Stop charging when it is over 100°°C).

Check the cooling fan, SCR connection cable contact point and control part.

Power supply error (input power 220/380V wrong wiring).

Power supply error (absent phase) - Check if input cable is open.

AC fail (black out) - Check if input voltage is right.

Low current (If this sign is on for setting value (60 sec), charging is over).

Manual stop.

⑥

⑦

※

-

-

-
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CHECK POINTS BEFORE APPLYING A/SCHECK POINTS BEFORE APPLYING A/S

AC input power source switch is ON.
Check if the battery connector of the order 
lift truck and charger's connector are 
connected.
Check points when "Error" lamp is on in 
the front monitor of the charger.
Check the front cover indicator.

A.F: Input three phase power source 
continuity check = Check if input three 
phase power source is normal with AC 
voltage meter.

A.O: Error on selection of input power 
source of 220V or 380V - Check it 
appropriately with full three phases.

A.C: Check if the input power source 
(220V or 380V) is normal.

O.C: Check the electric current, as charging 
current of the battery isoverstandardss 
condition.

O.V: Check the voltage, as charging 
voltage of the battery is over-voltage 
condition (66V).  
Normally it is 64V±1.0V.

Check other abnormalities as well. Then 
apply for A/S when on-site measurements 
are not applicable.

①

②

③

④

⑤

BOP7BAT12

(1)
(2)

(3)

(4)

4)4)

(5)

Error indication

ERROR DETECTIONERROR DETECTION

Error listError list

Only floating charge lamp is on in the 
monitor but it is not charged.

ON and OFF is repeated with a few minutes 
intervals even after starting charging.

Charger TRIP is occurred after abnormality 
lamp is on. In case error code is "O.V"

Charger TRIP is occurred after abnormality 
lamp is on. In case error code is O.C"

Charger TRIP is occurred after it started 
charging and charging completion lamp 
is on.

Charger has no response even the 
battery connector is connected.

SCR module checking method

(1)(1)

①

②

③

④

⑤

⑥

⑦

5)5)
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Only floating charge lamp is on after indicating A.O., It's not charged.①

220/380V Model : Measure the 

voltage between input voltage 

change over tabs 2-4 2-6 4-6. 

220,380,410,440V Model : 

Measure the voltage in front of 

AC INPUT  MS S/W.

·

·

MS electric plug Manual/auto tap (J2)

Insert automatic/

manual connector 

(J2) at the upper 

part of PCB to 

manual, after 

separating battery 

connector.

AC 
INPUT

MS 
switch

ON

PCB 
(LP lamp) 

ON

Rated 

voltage 

checking

YES YES

NO

Input power supply is not supplied.

Check external lead cable.

Check the connection of 

external input connecter. 

Check external NFB TRIP 

·

·

·

Put a black lead of multi-tester to 

input voltage switch No. 6 and 

measure voltage between tab 

No.8, PCB CN4, TH contact 

points with a red lead.

Voltage 
220V

NO

YES

MS COIL fault

TH contact fault

CN4 contact fault

PCB relay contact fault

TH manual 

Restoration release

NO NO

PCB replacing

 CN4 contact fault

 PCB RY contact fault

Relay 
contact 
point 

Relay

M/S electric circuit diagramM/S electric circuit diagram

YES

Failure Diagnosis and TroubleshootingFailure Diagnosis and Troubleshooting(2)(2)

TB.6

M/S 
Coil Fan

Auto/
manual S/W

PCB RY 
(LP lamp)

TB.8 (220V)TB.4 (380V)    

70Ω/
30W

M/S    
B

T.B  
short 
bar

7 8

Voltage 
tab

J2

TH *
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ON and OFF is repeated with a few minutes intervals even after starting charging.
"O.C" is displayed on monitor. 
- TH operates (AC input over-current TRIP).

②

De-
creasing

In-
creasing

Measure output 

current using 

DC current 

measure

Current 

value: 10-16A 

/100AH

MS ON 

Transformer 

noise is 

severe at 

MS ON 

status

NO

YES

NO Exceeding 

standard 

current

Adjust output 

current  AMP, VR

Re-adjust to VR 

Output 

current

YES

Separate the battery 

connector and tune 

the charger off

SCR 

module 

checking
YES Main 

transformer 

voltage 

measuring

PCB 

replacing

NO

SCR module 

replacing

NO

Check the normal 

operating condition   

of the charger

Refer to SCR 

Module checking method

*

TH setting fault

TH setting value  

 re-adjusting

·

· TH. TRIP 
YES

NO

  Complete

TH replacing

Rated 
current
setting                  

NO

PCB replacingComplete

YES

YES
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Adjust voltage so as 

to have same output 

between actual output 

voltage and indication 

of display

Charger TRIP is occurred after abnormality lamp is on.
In case error code is O.V → Over-voltage output / Set at 66V (In case of BATT 48V)

34V (In case of BATT 24V)
108V (In case of BATT 80V)

③

 After separating battery connector, 
insert automatic/manual selection 
connector(J2) at the left side of PCB 
to manual and then, MS will be turned 
"ON". 

Rotate charging voltage 
volume, located in the middle of 
PCB, to counterclockwise.

Adjust a real output voltage 
identical to displayed voltage

Check 

the voltage of the 

output connecter 

64V

NO

Reset voltage as turning 
volume volt for setting 
voltage on the center of PCB

YES

Measure

the voltage of the

output connecter

         64V

YES

OK NO

Check  

the detect  

voltage of the J3 

connector
YES

In-
creasing

De-
creasing

Voltage

Check 
whether the charger

is normal condition after
connecting the battery 

64V

OK

YES
NO

PCB replacing

Check contact error 

or breaking of wiring 

of the detect cable 

connecter pin

NO PCB

replacing

NO

In-
creasing

De-
creasing
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Charger TRIP is occurred after abnormality lamp is on.
After opening the cover which is located on the front bottom side of the charger,
In case error code is "O.C" � Output over current, established as 110-120% of the rated current.

④

Check poor contact of current 

connector (J1), located right side of 

PCB; check if there is disconnection 

(keeping tidy and wiring).

Measure  
the output current  

by DC current 
measurement

10-16A/
/100AH

NO

YES

Turn the charger current 

value (AMP) volume 

clockwise.

Restart the charger as pushing 

reset switch in the monitor.

Monitor display

Measure 

the output current 

by DC current  

measurement

YES

PCB
replacing

NO

OKRequest A/S if problem 

persists after adjustment.

In-
creasing

De-
creasing
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Charger TRIP is occurred after it started charging and charging completion lamp is on.
 (In case input voltage is normal - Refer to the error detection No. 1)

Restore the charger as pushing reset switch.

⑤

After separating battery 

connector, put the automatic/

manual S/W (J2) to manual

 If charging 
current measurement  

is normal when it is measured  
with DC 
ammeter

NO Measure the output 

voltage 64V 

YES

Contact fault between  

the battery connector  

and charger connector

Battery is over 

discharge

 Check SCR 

module

 Normal

YESNO

PCB 

replacing

SCR module 

replacing

PCB replacing or 

Request After-Service

YES

NO
/J2
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Charger has no response even the battery connector is connected.
- In case only floating LED is on, charger input power is cut off or doesn't connect. (In case the 

input voltage is normal - Refer to the error detection No. ①).

⑥

Measure the 

voltage within the 

RD of the charger

Measure  

the battery voltage

Is it under  

48V?

NO

YES

Battery 

voltage 

is normal  

(Over  

35V)

NO Charger - Battery 

Connector contact fault

BATT(+) SHUNT

/J.3

PCB(+)

PCB(-)

BATT(-)
PCB

(+)(-) Voltage  

is over 

12V

PCB  
left side of PCB 

is LP LED
ON? NO

PCB
replacing

Refer to the error detection 
No.①
Check the input power wire line 
in the charger

RD 340/50W   

replacing 

Check the cable and contact 

point status at PCB connector(J3)

YES

Put the auto/manual S/W to manual, after 

30 min. - 1 hr, put the S/W to auto and let 

it be charged normally.

If battery voltage doesn’t increase after 1 hr of 

starting auto charge, then battery check in 

needed.

RD

LP, LEDLP, LED

YES

YES

NO

RD

(Based on 48V)

BATT (+)

70Ω 12V or higher

BATT( -)
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HOW TO CHECK THE SCR MODULEHOW TO CHECK THE SCR MODULE

/K2

/G1
/K1

3 2 1

/K2

/G1
/K1

Circuit Real diagram

*  Before checking  SCR, be sure to disconnect bus bar and wire on the terminal.

SURGE PCBNo.

1

2

3

4

Measuring point 

(Real diagram)

No.1 - No.3

No.2 - No.3

G1 - K1

G1 - K2

Measured value

(Measurement of digital tester)

Forward:  Under 100 k ohm 

Reverse: Infinite (∞)

Forward: Infinite (∞)

Reverse: Infinite (∞) 

Forward:  Under 100 ohm

Reverse:  Under 100 ohm 

But It depends on the module.

If it is not 0 ohm, It is Ok.

Forward: Infinite (∞)

Reverse: Infinite (∞)

7)7)
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PCB MAJOR PARTS (NAME AND LOCATION)PCB MAJOR PARTS (NAME AND LOCATION)

22B9BAT26

 1 CONTROLLING MICOM  #1
 2 Lp lamp
 3 Detect voltage 
 4 SHUNT detect current
 5 Correct output current

 6 Correct output voltage
 7 Correct CPU voltage
 8 Monitor display output
 9 Temperature sensor
 10 SCR control 

 11 Buzzer
 12 Auxiliary power supply
 13 Auto/manual switch TAP
 14 SCR control Connector

8)8)

①Controlling micro unit #1

② LP lamp

⑩SCR control

⑪Buzzer

⑧Monitor 
display output

⑭SCR control 
connector

⑬ Auto/manual    
    Switch TAP

⑫Aux. 
    power supply 

⑥Correct out 
voltage

⑤Correct 
output current

⑦Correct 
CPU voltage

④SHUNT DETECT
 current  

③Detect 
voltage

⑨Temperature 
sensor

Auto
Manual

/J2

/J3
/J2

Connector
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22B9BAT27
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31

8

512 9

10

6

14

2
13

4

11

7

22B9BAT28

CHARGER INTERIOR PARTSCHARGER INTERIOR PARTS

 1 AC fan 
 2 Overload
 3 Resistor - RD
 4 Auxiliary transformer
 5 Magnet switch

 6 SCR module
 7 Monitor board assembly 
 8 DC output cable
 9 DR resistor
 10 Main transformer

 11 AC input cable
 12 Main board
 13 Choke filter
 14 Fuse
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9. LITHIUM ION BATTERY9. LITHIUM ION BATTERY (OPT)

STRUCTURESTRUCTURE

Battery packBattery pack

Battery moduleBattery module

1)1)

(1)(1)

(2)(2)

25BXPM14

25BXPM15

1

1

5

5

6

2

2

3

3

4

4

 1 Housing
 2 Top case

 1 Module frame
 2 PC cover

 3 Module
 4 BPU

 3 Eye-cut
 4 +: Anode terminal, 
              -: Cathode terminal

 5 Cable

 5 Cell
 6 Module bus bar

BMS and BPUBMS and BPU(3)(3)

25BXPM16

1

2 3 4

 1 BMS
 2 Relay

 3 Grounding bus bar  4 Current sensor
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LED Name Functions

Power (green) Power LED indicator
The indicator lights when power is normally supplied when 
turning the power switch on.

CHA (green)
Charging protection LED 

indicator

The indicator lights when the charging protection function does 
not operate, but is in normal conditions (normal).
The indicator is turned off when the charge protection relay 
contact is off by operation of charging protection function in 
case of over-charging, over-current, or overheating.

DIS (green)
Discharge protection LED 

indicator

The indicator lights when the discharge protection function 
does not operate, but is in normal conditions (normal).
The indicator is turned off when the charge protection relay 
contact is off by operation of discharge protection function in 
case of over-charging, over-current, or overheating.

Names and functions of BMS partsNames and functions of BMS parts(4)(4)

25BX7ES35

1

5

4

2
3

10

8
6 7

9

2 3 4

 1 Switch
 2 Temperature sensor
 3 USB port
 4 Ground cable

 5 Cell cable
 6 CHA relay port
 7 DIS relay port
 8 CAN port

 9 Current sensor port
 10 SD card slot
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SPECIFICATION TABLESPECIFICATION TABLE

CHECKING BEFORE REPLACINGCHECKING BEFORE REPLACING

2)2)

3)3)

Item Unit 25B-X 30/32/35B-X

Rated voltage V 51.2 ←

Capacity AH 500 600

Dimensions (W×L×H) mm 984×466×750 984×536×750

Weight kg 1000 1150

Connector - DIN 320 ←

Module voltage measuringModule voltage measuring
Measure voltage between the positive electrode terminal (+) and the negative electrode terminal 
(-) of the module with the voltage meter.
·Module shipping voltage: 48.0 - 53.0 V
·Criteria for judging normal conditions: Within shipping voltage, and voltage deviation between 

modules within max. and min. 0.02V
·Measurement points: Positive and negative electrode terminals

Insulation resistance measuringInsulation resistance measuring
Measure the positive (+) and the negative electrode terminals, and the case of the module with 
an insulation meter.
·Criteria for judgment of normal conditions: 500V applied/100 MΩ or higher

 ·Measurement points: Positive electrode terminal - module case, or negative electrode terminal 
                                        - module case
Do not measure the positive electrode terminal with method used for voltage measuring.Do not measure the positive electrode terminal with method used for voltage measuring.

(1)(1)

(2)(2)

25BX7ES36
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PART REPLACEMENTPART REPLACEMENT4)4)

PRECAUTIONPRECAUTION
· Check the battery for crack, breakage, and oil leak before replacement. Using defective prod-

ucts may cause faults on product circuits, or fire by leakage.
·  Replace the battery with product of capacity same as those mounted product. Using battery of 

different capacity may cause restriction on use and hazard such as capacity deviation.
·  Wear insulated gloves when moving and handling the battery. Injury may take place during 

moving, or electrolyte contacting with skins may cause burn.
· When mounting two batteries, the batteries should be of capacity same as those of mounted 

batteries, and from same lot. Using batteries different to each other may cause fault.

Fastening torqueFastening torque
·M4 bolt : 0.15±0.01 kgf·m
·M8 bolt : 1.2±0.1 kgf·m

Fuse exchangeFuse exchange
Remove the top cover of the battery pack.
Remove BPU CASE FWD from BPU assembly.
Make use of a screw driver to remove M8 bolt over the fuse. (Care should be exercised for pre-
venting short-circuit resulted from movement of the main cable.)
Replace the fuse.
Assemble the parts in reverse order of disassembling.

Relay replacementRelay replacement
Remove the top cover of the battery pack.
Remove BPU CASE FWD from BPU assembly.
Make use of a 13-mm box spanner to remove M8 nuts from the both sides of Relays A1 and A2. 
(Care should be exercised for preventing short-circuit resulted from movement of the main 
cable.)
Make use of a screw driver to remove M4 bolt for fastening the relay.
Replace the relay.
Assemble the parts in reverse order of disassembling.

BMS replacementBMS replacement
Remove the top cover of the battery pack.
Remove BPU CASE FWD from BPU assembly.
Remove the cell cable from the top of BMS. (Connector specifications: MOLEX 5557-24P, -2P)
Remove cables from BMS.
Remove M3 bolts from 4 points on BMS. (Be careful not to cause falling of BMS when disas-
sembling BMS not holding it; Short-circuit may take place.)
Replace BMS.
Assemble BMS in reverse order of disassembling

※

1)1)

2)2)

3)3)

①
② 
③

④
⑤

①
② 
③

④
⑤

①
② 
③
④
⑤

⑥
⑦
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BATTERY DIAGNOSIS AND TROUBLESHOOTINGBATTERY DIAGNOSIS AND TROUBLESHOOTING5)5)

Extreme adjustment or change of parameters may cause unstable operation. Neve attempt such 
actions. Turn power off immediately after alarm, if any.

When startup is not allowedWhen startup is not allowed
·Relay malfunction:  Relay signal fault, or electric part failure → Check the both ends of the relay 

for short-circuit. If no power is supplied, replace the relay.
·Fuse breakage: Check the both ends of the fuse for short-circuit. If no power is supplied,  replace 

the fuse.
·BMS malfunction/failure:  Monitoring with BMS inspection program → When monitoring results 

show no fault, make request for A/S, or replacement of BMS if the 
program does not read battery information.

Replacing cable glandReplacing cable gland
Remove the top cover of the battery pack.
Remove M8 bolts on the ring terminal from cables wired in the cable gland to replace with a 
screw driver.
Remove cables from the cable gland.
Remove mounted cable gland.
Replace the cable gland.
Assemble the parts in reverse order of disassembling.

Battery module replacementBattery module replacement
Remove the top cover of the battery pack.
Hook cables in the eye nuts of the battery module, and lift the module out of the battery pack. 
(Pay attention to cables when removing the battery modules by hosting.)
Remove BMS INSTL from the battery module.
Remove M8 bolts from the module, and then replace the module.
Replace the module. 
Assemble the parts in reverse order of disassembling.

HandleHandle
 Remove the top cover of the battery pack.

Remove M8 bolt from the top cover of the battery pack with a spanner.
Replace the handle.
Assemble the parts in reverse order of disassembling.

Checking before startup after replacementChecking before startup after replacement
· Voltage should not be sensed when checking voltage on the both ends of the battery pack 

terminal (DIN320 connector) after mounting on the system.
· Make sure that (+) and (-) terminal directions of the discharge terminal (JOT95-8 ring terminal) 

are identical with those of system load.
· Make sure that the cable connectors are correctly connected on the battery pack for 

communication with the system.

(1)(1)

(4)(4)

(5)(5)

(6)(6)

(7)(7)

①
② 

③
④
⑤
⑥

①
②
 
③
④
⑤
⑥

①
② 
③
④
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Trouble during part replacementTrouble during part replacement
· Spark and melting caused by short-circuit of main cable
- Though risk of fire is small, provide fire extinguisher for fire, if any.
- If spark only takes place, make use of insulated tools to hold and remove the main cable.
-  If it is hard to remove the main cable because of melting, remove the cable in the following 
sequences:
① Remove the cell cable (MOLEX 5557 connector) connected to BMS.
① Remove M8 bolts from (+) and (-) terminals of the battery module, and also remove 

connected main cable.
① Remove molten main cable.

· If circuit is burnt or smoldered during BMS replacement;
- Make a request for A/S for BMS.
- Replace BMS with new BMS.
-  Check the cell cable for being burnt. If so, stop operation, remove the battery module from 
battery pack, and make a request for A/S.

(2)(2)

※ Before connecting the battery charger to the power Before connecting the battery charger to the power 
supply and the battery, carefully read the instructions supply and the battery, carefully read the instructions 
below:below:

1) 1) USE AND OPERATIONUSE AND OPERATION

To use this battery charger you must comply with 
safety requirements contained in laws and regulations 
and in the provisions set out by the local authorities.
The user should make sure that the use of charging 
equipment complies with current regulations, and 
that any action that may endanger the life and 
health of the user or any third party is avoided, as 
well as avoiding any damage to property.

(1)

(2)

10. LITHIUM ION BATTERY CHARGER (OPT)10. LITHIUM ION BATTERY CHARGER (OPT)
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(1)
Installation and Safety warningsInstallation and Safety warnings

Before connecting the battery charger to the power supply and the battery, carefully read 
the instructions below:
For correct functioning and improved yield, the battery charger must be fixed. Pay attention not 
to obstruct the ventilation slots holes.
Only specialized and authorized staff can carry out jobs that require the battery charger to be 
opened.
Before operating the battery charger, the insulation of mains connection cables and of the 
battery connectors must be verified.
It is necessary to intervene on electrical equipment, thoroughly trained personnel only.
Disconnect the mains connection before connecting or disconnecting the battery.
The battery being charged generates explosive gases, therefore it is prohibited to smoke 
in proximity of the machinery;  avoid naked flames and or sparks and proximity with other 
machinery that lead to hazardous circumstances for people or property.
This battery charger contains electrical components which can generate electric arcs and sparks, 
so if used in enclosed areas it must be positioned in a site suitable to its function; anyhow the 
standard battery charger must be used in enclosed and well ventilated areas and 
not exposed to rain and/or splashing water, placed on sound, levels floors. Dusty areas or areas 
with water sources, sources of heat and humidity should be particularly avoided.  DO NOT place 
the battery charger on surfaces and/or shelves made with wood or other flammable materials or 
accumulate various materials near the battery charger and place any items or containers with 
liquids on the lid.
To prevent dangers of shock, the battery charger must be connected to a current socket 
connected to earth. Moreover, the current socket to which the battery charger will be connected 
must be proportionate to the power of the same and must be protected by appropriate electric 
equipment in compliance with Standards (fuses automatic switch). For sufficient selectivity, the 
protection must have calibration of at least 10 % over the equipment current absorption.
Always use special bipolar connector (DIN 320 REMA).
DO NOT use additional cables to extend the existing electrical connections. 
Before starting to clean the appliance, disconnect the power supply cable from the mains and the 
connection cables to the battery.

①

②

③

④
⑤
⑥

⑦

⑧

⑨
⑩
⑪

3) 3) CONNECTION TO POWER SUPPLYCONNECTION TO POWER SUPPLY

It is essential to connect to the power of the installed battery charger. Ensure to also correctly 
connect the earth conductor.
It is good practice during installation (or successively if the battery charger is moved), to check the 
mains voltage and the presence of all 3 phases present on the position where the battery charger 
works. 

Battery
voltage

(V)

Charger
current

(A)

Module
power
(kW)

Active input
power
(kW)

Input LAC
norm
(A)

Fuse AC
(A)

DC fuse
code

48 200 12 12.26 19.98 25 LMT250

48 250 16 15.32 24.97 32 LMT315

4) Battery connection4) Battery connection

It is recommended to use relevant bi-polar connectors in compliance with Standards. Also check the 
current connection of the cables in the connector contacts. This operation has to be performed by 
skilled personnel only.

※ The USB port is a service port to be used only for programming the charging parameters and The USB port is a service port to be used only for programming the charging parameters and 
downloading of historical data and graphs. You must disconnect the charger from USB cable during downloading of historical data and graphs. You must disconnect the charger from USB cable during 
charging to prevent EMI noise from interference with the charging process with unpredictable charging to prevent EMI noise from interference with the charging process with unpredictable 
consequences for the battery charger and battery.consequences for the battery charger and battery.


